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A. BACKGROUND 


A Data General Corporation (DGC) NOVA 800 minicomputer 


has been available to the Electrical Engineering Department 
Oieetne Naval Postgraduate School since 1974. During that 
period a limited effort has been directed towards utilizing 
this basic digital machine as an instructional aid in 


laboratory course work. 
A 1975 thesis [Ref. 1] resulted in an analog to digital 


(A/D) “and digital to analog (D/A) interface and a brief 


summary of the system's feedback control capability. 
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mee EURPOSE 


A review of the system after completion of the first 
stage of hardware development identified the difficulty of a 
first time uSer in trying to comprehend what the system was 
or how it could be used. The large number of technical 
Manuals which referred to various modifications and option 
Characteristics amplified the confusion of the novice. 
Unless this problem was solved system development and 
expansion by thesis projects would be severely restricted. 
This thesis serves aS a complete user's guide for the 
beginner. It is intended to summarize the information in 
all the various technical manuals and to explain the 
essential details. The assumption is made that the reader 
is familiar with the general features of a digital computer. 
It is hoped to stimulate the user to read further by 
lnjecting simple short exercises yielding the satisfaction 


of causing 'the beast' to respond in the desired manner. 


Chapter II gives a aescription of tke hardware 
configuration of the DGC NOVA 8CQ0 microcomputer system 


availaple at the Naval Postgraduate School. The Operatcr 
Console switches are described with examples of their use. 
The chapter is intended to familiarize the user with the 
System and the manual technigues that may be used to 


martialize it. 
In Chapter III the software operating systen 1s 


introduced and the user is tutored through the four basic 


steps of program creation by the use of an example program. 
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In Chapter IV the programmer is taught the details of 
Assembly language source code. The technigues of direct 
program controlled communication, interrupts and cassette 


tape read or write are introduced. 
Chapter V is the conclusion; it describes present systsa 


problems and recommendations EO further system 


developement. 
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The capability of any computer system is dictated by the 
basic model of processor (CPU), the options installed, the 


peripherals available, and the memory capacity (Fig. 1). 


MemCONTRAL FROCESSING UNIT (CPU) 


The present CPU is a NOVA JUMBO 800 minicomputer with 


8,192 (8K) words of 16-bit ferrite core memory [{Ref. 2]. 
The highest direct address for the 8K memory is 17,777. 
Maximum core expansion (8K) words of 16-bit ferrite core 
memory. [Reft. 2] Maximum core expansion is to 32,767 (32K) 
words. This highest possible address of 77,777 # £x(octal) 
Mmegurtes Only a i5-bit program location counter (PC). The 
Sixteenth bit is used for indirect addressing. The highest 
indirect address for the 8K memory is 117,/77. There are 
mour 16-bit accumulators (ACO, AC?, AC2, AC3) and a carry 
flag (CRY) of one bit. Several memory locations have special 
Significance. Absolute locations 0 and 1 are used during 
PHeerrupt processing, and locations. 20, £nrie 3/7 are 


automatically modified when indirectly addressed.j Ref. 3] 
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Sae eGAR TIME CLOCK (RTC) 


A real time clock is available and its use is described 
further in the instruction set and programming sections. It 
may be used to pause within a program that is executing or 
to trigger interrupts for servicing routines on a real time 
basis. [Ref. 4] 


Cee LceLotYPE (TTY) 


The ASR-33 model teletype is available for keyboard 
mimuc  {ITIL) or printout (TIO) and paper tape reading (TTR) 
and punching (TTP). This paper tape capability should not be 
confused with the high speed paper tape capability (PTR and 
PTP), which is not available at the Postgraduate School. The 
Specific modei of teletype has direct implications on the 


way cOmmunications can be maintained with it. [Ref. 5] 


D. CASSETTE DRIVERS (CTO AND CT1) 


A Maximum of eight cassettes can be configured with the 
System. The two units presently installed are designated as 
CTO and CT1 by setting the appropriate thumb wheei on the 
driver chassis. Cassettes may be controlled by programmed 
routines or by uSing routines provided under the STAND-ALONE 
OPERATING SYSTEM (SOS). When the power cord is connected 
into the CPU rear outlet and the toggle switch is in the 
REMOTE position, the CPU master key controls the turn on and 
Perot: DOth unlts.[{Ref. 5) 
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E. DiGiTAL TO ANALOG CONVERTER (D/A) 


The D/A provides simultaneous output of two bipolar 10 
volt analog signals and one timing signal from a 12-bit code 
(Ref. 6]. The A/YD and D/A were incorporated in the systen 


in a previous thesis project completed in 1975. [Ref. 1] 
F. ANALOG TO DIGITAL CONVERTER (A/D) 


The A/D converter provides high speed translation of 
bipolar 10 volt differential analog signals to a 12-bit 
binary code. The most Siguiiacana De {MSs} Lsy enren 
extended to complete the normal 16-bit word length. The A/D 
Will multiplex any one of eight addressable inputs. [Ref. 7] 


(®) 
Gee TEKTRONIX DISPLAY (CRT) 


An adapter kit has been purchased to allow the CRT 
display to supplement the teletype unit. The necessary 
hardware connections have not been nade. The CRI could use 
the second TTY connections and device codes (TTI1 and 
Met) .{ Ref. 6] 
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H. OPERATOR CONSOLE 


The operation of the computer and the contents of 
specified memory locations can be observed or altered by- 
Using the operator console (Fig. 2). The lights in the 
upper right-hand portion of the console display control 
conditions, the rows of lights in the upper center portion 
display the processor registers. mia deen t” 1S dt set 
means the corresponding bit is 1. If the light is nowt lit, 


the corresponding bit is 0. 


Below the ligats is a bank of toggle switches through 
which the operator can supply addresses and data to the 
processor. When these switches are in the up position, they 
represent a 1; when down, they represent a 9. Only switches 
1 thru 15 are used for entering addresses. The data 
register can be used in conjunction with some of the 
Operating switches, located at the bottom of the panel. 
Each switch lever is actually two mnomentary~contact logical 
eamtecnes with a common off position in the center. Lifting 
the lever up turns on the switch whose name is printed above 
it; pressing it down turns on the switch whose name is 
written below Bt When released, these Switches 


automatically return to off. 


At the upper left is a 3-position key-operated rotary 
Switch that controls power and locks the console. Turning it 
to ON simply turns on power. This also turns on the rear 
power outlet. Turning to LOCK keeps power on and disables 
the operating switches so no one can interfere with the 
Operation of the processor. Tne operator can still use the 
data switches to supply information to the program. If the 


CPU stops, the function switches are enabled. 
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iP eeidicatOn baguts 


A few indicator lights display useful information 
while the processor 1S running, but most change too 
frequently and are therefore discussed in terms of the 
information they display when the processor is stopped. The 
address lights display the contents of the program location 
counter (PC). The nuabered data lights display the data 
Merteen in the last memory reference. FETCH, DEFER, and 
EXECUTE, are the state indicators. They specify the type of 
cycle (state) the processor will enter if operations are 
Somtinued by pressing the CONTINUE or MEMORY STEFF switch. 


The indicator meaning 1s true when the light is lit. 


The processor iS in normal operation. The CPU 
1s executing instructions or data is being transfered via 
the data channel. When the computer stops the light goes 
Out. In RUN only switches STOP and RESET are enabled. 


b. ION 


The program interrupt capability is enabled (The 
iieerirupt-On flag is 1). 
© Data General Corporation 1971. Reproduced from HOW TO 
® — 
USE THE NOVA COMPUTERS by permission of Data General 


mor eObatlon, Southboro, MA) 
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Cé FETCH 


The next CPU cycle will be used to obtain an 


instruction from memory. 


The next processor cycle will be used to fetch 
an address word in an indirectly addressed memory 


mrstrcuction. 


e. Peeceur se: 


The\next CPU cycle will be used to perform an 
instruction. This next cycle will be used to reference 
Memory for an operand in a move data or modify memory 


mastruction. 


2. Qperating Switches 


Mii eeeoLe tone  SWLlECneS an the bottom row except STOP 
and RESET are interlocked so they have no effect 1f RUN is 
Meee rhe four pairs of Switches at the lert are for 
depositing data in the accumulators and examining their 
contents. Lifting a switch up loads the contents of the data 
Switches into the specified accumulator;, pressing it down 


displays the contents of the accumulator in the data lights. 


®) 


(© Data General Corporation 1976. Reproduced from NOVA 


LIN&Z COMPUTERS by permission of Data General Corporation, 


Southboro, MA) 
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CPC euUnU LATOR DEPOSIT 


The left-hand four switches reference the four 
SruU,s accumulators and are numbered 0-3 from left to right. 
Eacno switch affects only its corresponding accumulator (AC). 
When one of these switches is pushed up, the current setting 
of the data Switches is deposited into the appropriate 
accumulator. The data lights display the new contents of 
Iiat AC. 


Db. ACCUMULATOR EXAMINE 


< 
When one of these switches is depressed, the 


contents of the corresponding accumulator are displayed in 
the data lights. 


Example 


If the operator wishes to load ACO with 126440 
moomacl With 063610; the procedure is: 


mien the PoWer Switch to ON. The FETCH light will turn on. 
-Set the data switches to 126440. 


-Press ACO DEPOSIT. The data lights will read 126440. The 


carry and address lights can be ignored. 
-Set the data switches to 063610. 


-Press AC1 DEPOSIT. The data lights will read 063610. fhe 


carry and address lights can be ignored. 


-The contents of ACO are checked to ensure the data was 
entered correctly by pressing ACO EXAMINE. The data lights 
Will read 126440. 


22 





“Similarly the contents of AC1 are checked by pressing AC1 
EXAMINE. The data lights will read 063610. 


c. START 


When this switch is pushed up, the SA rer 
munct i0n is performed. The address indicated by data 
Switches 1-15 is placed in PC and sequential operation of 
the CPU begins there. The FETCH and RUN indicator lights are 


turned on. 


d. CONTINUE 


When this switch 1s depressed, the CONTINUE 
function is periormed. Sequential operation of the 


processor continues from the current state of the computer. 


e. RESET 


When this switch is pushed up, the Ross. 
function is performed. The CPU is stopped after completing 
the current processor cycle. The flags in all Input/Output 
(770) devices are cleared, the 16-bit priority mask, the 
Interrupt-On flag, and all Busy and Done flags are set to 90 
and the RTC is set to line frequency. Information deposited 
in an accumulator from the console is displayed in the 
lights but is not actually entered into the accumulator 
until the CPU performs some other operation. Therefore 
pressing RESET after an ACCUMULATOR DEPOSIT prevents the 
data from actually reaching the AC. 
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Ba So LO 


When this Switch 1S pushed down, the STOP 
function is performed. The CPU is stopped after completing 
the current instruction and before executing the next 
instruction. If an I/O device requests an interrupt during 
the execution of the current instruction, it is serviced 
before the CPU is stopped. All outstanding data channel 
requests are honoured before the CPU is stopped. After the 
processor stops, the address lights display the address of 
the next instruction to b2 executed and the data lights 
display the current contents of the memory bus. [f the 
mienent Instruction contains an infinitely long indirect 
addressing chain or there are continuous data channel 
requests, pressing STOP will not stop the computer. A RESET 


will be required. 
g. DEPOSIT 


When this switch is pushed up, the DEPOSIT 
function is performed. The current setting of the data 
Switches 1s placed into the location addressed by the 
current value of the program counter. The updated value of 


the altered word 1s displayed in the data lights. 


(© Data General Corporation 1971. Reproduced from HOW TO 


SST 


® 
USE THE NOVA COMPUTERS by permission of Data General 


Corporation, Southboro, MA) 
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? h. DEPOSIT NEXT 


When this switch is depressed, the DEPOSIT NEXT 
function is performed. The program counter is incremented by 
one and the current setting of the data switches is placed 
into the word addressed by the updated value of PC. The 
updated value of PC is displayed in the address lights and 
the new ccatents of the altered location are displayed in 
the data lights. 


1. EXAMINE 


The address contained in data switches 1-15 is 
loaded into PC and displayed in the address lights. The 
contents of the word addressed by PC are then read and 


displayed in the data lights. 
j. EXAMINE NEXT 


The current value of PC 1S incremented py one 
and the new value is displayed in the address lights. The 
contents of the work addressed by the updated PC are then 


read and displayed in the data lights. 


© Data General Corporation 1976. Reproduced from HOW TO 
; ® ae 
USE THE NOVA COMPUTERS by permission of Data General 
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Example 


If the operator wishes to load the Table 1 data 


starting at absolute locations 17757; the procedure is: 
Paurnm the POwer Switch t9 ON. The FETCH light will turn on. 
-Set the data switches to 017757. 


-Press 3XAMINE. The address lights will read 017757. 


Ignore the carry and data lights for now. 
-Set the data Switches to 125440. 


-press DEPOSIT. The data lights will read 126440. The 


address lights will read 017757 and carry can be ignored. 
=Set the data switches to 063610. 


-Press DEPOSIT NEXT. Note that the address lights have been 
incremented to 017760. The data Llignts will read 063610 and 
carry can be ignored. 


-Set the data switches to 000777. 


-Press DEPOSIT NEXT. The address lights will read 017761. 
ime data lignts wiil read 000777 and carry can be ignored. 


-To verify that tne data was entered properly, set the data 
Switches to 017757. 


-Press EXAMINE. The’address lights will read 017757. The 
data lights will read 126440 which confirms what was 


intended got entered, and carry can be ignored. 


-Press EXAMINE NEXT. The address lights will read 017760. 
The data lights will read 063610 and carry can be ignored. 


-Press EXAMINE NEXT. The addFess lights will read 017761. 
The data lights will read 000777 and carry can be ignored. 
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If a mistake is made entering the contents of a location, 


the pracedure is: 
-Set the data switches to the address to be corrected. 
-Press EXAMINE, this sets the PC. 


-Set the data switches to the correct contents of the 


desired address. 


~Press DEPOSIT. The address lights and data lights will 


indicate the location and its new contents. 


Table 1 EXAMPLE DATA 


LOCATION bata 
17757 126440 ; 
17760 063610 
17761 000777 


ke INSTRUCTION STEP 


When this switch 1s pushed down, the INSTRUCTION 
STEP function is performed. The instruction contained in the 
word addressed by the current value of the program counter 
1s executed and then the CPU is stopped. The address lights 
display the updated value of PC and the data lights display 
the contents of the memory bus. The meaning or the data 


displayed depends on the instruction as follows: 
PUM tAge Loo, ana DSZ display the operand. 
JMP and woReetOr directs mode cdisnplay ‘tre 


maesceuction, f0r indirect mode display the effective 


address. 
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Arithmetic and logical instructions display the 


mastcuction. 


Input/Output instructicns display the data. 


The mnemonics LDA, STA, ISZ, DSZ, JUP and JSR 
are Assembly language instructions that are explained in 


more detail in Chapter IV. 


i. MERORY STEP 


When this switch is pushed up, the MEMORY STEP 
function is performed. The CPU performs a Single processor 
cycle and then stops. At completion the lights indicate the 
next state to be executed. The address lights display PC and 
the data lights display the data for the last memory step. 
Changing the contents of an AC between memory steps may 
destroy information necessary for the execution of the 


memaingder of the instruction. 


mM. PROGRAM LOAD 


When this switch is pushed up, the PROGRAM LOAD 
function is performed. The contents of the read-only memory 
(ROM) bootstrap are placed in memory Locations 0-37 (octal), 
meme the RUN light is turned on and normal operation is 


meagan at location 0. 


(CQ) Data General Corporation 1971. Reproduced from NOVA 
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3. Exercise 1 


At this point it would be wise to become familiar 
With the computer and console operations by completing the 


following exercise. 


This exercise is designed to familiarize the user 
With the operator's console and to introduce two techniques 
for loading the BOOTSTRAP loader program which is part of 
system initialization (Appendix D). Eitner of these two 
technigues can be used in place of the normal initialization 
procedure described in Appendix A , if the cassette 
transports are not available. Berore proceeding the reader 
Should become familiar with Appendix B which describes 
console procedures. Before starting to enter the Manual 
BOOTSTRAP below, complete the machine code program in 
Section A of Appendix D by filling in the appropriate XX and 


dd values. 


Manual Bootstrap 


This is the most pasic technique an operator can use 
fepeinitialization. It requires only the basic computer 
Without the PROGRAM LOAD switch and the ASR 33 teietype to 


operate: 
1.Turn ohn main power. 


2.Enter the manual BOOTSTRAP starting at location 017757. 
Section A of Appendix D explains the BOOTSTRAP. 


Beelurn the TTY power switch to LINE. 


4.Mount BINARY LOADER paper tape 091-000004-04 in the TTR. 
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When loading paper tape, place the leading end in the read 
Station and set the remainder on the floor immediatly below 
there, clear of obstacles. The TTR switch should be at FREE 
while loading. Feed the blank leader past the read station 
by hand and stop with one or more blank frames before the 
data. Check that the data iS program and not just an 
identification code. This is done before loading by 
inspecting the tape for a hole pattern that can be read as 
the tape identification number. Set the TTR SwWitch to 
START. Section C1 of Appendix D explains the BINARY LCADER. 
Section B of Appendix C explains the TTR. 


5.Execute the BOOTSTRAP program by setting the data switches 
to 017770 and pressing RESET and START. The BINARY LOADER 
Will be read into core. The address lights will read 
W776. The data lights will read 063077. AtIWGu2S. ipo ime 
the system 1S initialized and the operator can use the 
BINARY LOADER to load any absolute binary paper tape 
@emoropriate for what he intends to do. In subsequent 
sections of this thesis the operator will learn what 


programs might be appropriate. 


6.In order to demonstrate several other console switch 
functions, let's restart the manual BOOTSTRAP in a slightly 
ditferent way. Since it has already been entered in memory, 
set the data switches to the start address 17770 and press 
Reo ET. 


7.Mount the BINARY LOADER paper tape in the TTR. Ensure 


that the first data frame 1S not past the read station. 
Smeress EXASINE to set the PC to the start address (01/7770). 


9.By repetitively pressing MEMORY STEP trace the progress of 
the BOOTSTRAP execution until address 017766 1S about to 
enter the FETCH cycle. [wo frames of the BINARY LOADER 


paper tape will be read. 
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10.Now repetitively press INSTRUCTION STEP and trace the 
progress of the BOOTSTRAP execution until the address 017766 
returns. Another frame of tne BINARY LOADER paper tape will 


be read. 


11.Pressing CONTINUE will read in the remainder of the 
BINARY LOADER tape. The system has been re-initialized. 


Automatic Bootstrap 


This 1s a slightly more sophisticated initialization 
technigue that reguires the basic computer with the PROGRAM 
LOAD switch and the ASR 33 teletype to operate: 


1.Set the data switches to 000010; this specifies TTR input. 


2.Mount the BINARY LOADER paper tap2 091-000036 in the TTR. 
The different identification number from the manual 
procedure indicates that this is a different version of the 
program written specifically for the Automatic BOOTSTRAP. 
The SELFLOADENG BOOTSTRAP AND BINARY LOADER program is 


explained in Section C2 of Appendix D. 


3.Press RESET and PROGRAM LOAD. The paper tape will be read 
into memory. The address lights will read 000121 and _ the 
data lights will read 063077. At this point the system is 
initialized and the operator can use the BINARY LOADER to 
doad any absolute binary paper tape appropriate for what he 


intends to do. 


4.The automatic BOOTSTRAP can be loaded with the power 


Switch in LOCK and the key removed. 
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Figure 1 - NOVA 800 SYSTEM CONFIGURATION 
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III. SOFTWARE 


Due to the present limited memory capacity (8K) the 
convenience of higher level languages like Algol, Basic and 
Fortran iS not available. The present working code is 
primarily Assembly language with some knowledge of machine 


language being of benefit. 


Several Data General Corporation (DGC) programs are 
avallable on paper tapes. An index of their identification 
numbers is included as Appendices V~Z. Further 


documentation appears in the list of manuals in Appendix U. 


Peds STAND-ALONE OPERATING SYSTEM 


The NOVA 800 is programmed within a software 


environment called tke STAND-ALONE OPERATING SYSTEM (SOS). 
Myeeasing Certain programs within a particular SOS it is 
possible to: 

~initialize the computer 


~allow a desired program on a specified peripheral device to 


be read into cr written from memory 


~create a new program by inputting Assembly language code 


trom the teletype 


-correct mistakes or change existing programs 
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-translate the Assembly language source code into a 


relocatable binary (RB) machine language code 


-translate the RB code into absolute locatable binary (AB) 
code in memory that is a suitable form for understanding and 


executing by the CPU aS a progran. 


The particular programs and functions available in any 
SOS are decided at the time of its creation by operator 
Bemection cf appropriate utility programs which when 
combined will fulfill the requirements of the specified 
Pardware CcOnriguration in which it will be used. If a 
cassette driver is available, the selected SOS utilities may 
be stored cn a master tape which can be called the SOS 


Master cassette. 


x 


fee oLSP | TN PROGRAM CREATION 


Thea SOS utility programs are what the programmer gust 
use to creaté a progran. To produce a file of source 
program code he must know and be able to use the following 
utility programs; the CORE IMAGE LOADER/WRITER, the COMMAND 
LINE PSR PREDER, and the SYMBOLIC TEXT EDITOR. The 
programmer uses the first two programs to load in the EDITOR 


so that programs can be created and saved on a cassette. 


Due to its limited size, the PROGRAM LOAD hardware 
BOOTSTRAP is used to load another loading routine. For the 
cassette system this other loading routine is called the 
CORE IMAGE LOADER/WRITER and must be on file 0 of a cassette 
mounted on unit 0 (Section C3 of Appendix D). However, it 
fulfilis the same function as a BINARY LOADER in the paper 


tape environment. 
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The distinction of paper tape from cassette environment 
[Meepurely aLcbitrary to the CPU since the Large Scale 
Integration (LSI) hardware BOOTSTRAP uses the data Switches 


to determine the device code. 


On the SOS master cassette, programs are loaded into 
sequential files starting at 0. Therefore, for SOS, file 0 
contains the CORE IMAGE LOADER/WRITER. {Ref. 12] 





The CORE IMAGE LOADER/WRITER (CIL/W) program on the 
50S master cassette is identical tO paper tape 
f91-000067-02. ie mvceeOrioe eWwO UtLbicy functions: Lt loads 
core image files from cassette tape into core and produces 
core image files on cassette tape [Refs. 12 and 13]. The 
CORE IMAGE LOADER/WRITER program works only with cassettes. 


The CORE IMAGE LOADER/WRITER can be bootstrapped 
from file 0 of the SOS master cassette on unit 0. When 
first loaded, the tape must be rewound manually. The normal 


loading procedure is described in Appendix A. 


The Loader/Writer 1s read into page zero (0-377) 
initially and then relocates itself to the last 400 #£(octal) 
Mecations in core. After relocation a- prompt # on the 
teletype indicates that the CORE IMAGE LOADER/WRITER is 
ready. Once it is in core the Loader may be restarted by 
setting the data switches to the last memory address, 
pressing RESET, and then START (For 8K set 017777). 


(© Data General Corporation 1973. Reproduced from THE 
OPEKATING SYSTEM by permission of Data General 


BoOrEporation, Southboro, MA) 
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The # symbol indicates the Loader is waiting for the 
operator to respond with a cassette unit number (0-7) and a 
file number (0-99) separated by a colon. Specifying unit 0 
is optional. The indicated cassette file is loaded into 
memory upon command termination by a teletype CARRIAGE 
RETURN. If data switch 0 on the console is 1, the program 
will halt on completion of the ioad. If the switch is 0, 
control is passed to the loaded program linked through 


location 405. 


If the Loader encounters a non-recoverable error 
while trying to load a file, it will type *ERR and halt with 
a code in ACO. The error codes are explained in Section A 
of Appendix Q. If rewinding and substituting a different 
cassette tape does not clear the error condition, a hardware 


fault is indicated. 


The CORE IMAGE WRITER operates in a manner similar 
to that of the Loader. When the Writer is started it 
@meputs a # prompt and waits for specification or a device 
number and a file number separated by a colon. After typing 
the unit and file numbers followed by a CARRIAGE RETURN, the 
Operator receives NMAX as a prompt. The operator responds 
to the prompt message NMAX by typing tke highest core 
address (octal) whose contents he wants written into the 
Cassette file he specified initially. The program always 
Starts at absolute address zero and after completing a 
successful write, the message OK is typed and the routine 
Fea 5 . Non-recoverable errors are handled the same as with 
the Loader. [Ref. 12] 


(© Data General Corporation 1973. Reproduced from THE 
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Example 


After loading the CIL/W the user receives the 
prompt #. When creating programs he selects the next SOS 
utility program that is appropriate for his stage in the 
program creation. He may choose to load the SOS utility 
programs by the COMMAND LINE INTERPRETER (CLI) mnemonic load 
commands. To do this, the CLI must be loaded. To load the 
mr, Which is on file 1 of the SCS master cassette, the 
Operator types 0:1 and CARRIAGE RETURN arter the prompt #. 
The CLI prompt R indicates that it is ready for a command. 


The command line at this point will look like: 


# 0:1 (CARRIAGE RETURN) 
R 


The COMMAND LINE INTERPRETER (ela) Ps a Mere, 
program which performs certuin file maintenance chores for 
the user and implements mnemonic loading of other utility 
programs from a Master tape. The CLI accepts commands typed 
by the operator on the teletype. Hneue lt. 2S ready ~ to 
receive a command a teletype prompt or R and CARRIAGE RETURN 


ms sent. 


100) order to use the CLI, the CORE IMAGE 
LOADER/WRITER must be in core, and the Master cassette nust 
be on CTO. 


(©) Data General Corporation 1973. Reproduced from THE 
STAND-ALONE OPERATING SYSTEM by permission of Data General 
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The eige can be loaded using the CORE IMAGE 
LOADER/WRITER. Many CLI commands cause it to be overwritten 
in core and a reload is required to return to the CLI 
operation. CLI commands are explained in Appendix F. 
fRef. 12] 


After the CLI is loaded the programmer 1s ready 
Berload the EDITOR progran. The user types EDIT and 
CARRIAGE RETURN after the CLI prompt R. When the EDITOR is 
ready to accept commands the symbol * is dispiayed on the 


teletype. The command line at this point will look like: 


meeoOlT (CARRIAGE RETURN) 


3. Symbolic Text Editor 


The TEXT EDITOR is used to create or modify ASCII 
files. The prompt * is given wnen the program is ready to 
accept editing commands. The EDIT instructions are 


explained in Appendix G. 


Once loaded the TEXT EDITCR 1s self-starting and 
provides over 6,000 characters or six pages of normal 


mymbolic-source text (for 8K). 


© Data General Corporation 1973. Reproduced from nove 
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The NOVA editing commands are divided into groups, 


those that input and output the conterts to and from the 
edit buffer and those that modify the contents contained in 
the buffer. Input commands read a program (or part of a 
program) into the buffer for later editing. The edit 
commands are used to modify the contents of the buffer. 
After updating the buffer, the corrected program may be 
placed onto a file by the output commands. Several commands 
can be specified at one time by separating them with the 
symbol $ which is caused by striking the escape (ESC) key 
once, A command or string of commands is executed by 
Striking the ESC key twice ($5). | 


The command structure is versatile enough to allow 
changes at the character level as well as the line level. 
Line numbering is continually updated as lines are inserted 
and deleted. String searches provide a convenient method of 


Meecating characters. {Refs. 14% and 15] 


Example 


NOV tm ene Ch has Poaded the EDITOR a 
program can ke created. However, remember it is not always 
necessary toc load SOS utility programs using the CLI. If 
the procedure in Appendix A has been followed, the CORE 
IMAGE LOADER/WRITER will do the same thing by Loading for 
example, file 2 (the EDITOR), as in the following conmand 


line: 


# O32 (CARRIAGE RETURN) 
* 
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Most utility programs will reinitialize the CORE 
IMAGE LOADER/WRITER by the CTRL C command. The EDITOR uses 
the H command (Appendix E ). In those cases where the 505 
has been halted (by some catostrophic error) the standard 
data switch setting of 017777 forces’ the systen to 
reinitialize the CIL/W when the operator presses the console 
switches RESET and START. Since the system automatically 
restarts by loading (executing) the CORE IMAGE 
LOADER/WRITER, the above technique is often more convenient 


mer Loading the SOS utility programs. 


After the EDITOR prompt *, tke programmer nust 
ensure that a scratch tape is mounted on unit 1. The steps 
in creation are to open a write file on the first available 
file (file 0 cn a scratch tape), insert the necessary source 
code into the edit buffer, terminate the insert command by 
Pmraking the ESC key twice, type the buffer contents to 
verify they are correct, save the program on the output 
file, close the edit buifer, open the saved file for 
reading, yank the file into the input edit buffer and type 


Mme outfer ccntents to confirm the correct prograa. 


soge confusion can develope over the symbol $. fhe 
ESC key prints the $ when stzuck and there is also an 
independent character $. The $ in an edit command string 


S$ key on the TTY. 


4] 





Example 


Tompeodicea source tape file by the creation 
steps listed above, the following command lines are typed on 


the teletype: 


*GWCT1: 055 (opener di: OF fOr Welt ing) 

*I (CARRIAGE RETURN) (begin inserting source code) 
pregram ‘carriage return? (lnserted by operator) 

SH (terminate insert command) 

ik p> (type the buffer contents) 
PROGRAM (contents of the buffer) 
*BSPSGC3$ (record and close the buffer) 
*GRCT1:035 (open CT1:0 for reading) 
*YSTSS (input and type buffer) 
PROGRAM (program listing) 

* (ready to continue) 


When attempting to open a file for reading (GR) oF 
writing (GW) an error wili be indicated by I/0 ERROR 
followed by the two digit system error number. The command 
meno A Will reinitialize the SYMBOLIC TEXT EDIIOR without 
destroying the contents of the edit buffer. These errors 
are often caused by the operator not rewinding the cassette 
when it is first mounted to check that it is seated 


properly. 
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4. Exercise 


Since at this point it is assumed that the reader is 
learning the system, follow the steps in the preceeding 
Paragraphs to create a source file containing the Teletype 
Output Example Program provided in Section A of Appendix R. 
This program will be used as an example throughout the 
sections on assembling, loading and executing procedures 
Mmauteh follow. When you execute this Assembly language 
program later, it will print the following message on the 


teletype: 
CONGRATULATIONS! 


moO HAV COMPLETED YOUR FIRST PROGRAM CREATION. 


Peo lLebP 2 IN PROGRAM CREATION 


After the programmer has written an assemble language 
source file it must be translated into a binary code that 
the CPU can understand. This involves two procedures. The 
first procedure is a translation into relocatable binary 
(RB) code that does not have ail of its addresses resolved 
and therefore cannot be executed by the processor. This 
translaticn into addresses relative to the first line of 


programming 1s done by the EXTENDED ASSEMBLER. 
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The EXTENDED ASSEMBLER, like the basic ASSEMBLER, 
converts symbolic source statements into machine language 
Bode. In addition to basic ASSEMBLER features the extended 
version provides relocation, interprogram communication, 
conditional assembly and more powerful number definition 
Mmaeitlities. [f[Ref. 12} 


The EXTENDED ASSEMBLER will assemble one or nore 
ASCII source files to a relocatable binary file with an 
Merrtonal listing file. Input files are assembled in the 
order they were specified in the command line. A cassette 
tape unit may not be used for both input and output, nor may 
it be used for more than one output file. More than one 


input file is allowed from the same unit. 


The teletype prompt ASM indicates the EXTENDED 
ASSEMBLER is ready to accept commands. The operator must 
mot insert a space before the first entry following ASM 
because it is provided by the ASSEMBLER program and command 
format errors cause unpredictable results. The ASSEMBLER 
does not use the ESC key so that all $ symbols are 
understood to be the corresponding $ key on the TTY. These 


commands are explained in Appendix H. [Ref. 13] 


© Data General Corporation 1974. Reproduced from 
STAND-ALONE OPERATING SYSTEM Dy permission of Data General 
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Example 


So far in the example program, only an Assembly 
language source file has been created. This next step will 
create another file that must be on a different cassette.- 
Now there is a problem. We nave two cassette units, CTO has 
the SOS master tape, CT1 has the new source tape and a new 
cassette is required. Since the SOS master cassette is only 
used at the time a utility program as loaded into memory it 
is the only one available for the new file. The following 


procedure is to be used with caution: 


-Mount the Assembly language source tape on CT1 and press 
REWIND. 


-Mount the SOS master tape on CTO and press REWIND. 
-Initialize the system by the procedure in Appendix A. 


-Load the EXTENDED ASSEMBLER. The command line will look 
like; 


# 0:3 (CARRIAGE RETURN) 
ASM 


-Mount the new scratch tape on cassette unit 0 (CTO) and 
press REWIND. 


-If the assembly source tape is file 0 on CT1 and the RB 
file is to be saved on file 0 of CTO and a teletype listing 
1s desired, the command line for a normal two pass assembler 
wet be: 


feet CT1:0 CT0:0/B S$TTO/L (CARRIAGE RETURN) 

(this command is explained above) ig 
LOCATION (MACHINE CODE) (SOURCE CODB) 

THESE COLUMNS ARE aSSEMBLER OUTPUT? 
LABEL DIRECTORY (this list is explained below) 
ASM (ceady to continue) 
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During an ASSEMBLER listing several symbols are 
inserted to inform the programmer what kind of addressing 
has been generated. Table 2 summarizes the symbol flags and 


their meanings. 
Hable 2 ASSEMBLER FLAGS 


ADDRESS FLAG MEANING 


blank Address word 1s absolute 


= Address word iS page zero relocatable 


: Address word is normally relocatable 
CONTENTS FLAG MEANING 
blank Contents of word are absolute 


= Contents of word are page zero relocatable 
= Contents of word are page 0 byte relocatable 
: Contents of word are normally relocatable 


3 Storage word reference a byte disp. external 


The LABEL DIRECTORY is an alphabetical list of the 
LABELS that have been created and their relative addresses. 
This can be used for debugging program errors by adding the 
relative address to the entry address given at load time to 
obtain the absolute location. Section B of Appendix R is 


the teletype listing of the example program's assembly. 
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D. STEP 3 IN PROGRAM CREATION 


The inal step in program creation is the second 
procedure mentioned for translating the source code. As 
process takes the RB file from the ASSEMBLER output and 
replaces all the relative addresses with absolute memory 
locations. The resulting new absolute locatable binary file 
(AB) is in a core-image form that is executable by the 
PpLOCeSSOL. The translating routine is called the EXTENDED 
RELOCATAELE LOADER. 


1. Extended Relocatable Loader 


en AEE CS ee 


The RELOCATABLE LOADER produces an absolute binary 
core-image (or save) file from relocatable binary files. 
The loader accepts any number of relocatable binary files as 
input, resolves external displacements and normal externals, 
and maintains an entry symbol table that can be printed on 
demand. Extensive error detection logic is provided to 
prevent various fatal and non-fatal errors. A successful 
load is indicated by the prompt OK. The Loader enters ZREL 
user programs beginning at absolute address 50 (octal), and 


NREL user programs starting at location 440 (Fig. 3). 


(© Data General Corporation 1974. Re produced from 
STAND-ALONE OPERATING SYSTEM by permission of Data General 


meerpporation, Southboro, MA) 
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The mnemonics Ze and NREL are Assembier Language 


pseudo-operations which indicate the nemsory area the 
programmer. wants the routine loaded into. Assembler 
addressing 1s explained in Appendix lL. ihe PLiLESt 377 


(octal) locations in core are called page zero addresses 
because they ¢an be addressed directly (mode 0). This 
allows any locations defined in this area to be accessed 
more eaSily than any others because no type of indirect 
indexing techniques are necessary. These other addresses 
are located in the NREL area of memory and must pe accessed 


by indexing a location that holds a pointer address that is 


Within 200 (octal) locations of the location desired. The 
teletype prompt RLDR indicates the RELOCATABLZ LOADER is 
ready to accept commands. Commands are explained in 


Appendix I. [Ref. 13] 


Exaupl 


The same requirement for the new file has again 
created a prcblem. The procedure for managing the cassettes 


in completion of the assemble is as follows: 

-Move the RB tape from CTO to CT1 and press REWIND. 
-Replace the SOS master tape on CTO and press REWIND. 
=Load the RELOCATABLE LOADER. 

The command line will be: 


# Or4 (CARRIAGE RETURN) 
RLDR 


-Mount the new scratch tape (AB)) on CTO and press REWIND. 


Sees the RB source tape is file 0 on CT1 and the AB file is 
to be saved on file 0 of CTO and a teletype listing is 


desired, the command line will pe: 
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RLDR CT1:0 CTO:0/S S$TTO/L (CARRIAGE RETURN) 
(this command is explained above) 
EPror Or INPUT PROGRAMS 


(this list is explained below) 


Poa xe — —— (next NREL address available) 
a ———— (next ZREL address available) 
Bo (not used) 
SOL (not used) 


Pest OF ENTRY POINT ADDRESSES 


(this list is explained below) 


OK (relocatable loading completed) 
Remember that the RLDR automatically supplies the first 
entry space; violating the given command format spacing may 


Piel ish Or ENPUr PROGRAMS contains the titles of 
the referenced file programs in the order they were loaded. 
NMAaX is the first available normal relocatable address and 
ZMAX 1s the first available page zero address. This gives 
an indication of how much memory has been used. EST and SST 
are parameters used in a disc operating system and are not 
Meed in SOS. ENTRY POINTS are the first locations for 
executable code for each program in the order in which they 
were loaded. The RLDR teletype output for the example 


program is Section C of Appendix R. 
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E. STEP GY IN PROGRAM CREATION 


If the loaded progran was coded with an end 
pseudo-operation that has the program title, the RELOCATABLE 
LOADER will generate coding that forces the system execution 
to continue at the entry point for that routine once the 
load is complete. Therefore the execution of any program 
can be achieved by simply causing it to be loaded into 
memory. However if the control is not coded to be passed to 
the program, the operator must know the entry address of tne 
program and set the PC via the data switches. If the normal 
routine is followed the operator executes the CORE IMAGE 
LOADER program and 1n response to the prompt # he inserts 
the unit and file number of the program he wants executed. 
For a program on file 6 of cassette unit 0 the command line 
will be: 


#030 (CARRIAGE RETURN) 


Section D cf Appendix R shows the execution of the TTO 


example progran. 


Se 





2 SE ee ee 


The SOS provides very convenient access to the 
EDITOR and other functions. This exercise is designed to 
demonstrate the facility with which SOS can be used. 
Remember SOS is just a convenient software arrangement on 
magnetic tape, made up from paper tape programs that can 
also be brought into memory individually by the procedures 


demonstrated in Exercise 1. 
1.Follow the system initialization procedure in Appendix A. 


2.Use the CORE IMAGE LOADER to verify the contents of the 
SOS are as indicated by receiving the correct Prompt 
message. The procedure is indicated in the example in 
section B1 of Chapter III. 


Table 3 SOS PROMPT MESSAGES 


FILE BRCMPT PROGRAM (CALL) 
0 Core Image Loader/Writer 
1 R Command Line Interpreter (CLI) 
2 * SyVNOO lee rexturaLtOor. (EDIT) 
5 ASM Extended Assembler (ASM) 
4 Bee Extended Relocatable Loader (RLDR) 
= be Puoraryeri le Editor (LFE) 
6 SYSG SYSGEN (SYSG) 


3.Reload the utilities using the CLI. 


a 








«—— Highest Physical 
ABSOLUTE M 
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BINARY OR CORE IMAGE 
LOADER 
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loaded programs) 
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Bottom of Memory 


Peewee es NU EMOKY SPACE ALLOCATIONS 
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IV. ASSEMBLY LANGUAGE 


A. FORMAT 


The ASSEMBLER program allows programmers to write 


programs in a symbolic mnemonic language instead of direct 
numeric machine code. The NOVA ASSEMBLY language is free 


Mme~emat. Within broad limits, the programmer is free to 


determine the format of the listing of his progran. 


The ASSEMBLER program automatically segments the MTTY 
listing into 11 inch pages with pagination and the title in 


the upper left corner as follows: 


0001 TITLE 


A new page can be forced at any point in the listing by the 
moe Key . The source program 1S divided into character 
strings called lines by the requirement that every statement 
must be terminated with a carriage return (CR). The 
ASSEMBLER prcegram provides a predetermined set of tabulation 
meets at Columns 1, 9, 17, 25 etc. Striking CTRL I on the 
TTY keyboard advances the spacing to the next tab setting 
that ensures one space separation from the last entry. Ae 
redundant spaces, tabs, and CARRIAGE RETURNS are interpreted 


emery £Or listing format. 
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This allows the programmer to adopt a convenient general 
instruction format which separates a line into four possible 
fields: 


LABEL: OPCODE OPERAND ;COMMENT 


The ASSEMBLER recognises all ASCII characters except NULL, 
fm, RUB OUT and Fr. The FF does not generate computer 
instructions, but it can be used to affect the source 
listing format. The characters . (when used alone), a, ", 


and # have special significance. 


- indicates the current location or contents of PC. 

@eeoaces a i in the indirect bit of instruction (bit 5) and 
address words {bit 0). 

" replaces the next character by its ASCII code. 

Bexcept RUB OUT, LF, FF, or NULL) 

meoraces a 71 inthe NO LOAD bit (bit 12) of an arithmetic or 


logical ccmmand. 


A LABEL is a name symbol of one or amore alphanumeric 
Characters that represents the location at which it is 
defined. The symbol . is also legal in a LABEL if it does 
Meee Occur by itself. The First character must be a. or a 
letter and all LABELS are terminated by a colon (:). The 
first five characters of any LABEL are all that are used by 
[fess ASSEMBLER and must be distinct from all other LABELS. 
PABELS are oftional. 


© Data General Corporation a 27. Reproduced fron 
NTRODUCTION TO PROGRAMMING THE NOV COMPUTERS by 


permission of Data General Corporation, Southboro, MA) 


54 





The OFCODE is separated from the LABEL by the colon, so 
spaces are not necessary except for readability. The 
particular OFCODE is what decides whether the location is 
intended as data or an instruction. However the real 
distinction between data and instructions is whether the 
binary code can be interpreted by the CPU. Appendix M 
Summarizes the Assembly language instruction mnemonics. 


They can be separated into three general classes (Fig. 4). 


Memory Reference instruction Class {MRI): This class 
contains Lastructions which move data between the 
accumulators and memory, instructions which modify memory, 
mao jump instcuctions which alter the program flow of 
execution. Appendix L summarizes the machine code and 


Assemply language formats. 


Arithmetic and Logical Class (ALC): This class contains 
instructions which manipulate the contents of accumulators 
and the Carry flag and instructions which perform all the 
arithmetic and logical functions between accumulators. 
Appendix L summarizes the machine code and Assembly language 


formats. 


input/Output Instruction Class {I/0); This class contains 
instructions which move data between the accumulators and 
the I/O peripheral device and instructions which only 
control those devices. Appendix L summarizes the machine 


code and Assembly language formats. 


() Data General Corporation 1972. Reproduced from 


INTRODUCTION TO PROGRAMMING THE NOVA OMPUTERS by 





permission of Data General Corporation, Southboro, MA) 
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An instruction OPCODE is separated from the OPERAND by 
at least one space, comma or TAB. A space is recommended 
Boe better field distinction. There can be up to three 
OPERANDS, each separated in a Similar manner. Because 
Spaces are transparent (undetected by the ASSEMBLER) a Zero 
OPERAND must pe explicitly defined when it precedes a 
non-zero OPERAND. Unspecified OPERANDS are assumed zero. 
et 1s recommended that commas be used for OPERAND 


separators. 


The optional COMMENT is the last thing on any line 
before the CR. It must be started with a semi-colon (;) 
which will separate it from the OPERAND. A complete line of 
SeMmeeNr Or a continued COMMENT must still start with the 
semi-colon. Although the full 72 characters on the teletype 
line can be used for COMMENT, it Should always be remembered 
that the ASSEMBLER program iists the source code shifted 
over to the right to allow for the machine code. This 


limits the useful line length to 56 characters. [Ref. 2] 


(© Data General Corporation 192. Reproduced from 


ROGRAMMING THE nove COMPUTERS by 


INTRODUCTION TO 


permission of Data General Corporation, Southboro, MA) 
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pee LNPUT/OOTPUT 


Input/Output (I/0) is the process of moving information 
in a Computer system between the central processing unit and 
peripherals such as the teletype,A/D converter, D/A 
converter and cassette transports. Peripherals can serve 
two main purposes, they provide the computer with a means of 
communicating with its surroundings (TTY, A/D and D/A) and 
they can supplement main memory with a secondary storage 
Sapanoility (CTO and CT1). 


The direction of all information transfers on the I/0 
bus is defined relative to the computer. Output always 
refers to moving information fron the computer to a 
peripheral; input always refers to moving information from a 


peripheral to the computer. 


The information transferred between a computer and a 
peripheral can be classified as status, control and data. 
Status information indicates the peripherals state; busy or 
ready, or operatingimproperly. Control information is used 
to tell the peripheral what to do. Data is the information 


Seenpanged during reading, writing, storing or processing. 


The amount of information transfered, one bit, eight 
bits (byte), sixteen bits (2 bytes or 1 word), or a group of 
words (block) depends on the peripheral device. 


Information is transferred in one of three ways, under 
direct program control (ITY, A/D and D/A), under single word 
Meer ruUpt ccntrol (TTY, CTO and CT?) or under data channel 
Direct Memory Access (CTO and CT1), depending on the 


peripheral and the I/O instruction used. 
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During input the peripheral's controller places the data 
in one of three possible holding registers (A, 8B, C) 
depending on the device, signals the CPU the data is ready 
and the processor brings the data into the computer. During 
output the CPU sends data to an output holding register in 
the device and the device signals when it 1s ready for the 
next data output. For the teletype, only one holding 
register (A) is involved, the device code is 10 (Appendix QO) 
and two flip-flops (Done and Busy), associated with that 
device, achieve the controlling functions. The three 
commands NIO, DOA, DIA can be used with the standard I/0 
Skip instructions of Table 19, to achieve communication with 


the teletype (Section A of Appendix C). 


The NIO instruction may sometimes be used to set the 
device in some desired state by appending the appropriate 


control designator (Table 18). 


Normal input is achieved with a DIAS AC,TTO command. 
fj], Input data is piaced in AC. Notice the mnemonic TTO or 
TTI 1S recognised by the Assembler program as meaning device 
code 10. Usually the second Assembly language argument is 
the number for the device code. A word of caution at this 
point, the DIAS instruction will input whatever data is in 
the input holding register of the TTY before it enables the 
device so that the user can strike a character key. The 
programmer must also realize that the fTY does Not 
automatically print the characters struck by the operator. 
This requires that the programmer output the input character 
poe make it appear that the struck character was printed. 


This technique is called echo printing. 
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Normal output is achieved with a DOAS AC,TTO command. 
The data in AC is placed in the output holding register of 
the TTY and the appended S$ enables the TTY to print it. The 
data is preserved in the accumulator. This allows the echo 
Pent Toutine to consist of a DIAS AC,TTI for input, then a 
DOAS AC,TTO for echo print and the program can still operate 


on the input character that remains in the AC. 


The A/D and D/A were incorporated in the system in a 
previous thesis. Since this construction was an individual 
effort,, the cnly source of hardware wiring documentation is 
Reference 1. The A/D operates on device code 21 and uses 
the associated Done and Busy flip-flops in the normal manner 
(Appendix L). However the following use of I/O instructions 


1s peculiar to this device interface. 


First, the programmer loads the number of the input channel 


for the A/D into a selected accumulator. 


Second , the programmer instructs the A/D to Start a 
conversion cycle by issuing a DOCS AC,21 =command. The 
appended letter S on the DOC command sets the Busy flip-flop 
and clears the Done flip-flop. 


On completion Of the conversion, approximately 20 
microseconds later, the A/D will set the Done and clear the 
Peey tLlip-flops. At that time the programmer may issue a 
DIC AC,21ccmmand to retrieve the converted data in an 


accumulator of his choice, 


The D/A operates on device code 23 and does not require 
mene use of Done or Busy flip-flops. It settles to 0.01 
Percent of final value within three microseconds. The 
Meesent configuration is only connected to aliow X or Y 
Output selection by entering a 0 for channel X or a 1 for 


Channel Y in the desired accumulator and executing a 





DOB AC,23 command. The computer output data is transfered 
from the selected accumulator into the previously designated 
D/A output channel's holding register by a DOA AC,23 
command. The D/A continuously outputs values corresponding 
to the register contents and therefore needs no direct start 


Mer conversion instruction. 


This exercise is designed to start the user learning 
the first essential step in computer communications. ie 
programs can be written to allow some sort of output message 
at critical foints in their execution tren the user has some 


indication that they are executing correctly. 


Using the TTO Example program in Appendix R, modify 
the buffer contents to output a message that contains the 


moLLOwing information: 


NAM, RANK 
OTREET ADDRESS 
CLIX, SLALE 
Zee CODE 


Ensure that the edges are parallel and that the left margin 
1s in column 9. The pseudo-operation Assembly language 
instruction .TXT is explained in Section C of this chapter. 
Section F of Appendix S contains the Assembler listing of a 


SOlution program for exercise 4. 


\ 
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eee =P SEUDO-OPERATIONS 


A special set of instructions called pseudo-operations 
(PSEUDO-OPS) are essential when creating a progran. 
Although they generate no program instruction code they 
communicate important information to the ASSEMBLER and 
RELOCATABLE LOADER programs. These commands all begin with 
the symbol period (.). The PSEUDO-OPS are explained in the 
order they would occur ina program like the TTO EXAMPLE 
PROGRAM in Appendix R. 


~-TITL title 

This command designates the five character title as the 
identifier for the program being created. The title will be 
repeated in the ASSEMBLER List of Input Programs Listing 
Pagination and Label Directory and in the RELOCATABLE LOADER 
Meee Of input Programs and List or Entry Point Addresses 
Myeet2ons C and D of chapter III). If .fITL is omitted the 
utilities will substitute the titie MAIN. 


~ENT label list 
This command resolves the addressing between programs. The 
programmer lists all of the labels that he wants to call 
that are in programs outside his own. To reduce confusion 
at 1S recommended that the title, first ENT label and first 
instruction to be executed in the program be identical. 
Separate subroutines must define their names as entry 


symbois sc that outside calls can link addresses. 


~EXTN 
This is the command that relates internal program references 
to the .ENT location that they are addressing. A program 
Calling a separate subroutine must state that its name is an 


eeretnal symbol. 





PNR be Op ». GREL 
These commands instruct the RLDR where to start loading the 
program code when converting to absolute locations. The 
Efirst zero relocatable (ZREL) program starts at location 50 
and subseguent programs loaded at the same time start where 
the last program stopped until the ZREL area is full. 
Overflowing the ZREL area causes an error message. Normal 
relocatable code loads in a similar manner starting at 
Meeation 440 (Figure 3). This is the first location after 


the ZREL area. Program types can be nixed. 


~LOC address 
This command allows the programmer to force the RLDR to 
Start placing code at a specified location. This is the 
command to enter an Interrupt routine address into location 
Z Or a Specific count into the AutoIncrement and 
AutoDecrement locations. The RLDR carries on loading from 
Met address until told otherwise by a ZREL, a NREL or 


another LOC command. 


PoLK count 
This command tells the ASSEMBLER program to leave blank the 
number of words specified by count. This instruction is 


Meeaq tO define £[/O buffers as follows: 


BUrER: =oHroM ‘GOUNT 


-IXT ‘message! 
This command stores the text message defined within any set 
of user designated symbols (quotation marks are suggested) 
in a block of words. Characters are stored in pairs with 
the left ASCII character code in bits 8-15 and the right 


Character code in bits 0-7 as follows: 
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mo T S : ie A 
@uel give this ASCII code buffer: 


BA 
malic 


The coding of an actual bufrer can be seen in the Assembler 
fisting tor the TTO EXAMPLE program which is in Section B of 
Appendix R. 


~-END start address 
This is the last command in a program creation. it 
instructs the ASSEMBLER program to write a command at the 
end of the program that will cause the CORE IMAGE LOADER 
(actually the Binary Loader portion of it) to start 
executing at the start address location specified, after tne 
load is completed. If the start address is omitted (.END) 
the loader will HALT on load completion. The unspecitied 
start address is tne type of .END used in subroutine 


programs. 


Ds. PROGRAMMING SUMMARY 


The preceeding discussion on I/0 and PSEUDO-OPS and 
frequent reference to Appendix L on Assembly language 
formats and Appendix M on ASSembly language codes, should 
allow the reader to understand the TTO EXAMPLE program of 
Appendix R. 


The first section of the program, delineated by the full 
line of asterisks, consists of general comments to identify 
the program and aid the user/programmer to see what the 


routine does. 
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PacowestlLibh, «ENT and .NREL pseudo-~ops designate the title 
and only externally accessible label as TTOEX. The progran 
is normally relocatable; i.e. the loading starts at location 
4“uQ. That is why the entry point TTOEX is listed as 440 in 
the relocatable load. This procedure is recommended so that 
the limited page zero locations can be used by programs that 
May require them. Another alternative is to define all 
taples and data as page zero (using a .LOC) and place the 
program for NREL so that the data can be addressed in the 
direct mode. However short independent programs in page 


zero eliminate addressing mode difficulties. 


The first LDA instruction is used to save the address of 
the output burfer in a register so that it can be 
Manipulated by an index to step through the elements of the 
table. This common technique of using a pointer to an 
address 1S achieved by the definition just before the 


program ends: 


Eeowr> BUFFER 


The next LDA instruction is part of an incrementing loop 
that increases the buffer pointer count and st2ps through 
the text defined by .TXT while outputting the message to the 
TO . 


A common technigue for terminating a program that 
transfers data, 1s to keep checking for a special code that 


Will only occur once the program is to HALT. 
The MOV# instruction is designed to do nothing (#) but 
it does skip the HALT instruction if non-zero data is found 


aC). 


The SKPBZ instruction checks to see if the fTfT0 is 
@eeupied with output. If the Busy flip-flop is set the 
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program executes the JMP .-1 instruction. Otheiwise Tt 


skips and continues. 


The JMP instruction has employed the special symbol . 
which indicates the present location. Decrementing the 
present address by 1 causes the JMP to return to the 
previous SKPBZ instruction to continue. This causes a tight 
loop to occur while the program waits for the teletype to be 


done so it can continue with the output. 


The DOAS instruction causes the character in bits 8-15 
memebe printed on the [TY. Since tne next character is in 
bits 0-7 it is Swapped into position for output while the 


other character is actually being typed. 


The SKPBZ and JMP instructions are another pause while 
the program waits for the TTY to complete typing the first 


Output cnaracter. 


The seccnd character 1s output by the second DOAS 
instruction. Again since there is some time delay in the 
mechanical motion of the teletype several instructions can 


be executed to reduce the waiting time. 


The pointer 1s incremented to select the next buffer 
word and the program returns to the locp beginning by the 
fee JP instruction. Notice that because in this short 
program you can be certain the address »f LOOP is within 377 
locations of the JMP instruction, the actual location label 
Can be used in the direct mode (ommitting the mode defaults 


moe Or 1). 
The .END TTOEX pseudo-op designates the end of the 


program that 1s to be executed fron location TTOEX on 


completion of loading. 
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tee LNTIERRUPTS 


It should have been obvious in the TTO EXAMPLE progran 
that all that looping and waiting was wasteful. The 
Interrupt facility provides a way of allowing the program to 
continue processing while a peripheral, which is far slower 
than the CPU, finishes its task. 


When the peripheral finishes its task and sets the Done 
flip-flop this generates an Interrupt Request (if the device 
Memmerred for Interrupts). If the Interrupt On facility is 
enabled and if the [Interrupt Disable mask bit for that 
device is 0 then the request is recognised. The CPU will 
service this Piterr apt when it completes the next 
instruction, if all DMA requests have Feen answered and it 
all higher priority peripherals (determined by who is 


physically closest) are answered. 


Two locations in memory are automatically used during an 
Interrupt. The location where the program should return to 
continue after the Interrupt is saved in address 0 and the 
processor tries to execute an Interrupt processing routine 
whose start address is pointed to by the contents of address 
One. The processor routine must protect all accumulator 
contents and the carry so they can be restored prior to 
returning to the main program. It is the programmer's 
responsibility to clear the Done flip-flop when he wants to 
continue communication with that peripheral. When a device 
Mees an Interrupt the Interrupt On flip-flop is disabied, 
so the programmer must reset Interrupt On if he desires that 
macility. 
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ae 


The technique for programming an Interrupt is 


as follows: 


-Place the address of the service routine in location 1 


-Create a 


=Create a 


service routine that: 

-saves the accumulators and the carry 
-processes interrupts 

~clears the Done flip-flop 

-restarts the device if desired 

-restores the accumulators and the carry 
-enables Interrupt On 

-returns to the address contained in location 0 
main program that: 

~initialiy enables the interrupt 

-clears device's Interrupt Disable mask bit 
-starts the device 


“continues processing 
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ile £xercise 5 


Create a program that uses the Real Time Clock on an 
[meerrupt basis to output a repeating count fron 0 thru 9 at 
precisely 1 second intervals. Since no large amount of 
processing will be reguired in the main program a simple 
loop that does nothing will be sufficient. Check the timing 


by counting the period of several count cycles. 


An example of this sort of technique without looping 
is included as Section G of Appendix S. The program INIT 
starts the clock the first time. INTRUP processes the 
interrupt and protects the accumulators and carry. SUPR is 
a general subroutine that allows a table of job routines 
that may be serviced by one real time clock. EX#C2 is a 


Subroutine that types the count 0-9 on a one second basis. 


F. PROGRAMMING THE CASSETTE UNITS 


Programming the cassette units would be a lengthy and 
complicated task if carried out with the basic I/o 
instruction set that has been presented so far. Fortunately 
the STAND-ALCNE OPERATING SYSTEM provides a set of f[/0 
utility programs for communication with any peripheral in 
the system. For cassette programming the SOS commands are 


most convenient because they provide a functional read and 


write capability. All SOS commands have the following 
format: 

sols TM 

command 


error return 


Gontrnue return 
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The available commands are: 


Table 4 SCS COMMANDS 


COMMAND MEANING 

esYSTI Initialize SOS devices 

-OPEN Open a file before writing or reading 
meLUS E Close a file after writing or reading 
SRESET Close all open files 

-GTATR Get file status 

BRD S Read sequential characters 

aD L Read sequential lines 

maRS Write sequential characters 

~WRL Write seguential lines 

~GCHAR Read a TTI character 

- PCHAR Welee a hlO “character 

och Determine available memory 

pee MT Allocate a memory increment 


If there 1S an error the system returns to the location 
following the SOS command with a system error code in AC2 
(Section H of Appendix Q). Normally the SOS command 
performs its function and the system returns to the second 
location following the SOS command and continues. Further 
detailed explanation of the SOS commands can be found in 


References 12 and 13. 
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To program the cassette transport the procedure is as 


follows: 


~EXTN .SOS, .CTU1 ;necessary for SOS commands 


eo ety 

~SYSI ;s;initiates SOS devices 

JMP error 

moo Ge 

LDA 0,file ;ACO contains the file number for Open 
SS cod ie! 

SOs lesOpeq Cri, device code 31 

JMP error 

LDA 0, buffer byte address ;byte address=2xaddress 
LDA 1,buffer pyte count ;number of characters 
soon Mh 

~WRS 31 ;Record the output buffer 

Die erro LE 

LDA 0,bduffer pyte address ;SOS destroys all ACs 
LDA 1,buffer byte count 

aoe 

wisps loo LOaa EeCOrding into the input buffer 
JMP error 

meas cl 

MeGUSE |  -ClLOose CT? 


Type the buffer ;use TTO Example program 
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When the program is ready for the RLDR routine the 
operator must first load the Stand-Alone Operating System 
Library from paper tape Library program 099-000010-08 or 
from a cassette file it has previously been recorded on. 
Second, the operator must load the Stand-Alone Systen 
Cassette Driver from paper taps Library progcan 
099-000041-02 or from a cassette file it has previously been 
recorded on. After these two programs are loaded in the 
order specified, the user program can be loaded and the 
external symbol references to the system labels .SOS and 
-CTU1 will be resolved. References 12 and 13 describe a 
separate trigger program, created by the user, to resolve 
these external references but it iS not necessary. The 
external references will be resolved if the SOS I/0 Driver 
utility program is loaded pefore the user program in the 
relocatable load. The user should not be alarmed at the 
Bage and one half length of the List of Entry Point 
Addresses, ner the unidentified symbol errors that apvdear 
beside half of then. The .SOS and .CTU1 routines were 
Written rfor a general system with all of the availabe 
Options and peripherals. The undefined symbols are not used 


in our limited systen. 
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1. Exercise 6 


Using the TTY input and output routines you have 
woitten, create a program that takes a message typed in from 
the teletype. saves the message in an input burfer, records 
that buffer on a cassette file, loads the cassette file into 
an output buffer and outputs that buffer on teletype. The 


following message from Exercise 4 would be appropriate: 


NAME, RANK 
STREET ADDRESS 
Crit, SEALs 
ZIP CODE 


Ensure that the edges are parallel and that the left margin 


1S in cclumn 9. 


Section H of Appendix S$ is the AsSembler listing for 
a system that will perform cassette communication. CASET 
uses the subroutines BIOA and TYPE that are in Sections B 
and C of Appendix S. TYPIO is a Subroutine for entering 
characters rrom the teletype and packing them into a buffer 


area. It is included with the Assembler listing of CASET. 


72 





G. REVIEW OF PROGRAM CREATION 


A brief summary of what has been covered in the creation 


process may help to tie it all together. 


1.The user loads the CIL/W using the procedure discussed in 
Appendix A. Remember that if the console is still set up 
from a normal SOS user and if the CIL/W 1s still in core 
With the data switches set to 017777; initialization is 


achieved by pressing RESET and START. 


2.Use the CIL/W to load the EDITOR and insert the Assembly 
language source code program. Remember to save the source 


on a scratch tape before closing the buffer. 


Seeeeturn to the CIL/W to load the ASSEMBLER. Replace the 
SOS master cassette on unit 0 with a new scratch tape (don't 


forget to REWIND) and execute the ASM command desired. 


4Y.Move the ASSEMBLER relocatable binary tape file cutput 
from unit 0 to unit 1. Remount the SOS master cassette and 


press REWIND for both units. 


Semecturn to the CIL/W to load the RELOCATABLE LOADER. 
Replace the SOS master cassette on unit 0 with another new 


scratch tape and execute the RLDR desired. 


6.Return to the CIL/W and load the new absolute binary 


program that you just created on unit QO. 


The SOS cassette system does rot protect any files 
coming after the file being written into. The user aust 
Save these files on a separate scratch tape. 
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MRI FORMAT 
Machine Code: 


>t 


U See ae © a IS 
Assembly Code: 


Label: OPCODE AG, DD, xX ; Comment 
or 

Label: OPCODE Dox ; Comment 
ALC FORMAT 


Machine Code: 
Yj aes | 


Assembly Code: 










SUI Couns ¥ LOAD 


Dpemomey seo fm 10> th - 12) 13 I4 1d 


Label: FNC ° ACS, ACD, SKIP - Comment 


I/O FORMAT 


Machine Code: 


AC | TRANSFER | CONTROL! DEVICE CODE 





J es + 9 7 8 9 1g 1S 
Assembly Code: 
Label: Transfer AC, Device Code ; Comment 

Bigu@renr4 =  ENSTRUCTION FORMATS 
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Bee dARDWARE PROBLEMS 


PMting the process of installing the A/D and D/A 
connections for sign bit extension, external potentiometers 
and MSB/LSB connectors a wiring problem has developed. The 
A/D does not operate correctly The original thesis project 
resulted ina properly working codel [Ref. 1]. The AyD has 
been factory checked and calibrated and 1s working properly. 
Although the wiring connections have heen rechecked, no 
difference can be found from the penne list of 
Reference 1. The manufacturer has offered to check the 


Wiring diagran. 


Be. RECOMMENDATIONS 


If A/D noise proplems develope it is recommended that 
f~emriat cable connector from the patch board to the A/D 
inputs be changed to twisted pairs. This is a similar style 


of connecting cable that is commercially available. 


It is recommended that the remaining D/A functions be 
connected so the full potential of the device can be used. 
Programming at Assembly language 1s a tedious and 
complicated process. Because the programmer must indicate 
the addressing modes and other details, errors are frequent 


in program creation. The next logical step in developing 
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the system is to use the Fortran, Basic or Algol programs 
that are already available. However this will require an 


expansion of the memory capacity to 24K words. This 


expansion would facilitate the interfacing of the NOVA with 
the IBM 360 system. 


It is unknown what affect the cut DMA lines are having 
on the interrupt capability, however this facility should be 
connected. This would allow an interrupt routine to 
sSeguence through the input channels on a timed basis and 
permit general feedback control applications. Te as 
regard the present Real Time Clock is not very useful. The 
Slowest clock frequency is 10Hz. itis eebedquent A2nEerrupe 
rate requires some counting technigue to permit, for example 
a one second sampling interval. That implies that at least 
ten interrupts must occur before the real job can be 
executed. Each interrupt requires a time delay to be 
serviced and the counting routine requires additional tine 
to calculate the number cf interrupts to have occurred since 
the last job was serviced. These delays can be estimated 
from the instruction execution times in Appendix N, and the 
interrupt count adjusted to allow for that processing time. 
However ina larger system when there are several other jobs 
to be serviced the delay time will vary due to the job load 
tO an unacceptable degree for the accuracy required for 
proper feedback control. The effect of this random error 
could be reduced by applying the standard stochastic 
feedback GOntEO I techniques, however more controlled 
laboratory Situations would result if another presettable 
counter were installed in the second Real Time Clock RTC1 


(Appendix 0). 
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Finally, it is recommended that the TEKTRONIX display be 
connected at the second teletype device position TfT01 and 
wok 1. The present teletype is too slow and noisy to be 
reaily convenient. It could be kept for the paper tape and 


meant Cunctions. 


As comprehensive as this thesis is, it can not be 
expected to provide the amount of detail that is to be found 
in the available documentation. The List of Manuals in 
Appendix U Should provide any additional information 
reguired. Frequent references throughout the text guide the 


user to the correct publications to answer most questions. 
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APPENDIX A 


weta’ B00 SroceM INPPEALIZATION 


A. PRELIMINARY CONNECTIONS 


Verify the following connections: 


1.Connect CPU power cords to 115 VAC. 


2.-Connect ASR 33 teletype power cord to 115 VAC. 
Connect TTY data cable to CPU rear I/O socket P2. 


Beeennect cassette driver power cord to CPU rear outlet. 


Connect cassette data cable to CPU rear I/O socket P5. 


Pee ONLI CHES 


4.Set 
Set 
Set 


5.Set 


6.Set 


cassette Switch to REMOTE. 
right-hand thumb wheel switch to 0. 
left-hand thumb wheel Switch to 1. 


Operator's console to ON. 


oY co LINE. 
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eee BOOTSTRAP 


7.Mount SOS cassette on CIO and press REWIND. 
8.Set data switches to 100034 for cassette load. 


9.Press PROGRAM LOAD. The teletype prompt # indicates 
correct initialization of the CORE IMAGE LOADER/WRITER. 


10.Set the data switches to 017777. 
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APPENDIX 8B 


CONSOLE OPERATIONS 


emer) SET PC AND CHECK THE CONTENTS OF A LOCATION 


1.Set the data switches to the desired address. 


2.-Press EXAMINE. For AC use ACCUMULATOR EXAMINE. 


Deel o ENTER OR MODIFY BINARY CODE 


1.Set PC to the address. 
2.Set the desired binary code in the data switches. 


3.Press DEPOSIT. For AC use ACCUMULATOR DEPOSIT. 


C. TO MANUALLY ENTER MACHINE CODE PROGRAMS 


Moet PC to the first program location. 


2.Enter the binary contents for the PC address using the 


procedure described in 8. 


3.Set the data switches to the contents of the next program 


address. 
4.Press DEPOSIT NEXT. 


>.-Repeat 3 and 4 until the entire program is entered. 
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tee LO VERIFY PROGRAM ENTRY 


1.Set PC to the first program location. 
2.Press EXAMINE. 
3.Press EXAMINE NEXT. 


4.,Repeat 3 for each program address. 


E. TO EXECUTE A PROGRAM 


1,Enter the program using the procedure described in C. 


2.Verify the program has been entered using the procedure 


described in D. 
3.Set the data switches to the program start address. 
#.Press RESET. 


S.Press START. 
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APPENDIX C 


OPERATING PROCEDURES 


feeeaASR 33 TELETYPE 


The ASR 33 is an automatic Send and Receive terminal 
Semeprising a keyboard (TTI), printer (TTO), paper tape 
reader (TTR) and paper tape punch (TTP). It operates at a 
transmission rate of 10 characters per second (110 BAUD) and 
prints up to 72 characters per line at six lines to the 
ime h . The model 33 has eight and one half inch width paper 
and will print only upper case ASCII code. Lower case codes 
are printed as upper case. Maintenance information is 


contained in Appendix T. 


The teletype has separate input and output functions and 
therefore can be treated as two distinct devices. Each has 
its own device code, Busy, Done and Interrupt Disable flags, 
a separate buffer, and its own interrupt priority mask 
assignment (Appendix 0). Striking a key places’ that 
character code in the A input buffer awaiting program 
retrieval. Input characters must be re-sent as output if 
the operator wishes the key that is struck to be printed 
(echo print). Model 33 printers ignore the even parity bit 
(MSB) in the 8-bit ASCII code listed in Appendix P. 
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There are three groups of switches on the terminal 
(Fig. 5). The right-hand switch has three positions for 


cGOntrolling all terminal functions as follows: 
OFF-Power to the terminal is disabled. 


LOCAL-Enables the terminal to operate independent of the 


computer. 


LINE-Enables bi-directional communication with the CPU. 
This allews the teletype to be used as a separate 


typewriter, paper tape punch or paper tape listing device. 


The left-hand set of four Switches, which control paper 
tape operations, are selected by depressing the button for 
the desired function. When the button is pushed in the 


following operations are enabled: 


ON-The punch will make paper tape for the operator if the 
control switch is at LOCAL or #111 list computer output on 


paper tape if the control switch is at LINE. 
REL-New paper tape may be loaded in the punch. 


BeoP-If an error occures when the operator is punching 
Meret tape with the control switch in LOCAL, this switch 
moves the tape back one frame to allow deletion of the 
Mistake by striking the RUB OUT key. 


The paper tape reader is controlled by the left-hand 
three-position switch as follows: 
STOP-The reader is disabled with the sprocket engaged. 


START-The reader is enabled. In LINE the TTR responds to 
CPU commands. In LOCAL it will start to read a loaded paper 
tape. 
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FREE-The reader is disabled with the sprocket released so 
that paper tapes can be positioned for reading. 
{Ref. 5] 


Example 


when attempting to read a paper tape the 


following procedure should be carried out: 


-release the retaining clip that holds the paper tape on the 


read station. 
-~set the TTR switch to FREE. 


-place the top end of the paper tape in the reader guides 
and the remainder of the tape on the floor below there, 


clear of obstacles. 


-manually lead the paper tape through the guides towards the 
operator and stop with one blank frame before the data 
reaches the read station. Occassionally paper tapes have a 
hole pattern that can be read as their identification 
number, placed berore the actual program data. Ensure that 
the tape 1S manually fed past that point. Ensure that the 
paper tape is mounted the correct side up, so that the 


Sprocket holes are engaged. 
meuose the retaining clip, it Snaps into place. 


-set the TTR switch to START, the papec tape 1s now mounted 


and ready for reading. 
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Bee CASSETTE TRANSPORT 


The DGC cassette transport allows a more rapid and 
convenient means of program creation under the SOS. The 
Character transfer rate is 1600 bytes per second at an 
average tape speed of 30 inches per second. Each 200 foot 
cassette requires 85 seconds for total rewind. The average 
storage capacity is 100,000 bytes or 800,000 bits. Each 
cassette is designated a logical unit number by positioning 
its thumbwheel switch. (Fig. -) Only one transport can be 
reading or writing at any time, and it must be moving ina 
forward direction. Each cassette can record files numbered 
feeecncu 99. The system can accomodate up to eight units 
fee) DUt it is presentiy configured in the SOS software for 
Srey 0 and “*ti. Cassette files are generally specified by 
CTunit:file, however for the CIL/W the CT 1S omitted 
Megat: file). The automatic BOOTSTRAP requires the SOS 


Master tape to be on unit 0 for system initialization. 


Power can be supplied independently to allow normal 
control by the ON/OFF switch. However rf power is connected 
from the CPU rear outlet and the cassette switch is at 
REMOTE, the cassette unit will turn on a short time delay 


after the computer power is enabled. 


CAUTION: 
The possibility of noise spikes destroying tape data 
dictates the precaution of always mounting cassettes ater 





power on and Femoving them prior to power off. 
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tapes must be positioned 

by REWIND. 
properly 

left-hand 


Once mounted, 
@eo file 9Q (BOT) 
certain the tape is 


pressing 
seated 
Cassette-in-Position and 
engaged. 
the holes 


The upper right tab 


are positioned over 


cassette tape. is 
the 


Cassette-in-Position switch is not located 


from position where 


it has no effect. The upper left tab does 
thew leLrt 


correct position whenever a protected tape 


capability. User's must ensure 


with 
Write 


These switches work with the small red 


usually 


to the beginning 
The user must be 
the 


Enable 


Eight=hand 
Switches 


taps that 


in the upper edge of each 


not moved 


the hole is uncovered.The actual 


over the hole so 
control the write 
tab 


1s mounted on the 


is in tne 


The SOS master cassette is a write 
thin 


write 


Pransport. protected 


tape. A piece of sticking tape ensures that a tape 
the 


procedure the operator is changing cassettes often, if it is 


remains protected. During prograa creation 


remembered to REWIND the cassette before continuing nost 
seating problems will be corrected before they cause a 
problem with reading or writing of files [ren - Sail: 


Maintenance information is contained in Appendix T. 











Programmers must be aware that there 15 no automatic 
protection of program files that occur after the file that 
is being modified. Increased length of the nodified progran 
causes the first locations in the next file (the start block 
etc.) to be overwritten. Phis destroys important control 
information so that subsequent files to the one modified 


Cannot be accessed. 
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C. DATAX CONVERTERS 


The A/D and D/A converters are extremely simple to use 
(Fig. 7). A connector board provides a convenient central 
location for user selection of input channels 0-7 and output 
Signals X, Y¥, and Z Each anaiog signal must be connected 
as an input and return pair designated by the appropriate 
labels. The Z output is a special timing signal for CRT 
aeoeications. All signals must be adjusted for a +10.00 
volt swing and employ a 12-bit code that has the most 
significant bit extended for 16-bit input to the CPU. The 
following table is the basic 12-bit code: 


Table 5 ANALOG CONVERSION CODE 


VOLTS 12=BIT CODE 

tooo ot 0117711111111 
0.0000 . 900000000000 

= ho sOO00 100000000000 


[{ Ref. 7] 


mae A/D has not been connected for Interrupt or Direct 
Memory Access (DMA) communication. The necessary circuits 
are included on the interface board but they have not been 
completed. In addition two DMA lines on the underside of 
the printed circuit board have been broken to allow the 
present installation to operate correctly. Dee bE 
digital output of the A/D has been converted to 16-bits by 
connecting the MSB of the A/D code to the higher order bits 
of the computer data lines to achieve sign bit extension of 
the code. 


Maintenance information is contained in Appendix T. 
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D. CALIBRATION 


Three calibration routines; ADCOD, CADO, and DAC, are 
provided iA Dp pendix S. They are designed for user 
convenience and involve mininal hardware connections. 
Appropriate instructions for the user are printed on the 
TTY. To eliminate the need for making connections on the 
printed circuit interface board and the requirement to place 
the interface on an extender board, the LSB, MSB and digital 
ground lines for the A/D are presented at labeled sockets on 
the side of the interface board. Both the A/D and the D/A 
are connected with the following labeled external 
potentiometers positioned so they are accessable at the side 
of the interface board; A/D RANGE, A/D OFFSET, D/A X and Y 
GAIN and D/A X and Y ZERO. The general user should not 
require to adjust the Gaiabration. The laboratory 
Supervisor can calibrate the converters by sliding the 
computer chassis forward on the rack until it hits the 
stops, then loading and executing one of the following 


meutines. 


Since the D/A converter cannot achieve the +10.24 volt 
SWing that the A/D can be set for, a compromise of +10.00 
volts was chosen to ensure compatability when they are used 
together. Progran comment references to 10.24 voits should 


read 10.00 volts as indicated in the following sections. 
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ADCOD 


Pre program A/D CODE TEST (ADCOD) 1s a procedure that 
converts an analog signal connected to channel 0 of the 
input board and prints the resulting 16-bit data word on the 
teletype. By presenting a known voltage source at channel 0 
the operator can determine if the correct code is being 
produced. If the known source is +10.00 volts (or -10.00 
volts) the RANGE potentiometer can be adjusted for the 
correct full scale reading (Table 5). The calibration is an 
iterative technique in two respects; the operator must 
depress the console switch CONTINUE to cause the A/D to 
reconvert the presented signal to see what effect the 
potentiometer is having and, the RANGE adjustment is not 
independent of the OFFSET adjustment. Once the RANGE is 
adjusted the channel 0 voltage is reset to 0 and the CFFSET 
potentiometer is adjusted. Rememper to repeat this process 


until there is no more adjustment required. 


Section A of Appendix S is a copy of the ADCOD Assembler 
jest ing. The subroutine BIOA is called to convert a binary 
mera (the A/D code) into an ASCII character string for TTY 
Output by the subroutine TYPE. 

The Assembler listing for BIOA and TYPE are included as 


Beet2ons B and C of Appendix S. 
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CADO 


The program CALIBRATION of the A/D on the OSCILLOSCOPE 
(CADDO) is a procedure for more accurate calibration of the 
BD A precisely measured, stable voltage source is 
connected to channel 0 on the input board. A teletype 
message prompts the operator to make the proper connection 
and voltage settings. By monitoring the MSB at -0.0025 
volts, the oscilloscope must detect a 50 percent duty cycle 
because this is its transition point from negative to 
positive voltage codes. The duty cycle of MSB is adjusted 
by the OFFSET potentiometer. By monitoring the LSB at 
-9.9976 volts the oscilloscope must detect a 50 percent duty 
cycle due to this being the transition point for full scale 
negative readings. This duty cycle is adjusted with the 
RANGE potentiometer. AS indicated above, the process must 
be repeated until the adjustments have stopped. Since the 
routine continuously tells the A/D to convert the present 
Channel QO voltage, an almost continuous reading 1S ootained 
and the CONTINUE switch on the console is not used. The 
detection of the 50 percent duty cycles on the oscillcscope 
has never been achieved satisfactorily. Secceion) Dor 


Appendix S$ is the Assembler listing for this progran. 
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DAC 


The program D/A CALIBRATION (DAC) 1S a procedure to 
convert program designated codes for 0.0000 and +10.0000 
volts to the X and Y channel outputs, which can be monitored 
by a voltmeter. A teletype message reminds the operator of 
the correct procedure. Initially the routine places a zero 
voltage code into the X and Y holding registers of the D/A. 
This code is continuously converted to an output voltage 
until it is overwritten. Therefore the ZERO potentiometer 
can be adjusted for a minimum while continuously monitoring 
the voltage output that results. Pressing the console 
SWitch CONTINUE reieases the program to start the GAIN 
calibration. The GAIN potentiometers are adjusted for a 
full scale reading of +10.0000 volts. Pressing CONTINUE 
again restarts the program at the ZERO adjust routine to 
allow an iterative technique in calibrating the D/A. 
Section £ of Appendix S$ is the Assembler listing for this 


program. 
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APPENDIX D 


LOADING PROGRAMS 


Before a program can be executed, it must be brought 
into memory. This reguires that a loading program already 
reside in memory. In the event that there is no loading 
program in memory, a Small, specialized lcading program is 
normally placed in memory and used to read in the Ilcading 
program. This small loading program is called a BOOTSTRAP 
LOADER. The function of the bootstrap loader is to read in 
a more general-purpose loading program which can be used to 
load the user's programs. Two methods are available for 
entering a , BOOTSTRAP LOADER into memory. The operator can 
elther enter it via the data switches and the deposit switch 
or he can use the PROGRAM LOAD option. j Ref. 4] 


(© Data General Corporation 1976, Reproduced from NOVA 


LINE COMPUTERS by permission of Data General Corporation, 


Se Se SS ee eee 


Seuthboro, MA) 


96 





A. MANUAL LOADING 


Without the PROGRAM LOAD option, 
be entered into memory manually using the switches on the 
console. The the BOOTSTRAP LOADER 
designed for use with BINARY LOADER 091-000004. 


a specially formatted tape from either the paper tape reader 


a BOOTSTRAP LOADER must 


following loader 15 


Lt Leads in 





(PTR) or the teletype reader (TTR). 
LOCATION CONTENTS TAG ASSEMBLER COMMENTS 
OXX757 126440 GET: SUBO 1,1 ;Clear AC1 and 
$- “Galery 
OXX760 06 36dd SKPDN dd ;Device busy? 
OXX761 000777 JMP --1 ;Yes 
OXX762 0605dd DIAS O0,dd ;Read frame 
; from device 
OXX763 127100 ADE ter onwit ACI] ert 
eee oes 
OXX764 127100 ADDL ie  sobtEc ACT Lett 
ee DLLs 
OXX 765 107003 ADD 0O,1,SNC ;Add in new 
; frame 
OXX 766 000772 JMP GET+1 ;Get new frame 
OXX767 001400 JMP Oo Shlsteword, Ereturn 
OXX770 O601idd BSTRP: NIOS dd ;Prime the device 
OXX771 004766 JSR GET ;Get a word 
wx 7 72 044402 Suen ofc. - Store it 
OXX773 004764 JSR GET ;Get another word 
OXX774 (see comment) (STA) (1,.+1;These instructions 
OXX775 (see comment) (JMP) (.-4) ;are loaded by the 
OXX776 (see comment) (HALT) ;binary loader 
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;stop address 





The BOOTSTRAP should be placed in memory starting at the 
Location which is 20 (octal) less than the highest available 
memory address (for 8K start at 17757). For the XX in the 
Location column, substitute the most significant 2 digits of 
the highest available memory address as described in the 


following table: 
Table 6 HIGHEST MEMORY ADDRESSES 


MEMORY ADDRESS Xx 
2,000 003777 03 
4,000 007777 07 
6,000 Clara 13 
8,000 Oe ey 


10,000 023777 23 


For dd in the Contents column, substitute 10 (octal) if 
the TTR is being used, or 12 if the PTR 1s being used. 
After the BOOTSTRAP is entered, start it at location Xx770 
(17770 for 8K). Execution terminates when the BINARY LOADER 
1S completly loaded, at address XX776, with the data lights 
reading 063077. 


(©@ Data General Corporation 1976. Reproduced from NOVA_ 


LINE COMPUTERS by permission of Data General Corporation, 
Southboro, MA) 
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B. AUTOMATIC PROGRAM LOAD 


The automatic program load is designed for use with the 
SELFLOADING BOOTSTRAP AND BINARY LOADER paper tape 
091-000036 or the STAND-ALONE OPERATING SYSTEM CASSETTE 
LOADER/WRITER 091-000067, which should be oan File 0 of 
cassette unit 0 [Ref. 12]. The BOOTSTRAP reads the data 
Switches, sets up its own I/0 instructions with the 
specified device code in switches 10-15, and then continues 


in accordance with the value of data switch 0. [Ref. 3] 


If switch 0 is 0, the BOOTSTRAP reads low-speed input 
like the TTR. If the device is not low-speed the program 
halts. The device must supply 8-bit data bytes, and each 
pair of bytes is stored as a single word in memory wherein 
the first and second bytes read become the left and right 
halves of the word. The program ignores tape leader and 
does not begin storing any words until it reads a nonzero 
Synchronization byte. The first word following that byte 
must be the negative of the total number of words to be read 
(including the first word), for a maximum of 192 (decimal) 
words. The program stores the words beginning at location 
100. After reading all the data, it jumps to the last word 
stored. 


(©) Data General Corporation 1971. Reproduced from HOW TO 
Pete THE NOVA COMPUTERS by permission of Data General 


Berporation, Southboro, MA) 
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If the switch is 1, the BOOTSTRAP starts the high-speed 
device (such as the cassette drivers) for data channel 
storage beginning at absolute location 0, and then loops at 
location 377 until a loaded data word causes it to do 
something else. Addressing a low-speed device stops the 


program before input occures. 


C. BINARY LOADER PROGRAMS 


The BINARY LOADER program loads absolute object tapes 
into memory and resides in absolute locations 0XX646-0XX777 
mmecore, it iS ccmmon practice to write programs which do 
not alter these locations, thus eliminating the need to 
reload the loaders. In all but very rare instances, DGC 
standard software 1S written so as not to destroy the BINARY 
LOADER or BOOTSTRAP LOADER programs. In no case will any of 
this software destroy the BOOTSTRAP LOADER progran. 


If the End Block on the object tape specifies a starting 
address of the program, the BINARY LOADER will transfer 
control to that location once tape is loaded. Otherwise, 
load the starting address of the program into the data 
Switches, press RESET then START. 


There are two BINARY LOADER programs availabie, the 
manual BINARY LOADER and the SELFLOADING BOOTSTRAP AND 
BINARY LOADER. [Ref. 2] 
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The paper tape 091-000004 is the BINARY LOADER 
program to be used with the manual BOOTSTRAP. The input to 
the Loader 1s an absolute binary tape. The tape 1S punched 
in blocks separated by null (all zero) characters. Two tape 
characters form a 16-bit word; the first character forms 
bits 8-15 of the data word and the second tape character 
forms bits 0-7. [Rer. 10] 


The BINARY LOADER routine is executed by mounting 
the desired absolute binary paper tape program on the TTR, 
entering SXxX777 in the data switches and pressing RESET and 
START. The S represents data switch 0 and should be 1 if 
input is PTR and 0O for TTR. The XX represents the most 
Significant 2 digits of the highest available memory 
address. The result of executing the BINARY LOADER routine 
1s a loaded program ready for execution. A HALT may 0be 
interpreted by its location displayed in the address lights, 
as follows: 

OXX741 means loaded program did not specify a start 
address. The user must set the data switches and 

Press RESET then START. 

OXX727 has two possible causes. 

1.The user's program attempted to overwrite 

the loader, or 

2.The last block read has a checksum error. 

Tapes produced under SOS must be reread fron 

the first block. Repeated checksum errors 


indicate a bad tape. 
© Data General Corporation 1973. Reproduced from BINARY 


LOADER PROGRAM by permission of Data General Corporation, 
Bouthboro, MA) 


101 





2. Ihe Selfloading Bootstrap and Binary Loader 


—— =o ee SS ee ee eee ge ee oe aE ME AD eee 


The SELFLOADING BOOTSTRAP AND BINARY LOADER paper 
tape 091-000036 is used in conjunction with the PROGRAM LOAD 
feature. Once the BOOTSTRAP i185 complete it sizes memory, 
interprets the device code, and reads in the BINARY LCADER. 
Determination of the highest location is accomplished by 
writing and reading locations at 1K increments until the 
information read back is the same as that written. The 
BINARY LOADER image is placed in the highest locations of 
alterable memory. When the tape has been read in, the 
processor will HALT at location 00121. An object tape can 
then be read on the same device simply by depressing 
CONTINUE. For subsequent object program loads the 


proceedure 1S: 


1.Put the object tape in the reader. 
meoet the data switches to OXX777. 
Sepoet data Switch 0. PTR=1, TTR=0. 
4.Press START. 


This BINARY LOADER 1s similar to the manual version 
except for the HALT addresses. 


OXX740 means no start address. 


OXX726 means checksum failure. If repositioning the tape 
to the beginning of the last block read and 
continuing has no effect, then the tape is in 


Sigg e)ee 
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BS. ihe Core Image Loader/wWriter 


The CORE IWAGE LOADER/WRITER program on the SOS 
Master cassette is identicai to paper tape 091-000067-02. 
It performs two utility functions: it loads core image files 
from cassette tape into core and produces core image files 
on cassette tape [Refs. 12 and 13]. The CORE IMAGE 
LOADER/WRITER program works only with cassettes. 


The CORE IMAGE LOADER/WRITER can be bootstrapped 
from file 0 of the SOS master cassette on unit 0. The tape 
must be rewound manually. The normal loading procedure is 


described in Appendix A. 


The Loader/wWriter 1s read into page zero (0-377) 
initially and then relocates itself to the last 400 (octal) 
locations in core. After relocation a prompt # on the 
teletype indicates that the CORE IMAGE LOADER/WRITER is 
ready. Once it 1S in core the Loader may be restarted by 
setting tne data switches to the last memory address, 
pressing RESET, and then START. (For 8K set 017777) 


The # symbol indicates the loader is waiting for the 
Operator to respond with a cassette unit number (0-7) anda 
File number (0-99) separated by a colon. Specifying unit 0 
1S optional. The indicated cassette file is loaded into 
memory upon command termination by a teletype RETURN. ee 
data switch 0 on the console is 1, the program will halt on- 
completion of the load. If the switch is 0, control is 


passed to the loaded progran linked through location 405. 
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If the loader encounterS a non-recoverable error 
while trying to load a file, it will type *ERR and halt witn 
a code in ACO. The error codes are explained in Section A 
of Appendix Q. If rewinding and substituting a different 
cassette tape does not clear the error condition, a hardware 


fault is indicated. 
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BEPENDIX & 


S05 


When using device Mnemonics within the SOS 
environment, the uSer must add the prefix $. The teletype 
@eaes are STTO, STTI, STIR, and $TTP. 


The SOS master cassette has a standard file format: 


Paple 7 SOS MASTER TAPE 


_FILE PROMPT PROGRAM (CALL) 
0 4 Core Image Loader/Writer 
1 R Command Line Interpreter (CLI) 
2 * SViIpollet lect Gditor (EDIT) 
3 ASM mxtended Assembler (ASM) 
uy RLDR extended Relocatabie Loader (RLDR) 
> eee Peo eae var lle alton (LF E) 
6 SYSG SYSGEN (SYSG) 


ByeseCeuEnguddta Switch 0 to 0 prior to loading a SOS 
utility, the user can permit the automatic typing of the 
appropriate prompt message to signal correct initialization. 
Setting data switch 0 to 1 forces the Loader to halt before 


control is passed to the loaded routine. 


eS 





There are two possible ways of interrupting and 
terminating a currently executing utility program from the 


teletype. 


1.Pressing CTRL and A on the keyboard causes all utilities 
to stop, initialize, and re-issue the prompt message. The 
EDITOR will only respond to CTRL A during a T, Y, N, E or P 
edit command and the input buffer will remain intact. This 


is the only release from a GR or a GW command error. 


2.Pressing CTRL and cC will cause all utilities excerft the 
TELE EDITOR to return to the CORE IMAGE LOADER. The EDITOR 
ignores CTRL C and uses the edit command H to return to the 
Loader. (Ref. 13] 


The two SOS master cassette utility programs LIBRARY 
FILE EDITOR and SY¥SGEN are not otten used. A Drier 


description is included here for completeness. 
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moe LIBRARY FILE EDITOR (LFE) provides a means of 
updating and interpreting a set of relocatable binary files 
that are gathered together into one special file called a 


eorary. 


The LFE allows the user to: 


“analyse the contents of a library file 
-list titles in a library file 
“merge libraries 
-~update libraries 
-extract logical records from a library file 
~create his own library files. 
The LFE is self-starting and prompts the operator with 


LFE when it is ready to accept a command string. Commands 


are explained in Appendix J. [{Ref. 16] 
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Bee SLSOGEN 


SYSGEN generates special programs called triggers which 
may be used to link user programs to SOS utility programs 
via their entry symbols. For each entry symbol included in 
the command line, an external normal reference to the 
program is included in the trigger. The trigger is entirely 
made up of these external normal references. When the 
utility is ready to accept a command line, the prompt SYSG 
is typed. Ccmmands are explained in Appendix kK. 
fret. 13 } 
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APPEND Ee tS 


CLI COMMANDS 


CLI functions are executed by pressing RETURN after the 


command. 


ASM 
mrs cOhmand causes file 3 on CTO to be loaded. I= the 
master cassette eS mounted, the EXTENDED ASSEMBLER 
Bwerwrites the CLI. 


PeDR STTR 
This command will load an absolute binary tape with the CLI 
binary block loader. The input device can be either STTR or 
SPTR. Poth the CORE IMAGE LOADER/WRITER and the CLI are 


Overwritten. 


CTx:yy Core image file yy on cassette unit x overwrites 
mae CLI. Incorrect unit or file numbers cause the error 
message FILE NON-EXISTENT on the TTO. 


EDIT 
Pile 2 on CTO is loaded. The CLI iS overwritten by the 
SemuBOLIC TEXT EDITOR. 
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iNET sei x Or RELEASE CTIx 
The specified cassette unit is rewound. PICOEECe tm Unit x 
causes the error message ILLEGAL FILE NAME. 


LFE 
File 5 on CTO overwrites the CLI. If CTO is the master 
cassette, the LIBRARY FILE EDITOR is loaded. 


MKSAVE infile outfile 

The input file (AB) is converted to a core image output 
file. Possible error messages are: 

NOT ENOUGH ARGUMENTS 

ILLEGAL FILE NAME 

ILLEGAL COMMAND FOR DEVICE 

DEVICE iS R&AD PROTECTED 

FILE NON-EXISTENT 

CHECKSUM ERROR 

PHASE ERROR 


RLDR 
File 4 on CTO overwrites the CLI. Eis 7eCTO Sis “the master 
cassette, the EXTENDED RELOCATABLE LOADER 1s loaded. 

SYSG 
mee 6 on CTO overwrites the CLI. This is the SYSGEN 


routine on the maSter tape. 


XFER source destination 
This command transfers the source file to the destination 
file. Appending /A means the source is even parity ASCII. 
fees. 12 | 
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APPENDIX G 


EDIT COMMANDS 


moa di.scussiLon On how to use the TEXT EDITOR refer to 
meeti10n B3 of Chapter III. 


ESC 
Striking the escape (ESC) key on the TTY causes a $ to be 
printed. The escape key ($) is used once to delimit edit 
commands. If the command has no argument the $ is optional. 


Two successive codes (3$) execute the command string. 


RUBOUT 
This key deletes the last typed character. Repeated rubouts 
delete successive characters in that line from right to 


left. The character being deleted is echoed on the TTY. 


TAB 
The EDITOR has predefined tab positions at columns 1, 9, 17, 
Bie, sso which are used with CTRL I. The tabs may be turned 
Ome by CTRL P and back on by repeating it. 
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GR input 
Before beginning modifications to an existing routine it 
must be brought into the edit buffer. This command enables 
the input file specified for reading. A cassette file is 
specified by; CTunit:file. The same cassette unit cannot be 
simultaneously write enabled (GW). No actual read occures. 
To clear a GR buffer lock-up use CTRL A. 


GW output 
Immediately after read enabling, the write file should be 
assigned. A cassette file is specified by; CTunit:file. 
The same cassette unit cannot be simultaneously read enabled 
(GR). No actual write occures. To clear a GW kEuffer 
lock-up use CTRL A. 


GC 
All output files must be closed with this command. No 
actual write occures. Multiple files may be appended by 


emecessive GR commands before a GC. 


H 
The EDIT is terminated and control returns to the CORE IMAGE 
LOADER/SWRITER. 


sg 
The first page of symbolic text is read into the edit 
buffer. A page 1s a character string terminated py a form 
feed. An input device must have been previously enabled. 
The character pointer (CP) is positioned at the start of the 
buffer. 


® 
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A 
This command appends a page of input to the present contents 
of the edit buffer. CP points to the first character 
appended. 


nT 
The number of lines n is typed. Omitting n causes the 


entire buffer to print. 


B 
CP is moved to the beginning of the buffer. 


nJ 
CP is placed at the beginning of line n. 


L 
CP advances to the beginning of the n'th line from the 
present poSition. Any value of n 1s accepted, however too 
large a vaiue acts like B or Z commands. Omitting n moves 


CP to the beginning of the present line. 


ni 


CP moves by the character count n. 


Z 
CP 1S positioned at the end of the buffer. 


@ 
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Cold $new$ 
This command searches from the present position to the end 
of the buffer and replaces the first character group ‘old! 
wrth ‘new, CP points to the first character after ‘'new'. 
If unsuccessful STR NOT FOUND is typed and CP points to the 


beginning of the buffer. Omitting ‘new' deletes 'old'. 


ITinput$ 
This is the command for creating a program. Existing 
programs insert ‘input! before the position CP and adjust 


me cP count to point to the end of ‘input'. 


ms 
The octal number n is masked to 7-bits and inserted at CP. 


nD 


This command deletes n characters relative to CP. 


nk 
This command deletes n lines from the CP position. CP 
movement is like the nL command but all characters passed 


over are erased. 


Sstring$ 
This command searches foreward from the CP for the character 
group ‘string’. CP moves to the last character of the first 
group found. Unsuccessful search leaves CP at the beginning 
@f the buffer. 
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NstringdS 
The EDITOR executes pP and Y commands until the string is 


found or the input file completed. 


Qstring$s 
This is a search like the Nstring$ comnand without the P. 


XMcode$code$...3$5 
One macro-command can be defined as the specified command 


Bering. 


nxX 
The previcusly defined XM is executed n times. 


XD 
The macro XM is deleted. 


nF 
This command outputs n inches of leader. Greater than 100 


inches is ignored. Omitting n causes a form feed. 


nee 
This command outputs n lines from CP with a ‘orm feed. TOO 
Small a buffer causes a halt at the buffer's end. Omitting 


Meoueputs ali the contents after CP. 
nPW 


mars is the same as the nP command but without the forn 
teed. 
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E 
This command outputs the edit buffer and th2 remainder of 


the input file. 


nk 
This command outputs a page and inputs a page, repeated n 
times. 


This command prints the number of lines in the edit buffer. 


This command prints the line number of CP. 


This command prints the number of characters in the edit 
buffer. 


CTRL A 
taps COMMand re-initializes the EDITOR with the buffer 
unchanged. This control is only acknowledged during T, Y, 
fees, OL P. 


SrRL C 
This command cancels tne present iine. If a command string 
LS executing it will halt. CP repositions to the beginning 
Sethe buffer. 


® 
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CrRL i 


This command inserts tabulation. 


CERL T 
This command resets for a new tape. The input device stops 
and the buffer is cleared. 
[Refs. 14 and 15] 


(©) Data General Corporation 1969. Reproduced from NOVA 


TEXT EDITOR by permission of Data General Corporation, 


— see 


Southboro, MA) 


117 





APPENDIX 4H 


ASM COMMANDS 


The Assembler takes two passes to translate an ASCII 
source file to a relocatable binary program. The mevrhod of 
translation and the files involved are designated hy the 
user typing a command line after- the ASM prompt. The 


general ccmmand format is: 


ASM M/m File/u File/u 


Where M is the mandatory Assembly mode, which must be 
first, and /m is the optional mode modifier. An unlimited 
humber of participating Files are then listed with their 
optional use designators /u. Omitting the space between 


fields causes errors that may not be detected. 


ASM functions are executed by pressing RETURN after the 
command. An assembly can be carried out on an ASCII source 


file in any cne of the three following modes: 


O-Perform pass one on the specified input source file(s). 
Halt with the highest symbol table address in ACO. 


1-Perform passes one and two on the specified input files, 
producing binary apd listing files as specified. At the 


completion of pass two, the assembler prompts with ASM. 





2-Perform pass two only on the specified input files, 
producing the specified binary and listing files. The 
symbol table used is that produced by the most recent pass 


one assembly. The prompt ASM signifies completion. 
Any Assembler mode can be modified by appending the 
following optional codes: 
Table 8 ASSEMBLER MODE DESIGNATORS 


DESIGNATOR MEANING 





/E-~Suppress assembly error messages to the TTO. 
/T~Suppress the symbol table listing 


/U-Include local (user) symbols in the binary output file. 


After the basic assembly mode has been indicated, the 
files are listed with optionai appended codes that indicate 


Specific uses as follows: 


Taole 9 SASSENSLER FILE DESIGNATORS 


He 


DESIGNATOR MEANING 


= 


/B-Relocatable binary file to be output on this device. 
Pe-OUtput device for the listing. 

/N-Any input file not to be listed on pass two. 

/P-Pause betore accepting this file. 

The message PAUSE - NEXT FILE, devicename iS output. fhe 
assembly continues when any key is struck on the teletype. 
/S-Skip this file during pass two. 

/n-Repeat this file n times. (n from 2 thru 9) 
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A typical command to Assemble file 4 of CT1 and a paper 
tape to file 6 on CTO with a teletype listing would look 
like: 


ASM 1 CT1:4 $TTR CT0:6/B $TTO/L 
fret. 12 ) 
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APPENDIX I 


RLDR COMMANDS = 


The RELOCATABLE LOADER translates the relocatable 
addressing of the Assemhbler's RB output into absolute 
locations in memory and resolves the displacements among any 
routines that have been combined at load time. A successful 
load is indicated by the message OK. The command line is 
typed by the operator after the prompt RLDR&. The general 


format is: 
RLDR File/S File/u 
Where a /S is mandatory and any number of additional 


participating files are listed with their optional use 


designators /u. 








The RLDR automatically spaces before the first entry 
and must not have a space inserted there by the operator. 
Omitting the space between fields causes errors that may not 





Ee ee ee ee ee ee 


RLDR functions are executed by pressing RETURN after the 
command string. Files are listed Wath optional appended 


codes that indicate specific uses as follows: 
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Table 10 LOADER FILE DESIGNATORS 


DESIGNATOR HEANING 


ie a pees ee 


fL-Causes a listing of the symbol table on the output file 
or device whose name precedes the use code. Symbols in the 
table are ordered numerically by symbol value. 
s/L/A-Changes the /L to an alphabetical listing. 

/N-Set the starting load address (NMAX) for the file that 
follows, to this absolute address. 

/P-Pause befcre opening this file. 

/S-This is the mandatory save file. 

/U-Load user symbols appearing within this file. 

fn-Load this file n times (n from 2 thru 9). 

(Ref. 12] 


A typical command to load files 4 and 5 of CTO anda 
paper tape into file 3 on CT1 with a teletype listing would 
look like: 


Meee crO3s4 CTO:5 STTR CT1:3/S S$TTO/L 
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APPENDIX J 


LFE COMMANDS 


The LFE is a specialized utility program for maintaining 
Meerary files. Since the expected use of this program is 
small, only a brief overview of the complex command 
structure is given here. Further details may be found in 


Reference 16. 


The command string is typed by the operator after the 
Peamptc LFE. The general format is: 


LFE Key File/u File/u 


Where Key is a letter indicating the function desired. 
The participating Files are then listed with their optional 
use designators fu. A File may be a Binary, which is an RB 
mime not ina itLibrary, or a Logical Record, which is an RB 
file in a Library. A Binary being placed in a Logical 
Record of a Library is called an Update. 














mice ure automatically spaces before the first entry and 
Meee BOt have a space inserted there by the operator. 
Omitt Mmcmovace sVeLwCen tileclds Callses Errors that may not 


ata General Corporation 1972. Reproduced from LIBRARY 





| 
{tr 
bh © 
ty 
o 
rei 
rj 
O 
mJ 


E EDITOR by permission of Data General Corporation, 


123 





LFE functions are executed by pressing RETURN after the 


command. The following Key letters are available: 
fable 11 LFE KEY DESIGNATORS 


DESIGNATOR MEANING 


A-Itemize the global declarations of the file. A global 
declaration is an Assembler language pseudo-operation | 
Seeeained in Section C of Chapter IV. 

D=-Delete Logical Record. 

f=insert Binary into a Library (Update). 

M-Combine Libraries and Binaries in a new Library. 
R-Replace Logical Records with new Binaries. 

T-List titles in a set of Libraries or Binaries. 


K-Extract specific Logical Records from a Library. 


After the basic LFE operation has been indicated, the 
files are listed with optional appended codes that indicate 


specific uses as follows: 
Table 12 LFE FILE DESIGNATORS 
ESIGNATOR MEANING 


fA-~Make insertions after this Logical Record. 
/B-Make insertions before this Logical Record. 
-Or, this is a Binary file. 
Pi=-thHis is the input file. 
f/O-This is the output file. 
-~Or, this is the new Library name. 
/R-Itemize the global declarations in this file. 
/#-For # substitute the number of $TTR files to read. 
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An entire command string can he deleted by typing 
SHIFT L. Single characters are deleted with RUBOUT, and a 
back arrow echoes each erasure. Multiple erasures nove from 


Tight to left deleting characters on the same line. 


If an error condition is detected, a message will be 
output. Emproper command strings result in no output. An 
execution error attempts to identify the file responsible 
em@dmecloses all Library file outputs. Section ir OG 


Appendix Q summarizes the error messages. 


The following operator prompt messages are possible: 


LOAD device, STRIKE ANY KEY. 
This message may be preceded by INPUT or UPDATE to help 


identify which device is waiting. 


REMOVE INPUT MASTER AND LOAD U.F 
This message prompts the operator when an Update file is to 


be read in the same device that inputs the Library file. 


REMOVE U.#f AND LOAD BACK INPUT MASTER 

After the Upcate file has been read in, the Library file 
must again be read. 

meet. 16) 
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APPENDIX K 


SYSG COMMANDS 


SYSGEN generates triggers for use in configuring Sos 
utility programs. A trigger is a program that resolves 
external references to entry symbols in SOS Libraries. The 
Peompt SYSG is followed by a list of entry symbols for each 
desired utility, a file designated for output and an 


Optional trigger name. The general format is: 


SeeoG driver driver outputfile/O trigger/T 


Where the driver is a desired entry symbol, /O specifies 
the output file and /T specifies the trigger name. Omitting 
the trigger name results in the default title SGTRG. The 
command string 1s executed by pressing RETURN. Section G of 
Appendix Q Summarizes the error messages. 

(Refs. 12 and 13] 
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APPENDIX L 


MACHINE CODE AND ASSEMBLER LANGUAGE FIELDS 


Bit positions in all 16-bit words are numbered 0-15 from 
ert to right, 


Mmaeewkhr instruction word is divided into four fields: 


~The command field C (bits 0-4) designates the type of 
instruction (GPCODE) and sometimes the accumulator (A/C) 


involved. 


-Tke addressing mode field I (bit 5) designates indirect 
addressing. If I is 1 the effective address points to a new 


effective address. 


-The index field X (bits 6 and 7) indicates the addressing 


mcde of the instruction. 


-The displacement fieid D (bits 8-15) contain an integer 


that may be used to obtain the effective address. 


The information to insert in all these fields nust be 
communicated to the ASSEMBLER progran. 


The Move Data MRI asembly language format is: 
mes OPCODE aAaC,D,X ;COMMENT 
The Modify Memory and Jump MRI format does not have the 


AC field. Move Data OPCODES are LDA and STA. Modify Memory 
OPCODES are ISZ and DSZ. Jump OPCODES are JMP and JSR. 


27 





The I field is designated by using the symbol @ anywhere 
in the assembly language instruction. It 1s suggested that 
prefixing the displacement (@D) would be a logical choice. 


The effective address E is formed by the X and D fields. 
It is the location that is to be referenced. Using Table 13 
the effective address may be calculated by the following 


equation: 
E = (X) + D 
Where (X) means the contents of X. 
Vaotes ls enprPECTIVE ADDRESS DETERNINATION 


X (X). EFFECTIV 


= ee ee i ee 


ADDRESS 
00 0 Page zero addressing O< E <¢ 377 (octal) 


Mueene following nodes if bit 8 is 0, D is positive; if bit 


8 is 1D is two's complement. 


IA 


O01 (PC) Relative addressing (. - D)S E (. + D) 


lA 


10 (AC2) Base register addressing (AC-D) S$ E {AC + D) 


171 (AC3) Base register addressing (AC - D) S$ E § (AC # D) 


When programming in assembly language the X value will 
determine how the ASSEMBLER program will handle D. If X is 
O or blank and OD S$ 377, the mode X is set to 00 and Dis 
unchanged. If D > 377 the present location L is checked to 
see if it is within 200 locations of D. If L-200SD<L+177 
the mode X 1s set to 01 and Dis replaced by L - 0D. Any 
Other xX value forces the mode indicated. However, if 


~200SD<177 an address error is flagged by the symbol A. 
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The ALC instruction word is divided into eight fields; 
-Bit 0 is always at 1. 


~The source accumulator field (ACS) designates where the 
data to be operated on is taken from. (bits 1 and 2) It is 


usually left unchanged. 


-The destination accumulator field (ACD) designates where 
the result of the operation is to be stored. (bits 3 and 4) 
Occassionally the original ACD data is used to calculate the 


result. 


~The function field (FNC) designates the command. 
feats 5-7) 


-The carry fleld (CARRY) designates the value of carry in 
the £F£unction generator prior to performing the operation. 
(pits 10 and 11) This base value is affected by the function 
results. Toc large a result to store in 16-bits results in 


the base carry value being complemented due to overflow. 


~The shift field (SHIFT) designates whether the result of a 
mumction is rotated left or right berore loading into ACD. 
(bits 8 and 9) 


~The skip field (SKIP) designates a test condition for the 
shifted result, to determine if the next sequential location 
is to be skipped. {bits 13-15) 


~The no-load field (NO LOAD) designates if the shifted 
result that has been tested for any skip conditions, will in 
fact be loaded into ACD. 


The ALC assembly language format provides the 
informaticn for all of the instruction word fields as 
follows: 


LABEL: FNC ACS,ACD,SKIP ;COMMENT 
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The basic ALC function codes are COM, NEG, AND, INC, 
ADD, SUB, ADC, and MOV. These codes may be modified by 


appending a letter for the carry bit as follows: 
Table 14 CARRY DESIGNATORS 


DESIGNATOR MEANING 


=== oe cop oS wee 


blank~carry Eased on current carry state 

Z- set carry base to 0 

QO - set carry to 1 

C ~ carry based on current carry state complemented 


The function code can be further modified by appending 
the following shift letters: 


Hapromia ss soi rt DESTGNATORS 


DESIGNATOR MEANING 


blank-no shift 

Meeerotate left 1 bit, CRY to bit 15, bit 0 to CRY 
Pmeotate Light 1 bit, CRY to bit 0, bit 15 to CRY 
pmemexchnange bits 0-7 with bits 8-15, CRY unchanged 


The last modification to the function code could be to 
append a # symbol which indicates that the result is not to 
be loaded into ACD. 


The SKIP mnemonics are as follows: 
Table 16 SKIP DESIGNATORS 


DESIGNATOR MEANING 


blank-never skip 

SKP ~- always skip 

Bwen- SKip On zero carry 

SNC - skip on zero result (bits 0-15) 

SNR - Skip on non-zero result (bits 0-15) 
Mees Skip on zero (result + carry) 


SBN - skip on non-zero (result + carry) 
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The I/O instruction word is divided into five fields: 
-“Bits 0-2 are always 011. 


-The accumulator field (AC) designates where in the 
processor the data is to be output from or input to. 
(bits 3 and 4) 


-The transfer field (TRANSFER) designates which of up to 
three possible device buffers (A, B, C}) will be used and 
whether this is input to the computer or output from the 


computer. (bits 5-7) 


~The control field (CONTROL) designates device control 
instructions that manipulate the Busy and Done flip-flops of 
the specified peripheral. A set Busy flip-flop indicates 
the device has been assigned an I/O task. When a device has 
completed its task and is ready to process a new request, it 
clears the Busy and sets the Done flip-flops. I£ both 
flip-flops are 0 the device is idle. (bits 8 and 9) 


-The device code field (DEVICE CODE) specifies the 
peripheral involved in the I/O function. DEVICE CODE 00 is 
not used and 77 denotes special CPU functions. (bits 10-15) 


The 1/0 assembly language format provides the 
information for all of the instruction word fields as 
follows: 


mises TRANSFER AC,DEVICE CODE 


The basic I/0 transfer codes are NIO, DIA, DOA, DIB, DOB, 
DIC, and DOC. However, when the CPU commands are desired, 
several special mnemonics will generate their I/O eguivalent 
as follows: 
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Table 17 SPECIAL CPU MNEMONICS 


HNEMONIC EQUIVALENT MEANING 

READS DIA -,CPU Read data switches 

IORST DICE 0,CPU I/O reset 

HALT DOC 0O,CPU Stop processing 

INTEN NIOS CPU Interrupt enable 

INIDS NIOC Cpu Interrupt disable 

INTA Depo = fOr Ul interrupt acknowledge 

MSKO Dope ore Mask the interrupt disables 


The basic TRANSFER code can be modified by appending a 
letter for the CONTROL field as follows: 


Table 18 CONTROL DESIGNATORS 


DESIGNATOR MEANING 


blank~-no control 
C - clear Busy and Done, idles device 
S - set Busy, clear Done, starts device 


P ~- special device pulse, flip-flops anaffected 


One other set of TRANSFER codes qualifies as a special 
IT/O instruction since in assembly language the programmer 
specifies only an OPCODE and a DEVICE CODE. 


Table 19 I/0 SKIP INSTRUCTIONS 


DESIGNATOR MEANING 


== aS SSS ee eee ee 


SKPBN - skip if Busy is one 
SKPBZ - skip if Busy is zero 
SKPDN ~- skip if Done is one 
SeeDZ - Skip if Done is zero 
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ASSEMBLY MACHINE 


MNEMONIC CODE 


ADC 


ADCC 
ADCCL 
ADCCR 
Moe CS 
ADCL 
ADCO 
ADCOL 
ADCOR 
ADCOS 
ADCR 
ADCS 
ADCZ 
ADCZL 
ADCZR 
ADCZS 
ADD 
ADDC 
ADDCL 


102000 


102060 
102160 
102260 
102360 
102100 
102040 
102140 
102240 
102340 
102200 
102300 
102020 
102120 
102220 
102320 
103000 
103060 
103160 


(© Data General 


Gormperation 1972. 
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APPENDIX M 


ASSEMBLY LANGUAGE INSTRUCTIONS 


COMMENTS 


Add the complement of ACS to ACD; use Carry 
as base for carry bit. 

ADC but complement carry 1s base 

ADCC with rotate left 

ADEC With rotate right 

ADCC with swap halves of result 

ADC with rotate left 

RoC bur 1 is base for carry bit 

ADCO with rotate left 

ADCO with rotate right 

ADCO with swap halves of result 

ADC with rotate right 

ADC with swap halves of result 

ADE but 0 iS base £Or carry bit 

ADCZ with rotate left 

ROGZ with rotate wright 

ADCZ with swap halves of result 

Add ACS to ACD; carry bit based on CRY 

ADD but complement carry is base 

ADDC with rotate left 
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ASSEMBLY MACHINE 


MNEMONIC CODE 


ADDCR 
AOUCS 
ADDL 
ADDO 
ADDOL 
ADDOR 
ADDOS 
ADDR 
ADDS 
ADDZ 
ADDZL 
ADDZR 
ADDZS 
AND 


ANDC 
ANDCL 
ANDCR 
ANDCS 
ANDL 
ANDO 
ANDOL 
ANDOR 
ANDOS 
ANDR 
ANDS 
ANDZ 
ANDZL 


103260 
103360 
103100 
103040 
103140 
103240 
103340 
103200 
103300 
163020 
103120 
103220 
103320 
103400 


103460 
103560 
103660 
103760 
103500 
103449 
103540 
103640 
103740 
103600 
103700 
103420 
103520 
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COMMENTS 


ADDC with rotate right 

ADDC with swap halves of result 
ADD with rotate left 

RUDE DUE lis Dase £Or Carry bit 

ADDO with rotate left 

ADDO with rotate right 

ADDO with swap halves of result 

ADD with rotate right 

ADD with swap halves of result 
ADD but 0 is base for carry bit 
ADDZ with rotate left 

ADDZ with rotate right 

ADDZ with swap halves of result 

Peagrecaliy And ACS wath ACD: 
Ghieils Carty bit 

AND put complement Carry 1S carry bit 

ANDC with rotate left 

ANDGe with rotate rignt 

ANDC with swap halves of result 

AND with rotate left 

MND DUET Carry bit!’ais 1 

ANDO with rotate left 

ANDO with rotate right 

ANDO with swap halves of resuit 

MND WL Che SOtadtevn ght 

AND with swap halves of result 

AND but carry bit is 0 

ANDZ with rotate left 
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mOSEMBLY MACINE 
MNEMONIC CODE 


ANDZR 
ANDZS 
COM 
COMC 
COMCL 
COMCR 
COMCS 
COML 
como 
COMOL 
COMOR 
COMOS 
COMR 
COMS 
COMZ 
COMZL 
COMZR 
COMZS 
DIA 
DIAC 
DIAP 
DIAS 
DIB 
DIBC 
DIBP 
DIBS 
DIC 
DICC 


103620 
103720 
100000 
100060 
100 160 
100260 
100360 
100100 
100040 
100140 
100240 
100340 
100200 
100300 
100020 
100120 
100220 
t00320 
060400 
060600 
060700 
060500 
06 1400 
061600 
061700 
061500 
062400 
062600 


(© Data General 


INTRODUCTION TO 


ee ad 


Corporation 1972. 


PROGRAMMING THE NOV 


COMMENTS 


MD LawLtnetOrate Laight 

ANDZ with swap halves of result 
Complement ACS into ACD; CRY is carry bit 
COM but complement CRY 1s carry bit 
COMC with rotate left 

COMC with rotate right 

COMC with swap halves of result 
COM with rotate left 

COMNMbUt Carry bit is 1 

CCMO with rotate left 

CONG wath cotate right 

COMO with swap halves of result 
GOvPwithn Eotate raght 

COM with swap halves of result 
COM but carry bit is 0 

COMZ with rotate left 

COMZ with rotate right 

COMZ with swap halves of result ‘ 
Input, A buffer data to AC 

DIA and clear device 

DIA and send pulse to device 

DIA and start device 

Input, B buffer data to AC 

DIB and clear device 

DIB and send pulse to device 

DIB and start device 

Input, ¢ burfer data to AC 


DIC and clear device 
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ASSEMBLY 


MACHINE 


MNEMONIC CODE 


mCP 
ECS 
DIV 


DOA 
DOAC 
DOAP 
DOAS 
DOB 
DOEC 
DOBP 
DOBS 
DOC 
DOCC 
DOCP 
DOCS 
DSZ 


HALT 
eC 

BHCC 
INCCL 
INCCR 
ae CS 
INCL 

INCO 

PNECOL 
INCOR 


062700 
062500 
073101 


061000 
061200 
061300 
061100 
062000 
062200 
062300 
062100 
063000 
063200 
063300 
063100 
014000 


063077 
101400 
101460 
101560 
101660 
101760 
101500 
101440 
101540 
101640 


(© Data General 


permission of Data General Corporation, Southboro, 


Corporation 1972. 


CONUENTS 
DIC and send pulse to device 
DIC and start device 
ACO and AC1 divided by AC2. Overflow sets 
Carry. Quotient in AC1l, remainder in ACO. 


Output AC data to buffer A 

DOA and clear device 

DOA and send pulse to device 
DOA and start device 

Output AC data to buffer B 

DOB and clear device 

DOB and send puise to device 
DOB and start device 

OUPRSUESAC data to butter ¢ 

DOC and clear device 

DOC and send pulse to device 
DOC and start device 

Supieract | ELON the Contents of E, 
skip if result is zero. 

Halt the processor 

Place ACS+1 in ACD, CRY 1S carry bit base 

INC but complement CRY is base 

NGC Gwen EOtate lett 

MENGE (With rotate faght 

INCC with swap halves of result 

INC with rotate left 

INC but 1 1s base for carry bit 

INCO with rotate left 

PNGOSNIt he FOtate: £lLah ft 
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RosthBLY MACHINE 


MNEMONTC CODE 


COS 
INCR 
INCS 
INCZ 
INCZL 
INCZR 
INCZS 
INTA 


NE DS 
INTEN 
IORST 


oo 
Or 
JSR 
LDA 
MOV 
MOVC 
MOVCL 
MOVCR 
HOC S 
MOVL 
MOVO 
MOVOL 
MOVOR 


101740 
101600 
101700 
401420 
101520 
101620 
101720 
061477 


060277 
060177 
062677 


010000 
000000 
004000 
020000 
101000 
101060 
1017160 
101260 
101360 
101100 
101040 
101140 
101240 


(© Data General 
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COMMENTS 


INCO with swap halves of result 

INC with rotate right 

INC with swap halves of result 

Inc but 0 is base for carry bit 

INCZ with rotate left 

INCZ with rotate right 

INCZ with swap halves of result 

Acknowledge interrupt by loading code of 
nearest device requesting an interrupt 
HEEOmOLeS 10-15 Or AC 

Disable interrupts, clear Interrupt On flag 
Enable interrupts, set Interrupt On flag 

Clear I/O devices and Interrupt On flag, 
set RTC to line frequency 

Add 1 to contents of &£, skip if zero result 

Jump to location E 

Save PC+1 in AC3 and jump to location E 

Load contents of E into AC 

bade ACS into ACD, carry bit is CRY 

MOV but carry bit is CRY complement 

MOVC with rotate left 

MOVC with rotate right 

MOVC with swap halves of result 

MOV with rotate left 

MOV but carry bit is 1 

MOVO with rotate left 

MOVO with rotate right 
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MNEMONIC 


= = 2 we Ss SP ee 


MOVOS 
MOVER. 
MOVS 
MOVZ 
MOVZL 
MOVZR 
MOVZS 
MSKO 
MUL 


NEG 


NEGC 
NEGCL 
NEGCR 
NEGCS 
NEGL 
NEGO 
NEGOL 
NEGOR 
NEGOS 
NEGR 
NEGS 
NEGZ 
NEGZL 
NEGZR 
NEGZS 
NIO 
NIOC 


Sour 


— —= ae se 


4 


101340 
101200 
101300 
101020 
101120 
101220 
101320 
062077 
073301 


100400 


100460 
100560 
100660 
100760 
100500 
100440 
100540 
100640 
100740 
100600 
100700 
100420 
100520 
100620 
100720 
060000 
060200 


(© Data General 


INTRODUCTION 10 
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COEMOEALLON © 197 2. 


COMMENTS 


4OVO with swap halves of result 
MCV with rotate right 
MOV with swap halves of result 
MOV but carry bit is 0 
MOVZ with rotate left 
MOVZ with rotate right 
MOVZ with swap halves of result 
Set Interrupt Disable flags to AC mask 
Multiply AC1 by AC2, add ACO, 
result in ACO and AC1 
Place negative ACS in ACD, 
Sei secarry H12¢ base 
NEG but complement CRY 1s base 
NEGC with rotate left 
NEGC with rotate right 
NEGC with swap halves of result 
NEG with rotate left 
NEG but 11S base for carry bit 
NEGO with rotate left 
NEGO with rotate right 
NEGO with swap halves of result 
NEG with rotate right 
NEG with swap halves of result 
NEG but 0 1S base for carry bit 
NEGZ with rotate left 
NEGZ with rotate right 
NEGZ with swap halves of result 
No operation | 


Clear device 


Reproduced from 
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ASSEMBLY MACHINE 


MNEMONIC CODE 


COMMENTS 


NIOP 060300 Send pulse to device 

NIOS 060100 Start device 

READS 060477 Read console data switches into AC 

SBN 000007 Skip if carry and result are zero 
appended to arithmetic and 
Logical thstructions 

SEZ 000006 Skip if carry or result are zero 
appended to arithmetic and 
Tog@eas Listructions 

SKP CoogOleesikups add 1 to PC 
appended to arithmetic and 
egreal 2HStruceLons 

SKPBN 063400 Skip if Busy is 1 

SKPBZ 063500 Skip if Busy is 0 

SKPDN 063600 Skip if Done is 1 

SKPDZ We37000 Skip 12 Done is 0 

SNC OGOOQ03S Skip 2£ carry bit is 1 
appended to arithmetic and 
logical instructions 

SNR 000005 Skip if result is nonzero 
appended to arithmetic and 
logical 2uSseruct2ons 

S.A 040000 Store AC in location E 

SUB 102400 Subtract ACS from ACD, result in ACD 


carry bit based on CRY 


(© Data General Corporation 1972. Reproduced from 
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ASSEMBLY 


MACHINE 


MNEMONIC CODE 


SUBC 102460 
SUBCL 102560 
SuUBCR 102560 
SUBCS 102760 
SUBL 102500 
SUBO 102440 
SUBOL 102540 
SU BOR 102640 
SUBOS 102740 
SUBR 102600 
SUBS 102700 
SU BZ 102420 
SUBZL 102520 
SUBZR 102620 
SUBZS 102720 
SZC 000002 
SZR 000004 
i 002000 
? 000010 
iret . 

(O Data General 
INTRODUCTION 


permission of Data General Corporation, Southboro, 
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COMMENTS 





SUB but complement CRY is base 
SUBC with rotate left 
SUBC with rotate right 
SUBC with swap halves or result 
SUB with rotate left 
SUB OUte Ira Ss base £Or carry bit 
SUBO with rotate left 
SUBO with rotate right 
SUBO with swap halves of result 
SUsewreh rotate right 
SUB with swap,halves of result 
SUB Saute) 1S base £OE Carry bit 
SUBZ with rotate left 
SUBZ with rotate right 
SUBZ with swap halves of result 
Skip if carry 1s 0 
appended to arithmetic and 
MOGueca eI nsSteuctr1ons 
Skip if result is 0 
appended to arithmetic and 
logical instructions 
Indirect addressing 


Inhibit carry and result loading 


Corporation 1972. 
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APPENDIX N 


PNSLROCTION EXECUTION FINES 


When twcec numbers are given, the one at the left of the 
Slash is the time for an isolated transfer, the one at the 
Tight is the minimum time between consecutive transfers. 


Times are in microseconds. 


INSTRUCTION TIME 
POA, STA l<<c6 
foo, DSZ 1.8 
vive, JSR 0.8 
Indirect addressing add 0.8 
Autoindexing add Ore 
Som, NEG, INC Oreo > 
ADC, SUB, ADD, AND Q0.8* 
*If skip occures add Om 
I/O input (except INTA) 2. ot 
oro, 1/0 output Ces 
#S, C, or P add 0.6 
I/O skips 1.4% 
INTA ieee 
nor, DIV 8.8 
Unsuccessful 1.6 
Interrupt with multiply/divide 10.6 
Without multiply/divide 4.6 
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Data Channel 


mipuct, Output 2.0 
Increment Zee 
Latency a0 
High speed channel 
input 0.8 
Output O26/1.0 
Increment 12071..2 
Latency 
With I/0 6 
Without I/0 220 
ae t. 2} 
(© Data General Corporation 172: Reproduced from 


INTRODUCTION TO PROGRAMMING THE youn” COMPUTERS by 


Se eS SS SS SSS SS SS SS — eae os ae aD apes ee eee ae 


permission of Data General Corporation, Southboro, MA) 


142 





RPP ou Leo 


I/O DEVICE CODES AND MNEMONICS 


DEViICS PRIORITY 

CODE MNEMONIC MASK DEVICE 

00 Se -- Power Fail 

01 MDV a Multiply/Divide 

OZ MM PU == Memorvy Management and 


Protection Unit 


02 MADO = Memory Allocation 

03 MAP1 ed and 

O04 MAP2 == PeOrcc cron 

Q5 

06 HEAT 12 Multiprocessor adapter 
transmitter 

07 MCAR V2 Multiprocessor adapter 
receiver 

10 co T 14 Teletype input 

11 © 15 Teletype output 

eZ PTR 14 Paper tape reader 

13 PTP 13 Paper tape punch 

14 Pen C is Real time clock option 

15 Pit AZ Incremental plotter 

16 SDR 10 Card reader 

17 LPT 12 Line printer 


oO a Soe ee =e eS i i ee ae 


Semporation, Southboro, MA) 
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DEVICE PRIORITY 


CODE HNEMONTC MASK DEVICES 

20 DSK 09 Fixed head disk 

Z| ADCYV 083 A/D converter 

Z2 MTA 10 Magnetic tape 

23 DACV a D/A converter 

2 DCM 00 Data communications mux. 
ZS 

26 

27 

30 QTY 14 Asynchronous hardware mux. 
31 IBM1 13 IBM 360/370 interzZace 
BZ IBM2 13 IBM 360/370 interface 
53 DKP 07 Moving head disc 

34 GS 10 Cassette tape 

34 MX 1 10 Multiline asynchronous 
35 mee i eourtnolier 

36 iP 3 06 Interprocessor bus 

37 iy Tt 06 IPB watchdog timer 

40 DPI 08 IpB full-duplex input 
41 DPO 08 PPB erull=dup lex output 
42 DIO 07 DGat di 2/0 

4 3 DIOT 06 Digital I/O timer 

uy MXM 12 MX1/2 modem control 

45 

46 MCAT WZ Second MCAT 

47 MCAR1 ve Second MCAR 


@) 
(© Data General Corporation 1975. Reproduced from NOVA AND 
ECLIPSE LINE COMPUTERS by permission of Data General 


Corporation, Southboro, MA) 


144 





DEVICE 


CODE 


50 
51 
52 
DS 
54 
> 
56 
> / 
60 
61 
62 
63 
64 
65 
66 
67 
70 
71 
v2 
3 
74 
5 
74 
75 
76 
77 


mrert. 


(CE) Data General Corporation 1975. 
BELIPSE 


MNEMONIC MASK 


a eB ae Ee See Ge See SS 


eee Lt 
poo 
PTR1 
PTP1 
Bo Ct 
Pie | 
CDR1 
LPT1 
DSK 1 


ADCV1 


MTA1 


DACV1 


FPU1 
FP U2 
FPU4 


Ory | 


DKP1 


FPO 
FP U2 
FPU 
CPU 


6 ] 


LINE 


Corporation, 


PRIORITY 


14 
15 
11 
13 
13 
12 
10 
12 
09 
08 
10 


05 
05 
05 


14 
13 
13 
O7 
11 
11 
O05 
O05 
O5 


Second 
Second 
Second 
Second 
Second 
Second 
Second 
Second 
Second 
Second 
Second 


Second 


Ror 


neD 


LPT 
DSK 
ADCV 
ATA 
DACV 


Alternate location 


Or 


floating point 


Second 
Second 
Second 
Second 
Second 
Second 


OL 


or 
feet 
IBM2 
DKXP 
MX 1 
MX2 


Floating 


Point 


Central processor and 


console functions 


> ee ae ee 
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APPENDIX P 


AG bene DE 
EVEN 7~-BiIT 
Pa. = OCTAL 
BIT CODE CHARACTER COMMENTS 
0 000 NUL Null, tape feed, CTRL shift P 
1 001 SOH Start heading or message, CTRL A 
1 002 STX Start text or end of address, CTRL B 
0 003 ETX End text or message, CTRL C 
1 004 EOT End transmission, CTRL D 
0 005 ENQ Enquire identification, CTRL E 
0 006 ACK Acknowledge, RY, CTRL F 
1 007 Betenang bell, CIRL G 
1 010 BS Backspace, CTRL H 
0 011 PieeHOrtZontal tab, CTRL I 
0 012 LF Line feed, CTRL J 
1 013 View veGbtr1cal, tab, CERL kK 
0 O14 FF Form feed, new page, CTRL L 
1 015 CR Carriage return, CTRL &M 
1 016 SGmesutte Lipbon to ved, CLrRE N 
0 017 Serotec Lbbpon to black, CP rie. O 
1 020 DLE CTRL P | 
0 021 Pew Ccrrh 9 
0 022 DEEZ CURL R 


( Data General Corporation 1972. Reproduced from 
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EVEN 7-BIT 
PAR. OCTAL 
PIT CODE 


023 
024 
025 
026 
027 
030 
031 
032 
033 
034 
035 
036 
037 
040 
041 
042 
043 
O44 
04s 
O46 
047 
050 
051 
052 
053 
054 
055 


Oo = © = = CO OO «=. = © = © CO =a = © CO = CO =@2 =| COC CO Saya a2 = 


CHARACTER COMMENTS 

HeSsecIRL Ss 

DC4Y CTRL T 

WARK PEE LOL, CIRL U 

SINT CLR EL. ¥ 

Pieeenaror DLOCK, CTRL W 

CAN Cancel, CTRL X 

Ea ice Y, 

Sib CLR i 2 

ESGurscape, Cri Shift K 

Poa he separator, CIRE shift 1 
GS Group separator, CTRL shift wM 
Rowpekeecord separator, CTRL shift N 
USC rn lL shLrt 0 

SE pd ce 

: 

" 

4 

3 

% 

& Ampersand 

1 


Apostropne, accent acute 


(© Data General Corporation 1972. Reproduced fron 
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EVEN 7-BIT 
PAR. OCTAL 
BIT CODE CHARACTER COMMENTS 


a = gE ce a i 8S wee a 


056 
057 
060 
061 
062 
063 
064 
065 
066 
007 
070 
071 
OW 2 
073 
O74 
Q75 
076 
077 
100 
101 
102 
103 
104 
105 
106 
707 
110 


in & tse NW 235%. 


NN ee wo ao vy do 


oOo Oo ef ow CO wn CU OlCUMUlmlUCcl!lCOUlUlCUCcCNle!lLlUMGODlLUlUlelCUCClUlCOFCl let ical icc tllC Ol lat eae aesiC 
) V 


monwtimyoendnw YF ®& 
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EVEN 7-BIT 
PAR. OCTAL | 
BIT CODE CHARACTER COMMENTS 


111 a 
112 J 
is K 
114 L 
115 M 
116 N 
117 O 
120 P 
121 Q 
22 R 
123 S 
124 a 
t 25 U 
126 V 
in 7 W 
130 X 
3) ve 
132 Z 
133 [ Smit. ik 

134 Sia tt 

135 ] Shiau so 

T36 | Up arrow 

137 = Rack arrow 
140 : Accent grave 
141 

142 

143 


OO =a ao OO COS ao © ai CFO 2° 2a © COC = © SS" Oa O76 es. oe 


(© Data General Corporation 1972. Reproduced from 
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EVEN 7-~BIT 
PAR. OCTAL 
BIT CODE CHARACTER COMMENTS 


144 d 
145 
146 
147 
150 
151 
152 
153 
154 
155 
156 
157 
160 
161 
162 
163 
164 
165 
166 
167 
170 
171 
172 
173 
174 
75 
176 = Special symbol 


(D 


an N “S &M £ << F&F te VN AH WMAtwwe OO FSF BF we HF & AQ Fh 


Co CO =e OO =; lleatlCUCOClCOSF eke et ic les (sacl aS tC Clalit a kee ii OCS 
Ramya 


(©) Data General Corporation 1972. Reproduced from 
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EVEN 7-BIT 
PAR. OCTAL 
BIT CODE CHARACTER COMMENTS 


aes a ee a ae 


1 177 DEL Delete, rub out 


~ --- REPT Repeats any other key while held 
- --- LOC LF Local line feed _ 

~ -——- LOC CR Local carriage return 

= --- BREAK Continuous null string 


= i HERES Null string 

{Ref. 2] 

(© Data General Corporation 1972. Reproduced from 
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APPENDIX Q 


ERROR CODES 


A. CORE IMAGE LOADER/SWRITER ERRORS 


The loader/writer will .type *ERR with a code in ACO. 
The following list describes the error condition indicated 


by a one in the status word bit position. [{Refs. 12 and 13] 


IT MEANING 


1 Data late 

3 Illegai command 

5 [fateral parElty error in a word 

6 Addressed tape 1s beyond the EOT marker 
8 Addressed tape iS at load point 


10 Bad tape 
ls Unit is write locked 
14 Odd number of bytes detected 


(© Data General Corporation oy: Reproduced from MTHE 
Bee ALONE OPERATING SYSTEM by permission of Data General 


a ae Oe PS eee ee cee ee ee 


Poemporaction, Southboro, MA) 
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ee) CLI ERRORS 


Pare NON-EXISTENT 
Attempt to load or save an 
lilegal cassette file. 
ILLEGAL FILE NAME 
Attempt to rewind or make a 


save file on a non-existent 


unit 
PHASE ERROR EITQLOrsS in 
CHECKSUM ERROR saving a 
i leer 


NOT ENOUGH ARGUMENTS 
ILLEGAL COMMAND FOR DEVICE 
DevaecE IS READ PROTECTED 
feeer. 12 | 


(© Data General Corporation 1973. Reproduced from THE 


STAND-ALONE OPERATING SYSFEM by permission of Data General 
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mee EDIT ERRORS 


RROR MESSAGE MEANING 


eee ae ee 


BUPFER CAPACITY EXCEEDED DURING COMMAND INPUT. COMMAND [IS 
TERMINATED AND BEING EXECUTED. 
Command string exceeds 
capacity of edit buffer. 
Bier eR IS FULL =~ CANNOT DO A 
Attempting to append a page 
when the buffer is full. 
Paeeeeme £S FULL ~- ¥ OR A INPUT TERMINATED. 
During a read, buffer capacity 
has been exceeded. A partial 
page has been read in. 
P@eeCcAN'T BE USED FOR INPUT 
Attempt to read a read- 
protected file. 
feeeorGCAN'T BE USED FOR OUTPUT 
Attempt to write a write- 
protected file. 
ILLEGAL FILE NAME 
File name does not conform to 
a legal file name. 


MACRO ERROR Undefined or reursive macro. 


® 


OVA 


(©) Data General Corporation 1969. Reproduced fron 
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-~ 


ERROR 


Ewe ow eee eee ee 


MESSAGE MEANING 


ae eee SS 


NO OUTPUT FILE Attempt to issue output 
command without first opening 
an output file. 

NO SUCH FILE Attempt to specify an input 
file which doesn't exist. 

OUTPUT ALREADY ACTIVE 

Attempt to get for writing an 
output file which has not been 
closed, and is still active. 

PARITY ERROR IN LINE n 

Read parity error in line n. 
Bad character replaced by|. 
STR NOT FOUND Unsuccessful string search. 
2??ccmmand string 
Tllegal edit command. 
{Refs. 14 and 15] 


® 


(© Data Generali Corporation 1969. Reproduced from NOVA 
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D. ASM ERRORS 


wee ce 2 SS See 


ERROR MESSAGE MEANING 


NO.END No .END statement 
I/O ERROR nn hn is the error code 
1 Illegal file name 
v7 Read~-protected file 
10 Write-protected file 
12 Non-existent file 
{Ref. 12] 


© Data Generali Corporation 1973. Reproduced from THE 
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eee RLDR ERRORS 





Mo GaNPUT FILE SPECIFIED. 
NO SAVE FILE SPECIFIED. 
No core image output device 
has been specified with /S. 
sev FILE IS READ/SWRITE PROTECTED. 
The save file must pernit 
both reading and writing. 
(cassette only) 
iyo SRROKR nn See ASM errors. 
(Ref. 12] 


© Data General Corporation 1973. Reproduced from THE 
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PreeeGFt& ERRORS 


ERROR MESSAGE MEANING 


—— jt tae = a aE 


M The same first 5 characters 
in two or more entry symbals. 
An undefined external entry. 
An externai entry defined 
before its reference. 
feebGAL KEY: xey 
Indicated letter is not legal. 
SemercH ERROR: u 
Indicated file use 1s not 
permitted with this operation. 
TOO MANY ARGUMENTS IN COMMAND LINE 
The 200 character command line 
buffer 1s exceeded. 
NO INPUT FILE? This operation requires an 
input file. 
NO OUTPUT FILE?This operation requires an 
output file. 
mom CONDITION IN INPUT FILEs inputfile 
Incorrect device mnemonic. 
ERROR CONDITION IN OUTPUT FILE: outputfile 
Incorrect device mnemonic. 
ERROR CONDITION IN UPDATE FILE: updatefile 
Incorrect device mnemonic. 
Poon CONDITION IN LISTING FILE: listingfile 


Incorrect device mnemonic. 
(© Data General Corporation 1972. Reproduced from LIBRARY 


Bebe SDITOR by permission of Data General Corporation, 
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SrsckSsumM ERROR IN LOGICAL RECORD: record£file 
Bad paper tape. 
CHECKSUM ERROR IN UPDATE FILE: updatefile 
Bad paper tape. 
BLOCK ERROR IN UPDATE FILE: updatefile 
Improper input block format. 
BLOCK ERRCR IN LOGICAL RECORD: inputfile 
Improper Logical Record format. 
LOGICAL RECORD NOT RECOVERABLE: recordfile 
Different file types cannot be 
input from the same device. 
MeOATE FILE NOT FOUND FOR L.R: logicalfile 
R command requires both an 
Update and a Logical Record 
file to be specified. 
meeOL TABLE OVERFLOW 
I command has insufficient 
memory space available. 
PieseBCT&AD ERROR FROM SYSTEM 
Hardware malfunction. 
LOGICAL RECORD NOT FOUND: recordfile 
MemokotiNG FILE: DEFAULT LISTING ON TTO 
fRef. 16 } 


(© Data General Corporation 1972. Reproduced from. LIBRARY 
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G. SYSG ERRORS 


=< —— ee ee ee ee ee 


NOT ENOUGH ARGUMENTS 

murPur FLLE WRITE PROTECTED, FILE: filename 

MOMPOULTPUTFILE SPECIFIED 

ILLEGAL SYMBOL NAME: symbol 
Invalid character in command 
dine. 

mere DOES NOT EXIST, FILE: filename 

Pee PECTED SYSTEN ERROR 
Computer halts with systen 
SEror Code in AC2. 

{Refs. 12 and 13] 


(© Data General Corporation 1973. Reproduced from THE 
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fem otSLTEN ERRORS 


A system error. results in a computer halt with a code in 


AC2 that is interpreted as follows: 


CODE MEANING 
O-Illegal channel number 
1-Illegal file name 
2-Illegal system ccmmand 
3-Illegal command for device 
4-Not a saved file 
5-Attempted to write an existent file 
6-End of file 
7-Read protected file 
10-Write protected file 
11-Attempt to create an existent file 
12-~Non-existent file 
13-Attempt to alter a permanent file 
14-Attributes protected 
15-File nct opened 
21-Attempt to use a UFIT already in use 
22-Line limit exceeded 
23-Attempt to restore a2 non-existent image 
24-Parity error on read line 
25-Trying to push too many levels 
26-Not enough memory available 


27-Out of file space 
(© Data General Corporation 1973. Reproduced from THE 
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CODE MEANING 
30-File read error 
31-Unit not prperly selected 
32-Illegal starting address 
33-Attempt to read into system area 
35-Files specified on different directories 
36-Illegal device name 
37-Illeyai overiay number 
4O0-ITlleygai overlay file attribute 
4Y1-User set time error 
42-Out of TCB's 
43-Signal to busy address 
44—-Sguash file error _ 
45-Device already in systen 
46~-Insufficient coatiguous blocks 
Y7-Quantity error 
50-Error in user task queue table 
100-Not enough arguments 
101-Iilegal attribute 
102-No debug address 
103-No continuation address 
104-No starting address 
105-Checksum error 
106-No source fiie specified 
107-Not a command 
miO-Tilegal block type 
111-No files match specifier 
112-Phase error 
113-Too many arguments 

{ Refs. 12 and 13] 


(© Data General Corporation 1973. Reproduced from THE 
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APPENDIX 7K 


TELETYPE OUTPUT EXAMPLE PROGRAM CREATION 


Pee iO EXASFLE PROGRAM SOURCE LISTING 


#032 
*GRCT1:03$$ 


PRT gets Mee FE Ae Ae AS 26 Ae SK OK AK Oe he Ae 2K ae IE aR A He WE Ae Ae He OK aie He Ae Ae ae AK Se Ee Oe aE He oe EK KK 


e 
9 


; TTO EXAMFLE FROGRAM 


e 


;PROGRAM FOR TTY 
Seen aENATED BY A 


; f£X AMPLE: 
: Buc A 
: meee fs 


Se 


Sumrur OF OA PACKED? SUrrER, 
ZERO WORD. 


WORD CHARACTER 
1 Zl 
2 4,3 
3 0,0 


6K FR A AE A CK ie A 2 ie ie CC CC ie RE 2 2 ee 2 eK EE 2 fe 2 2 aie Ok a aie 2 Ke ie 2 2K 


ele I 
~ ENT 
» NREL 
PLO EX ; LDA 
LOOP: LDA 
MOV # 
HALT 
JMP 
DOAS 


TTOEX 
TTOEX 


Spe owe 2, SABLE SPOLN TER 

0,0,3 ;PASS PARAMETER TO ACO 

OO, sun CRECK FORSTER MENATEZON CODE 
;WAIT UNTIL AVAILABLE 

amt 

O,I1G ,OU LT PULMRIGHi=UOSsT CHARACTER 
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MOVS 
SKP BZ 
ie 
DOAS 
INC 
J MP 
BUFFER: ane 
Eur ; BUF ER 
- END 
S$ 
*GWCT1:03$ 
*BSPSGCSS$ 
*HSS 
t 


0,0 sodnt CHARACTERS 


TTO sWALT UNTIL AVAILABLE 
| 

Q,TTO ;2ND CHARACTER 

oF ;NEXT BUFFER ADDRESS 
LOOP ;NEXT WORD 


'<015><012>CONGRATULATIONS! 
<015><012><040><040>YOU<040> 
HAVE<04 0>COMPLETED<04 0> 
YOUR<O4O>FIRST<040> PROGRAM 
<O4O>CREATION.<000><000>! 


TTOEX 


164 





Bee flO EXAMPLE PROGRAM ASSEMBLER OUTPUT 


#033 
moe | CT 13:0 CTO:0/B S$TTO/L 


PROGRAM IS RELOCATABLE 


OOO1 ITOEX 


A RC A 2K i RC Ce a CC RO OK OK ROK OK KK KKK 
eee ExXeUP Le PRCGRAaN 

* 

Pe ROGRANSEOR ITY OUTPUT OF Sa PACKED BUEIER, 
;TORMINATED BY A ZERO WORD. 


: EXAMPLE: WORD CHARACTER 
: Buln s 1 Ze 
: Z 4,3 
; Peat: 3 O.0 


ak MR HK RK KK RK eK KK KKK KK KKK EK 


oftheir TIOEX 


~ENT TTOEX 
~NREL 
Oooo? 034465 TTOEX: LDA 3,PBUF ;TABLE POINTER 
00001'021400 LOOP: LDA 080,3 ;PASS PARAMETER TO 
;ACQ 
000024101015 MOV # O7,U,ONE .eCHEek FOR 
sTERMINATION CODE 
00003'063077 HALT > TERMINATE 
00004! 063511 SKPBZ T TO ;WALT UNTIL AVAILABLE 
00005'000777 JMP aura 
00006'061711 DOAS 0,TTO ;OUTPUT RIGHT-MOST 


Res 





00007' 101300 
00010'063511 
00011'000777 
00012'061111 
00013! 175400 
000141000765 


00015'005015 
00016'047503 
00017' 043516 
00026'040522 
00021'052524 
00022'040514 
00023'044524 
00024'047117 
mee 25'020523 
000261004471 
000271005015 
00030'020040 
00031°047531 
Oe 2'020125 
0Q0033'004411 
000344040510 
00035' 042526 
00036'04 1440 
00037' 046517 
G0040'046120 
00041'0Q52105 
00042'042105 
COO4UZ*'OO44UD 
000449054411 
pee s5'05 2517 
00046'020122 
00047' 044506 
00050'051522 


CHARACTER 


MOVS 0,0 >; WAP CHARACTERS 
SKPBZ tT TO ;WAIT UNTIL AVAILABLE 
JMP fa 
DOAS 07220 ;2ND CHARACTER 
INC 353 Nee SUPPER ADDRESS 
J MP LOOP ;NEXT WORD 

Biel nh eek aL '<015><012>CONGRATULATIONS! 


<0 15><012><040><040 >YOU<040> 


HAVE<O4YO>COMPLETED<040> 


YOUR<O4OSFIRST<O40> PROGRAM 





000519020124 
wG052'051120 


Q002 TTOEX 

00053'043517 

00054' 040522 

000551004515 <OUO>CREATION.<000><000>! 
00056'020011 

00057'051103 

00060'040505 

00061'044524 

00062'047117 

00063'000056 

00064! 000000 

meeoo*O00015' PBUF: BUFER 

000000 ° - END TTOEX 


0003 TTOEX 
BUFER 000015! 
LOOP 000001! 
PBUF 0000655 
DaOEX 000000! 


ASM 
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C. TTO EXAMFLE PROGRAM RLDR OUTPUT 


#034 
fee CL1:0 CTO:3O0/S STTO/L 
TTOEX 
NMAX 000526 
ZMAX 000050 
es 45 
ES. 
Sot 


TTOEX 000440 


OK 


Ds H1Oo EXAMPLE PROGRAM EXECUTION 
# 0:0 


CONGRATULATICNS! 
mOUNHAVE COMPLETED YOUR FIRST PROGRAM CREATION. 
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eee =ADCOD 


008200 °996433 


08901°900035' 


08082 'G23534 
690903°@63121 
00084'°963621 
8990905 'O0O3777 
60986°O66421 
90007'°O39421 
OO0190'S@71111 
QGOG1t1i*Sd636l1 
90912'°OOST77 
BIAGIZ*AZHA4LS 
GOO14°AT71111 
O099015'°363611 
OBOAL6*BAATTT 
ABALT*G2S4lS 
99020'°AKH6412 
Q9OG21*963G7T 
BAY22*DABTED 
ABG23°9S4514 
O00024°G@61111 
NO025'H6361 1 
AAB?E'ABOATT7 
00027'°AB2513 
99939 '"ABAAIS 
ADASL*'AABDIC 
9993e2C°177777 
APAOS3°LTIT7TT 


ABAZBA*ABAA][]ZB°LSTUEPs 


Ao ENDiLxX. Ss 


ASSORTED PROGRAMS 


3K KK OK EK OK ee eR Ke Oe KK KK KK KKK KKK KK 


3 
3 
3 
3 SIGNAL IS CONVERTED AND TYPED 
3 BY ACTUATING THE CPU SWITCH 
3 "CONTINUE’ 
3 LIMITS: +#/7- 10-24 VOLTS 
5 
s 11 JCTOBER 1976,sGDR 
3 
‘Zee SSESES SES ESS SESE ESSSELS SSS ELSES SESE SLES SESS ESS ES ES ® | 
eTITL ADCOD 
e ENT ADCOD 
e EXTN BIOAsTYPE 
eNREL 
ADCODs: SR @LTYPE 
PRO MT 
ADCO1: LDA Q@sZERO sCH G6 IN AC BZ 
DOCS Os2l sSTART A/D SAMPLE 
SKPDN 21 sWAITT FIR COMPLETION 
JMP el 
DIC Ls2l 3LIAD DIGITAL DATA 
LDA 2,CR 3USE NEW LINE EACY S4MPLE 
DOAS 2sTTO 
SKPDN VFO 
IMP e-l 
LDA CeoliFk 
DOAS 2a VA 
SKPDMN TTO 
JMP eo |i 
LDA AsLSTUF sPARAMETER FIR BIJDA 
ios @LeBIOA 
HALT SRESTART 8Y CONSILE 
IMP ADC 1 sSWETCH ‘CONTINUE ° 
SUF: STA SeRSTUPF 3SAVE RETURN 
DIAS AsTTI 3 JUTPUT DATA 
Sine DN TT9 
ON e-! 
AR @ARSTUF sRETURN 
i s Oo 
LF: D1) 
ee) 2 MPA 
elie * fee 
Soler 
PR AL : ae ee oe Nie le i AIS Ie eA 


A/D CODE TEST 


PROCEDURE: CONNECT ANALOG SIGNAL ON CH @ 
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36035'°805A15 
93036'd927501 
33937° 329134 
999439 '°B47T503 
39841°942534 
BID4L2"'*9AL AAD 
99943°844103 
03044'GG4517 
30345'GG6411 
03046'S50912 
30847'@4AT522 


80058 '842503 
OYUO51"TS2504 


99952 °942522 
93953 'O@d64T2 
OBOS4'GG4412 
90055°O4l 411 
O00356°G@A7117 
909057'°O42516 
900060 °952143 
3O961°BAB4AD 
0603962 °840516 
0232963°O@47514 
090064°O20107 
@9065'G947523 
98866'@51125 
86967 9425083 
96376 °8904440 
9@0071°9O952011 
98072 °G26117 
06073 °6@44193 
99B7T4°99D6464 
G997T5'G@46G1e 
09076°O@46511 
Q9077T*OS2111 
99199°935123 
GO101°AdD4A44B 
00J102°825411 
99193'O26457 
89104°G39¢061 
60105°931956 
991906°O539064 
ABLAT*O@ASGIS 
AO113a"°A42516 
Wo  O20127 
9039112°A4A523 
ABLIS*ASAIL1S 
09114°842514 
99115°O94411 
ADI1L6°941449 
foe? 6929131 
BD120"A47593 
Doel AS51514 


<815><@12>PRICEDURE: <915><912> 


CINNECT <G 43> ANAL) G<440> SOURCE<9 49> 


19 <9 49> CHO<915><012>LIMITS: <G@49> 


#/-10¢24V<915><G12>NEW<) 44>SAMPLE 


<A40> BY <9 49> CONSOLE<9 49> 5 WITC4A<149> 
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03122°846117 
99123°0@20135 
00124°853523 
49125°052111 
88126°8441393 
80127 'G@B444B 
GG130°O941411 
08131°G47T117 
08132°O@44524 
80133°952516 
99134°936595 
90135'°S99001e 


09136°O@00090 ZERO: 
00137°O@98V008 RSTUF: 
8989008" 


CONTINUE<@15><@12>° 


0 
3 
*END ADCOD 


ae 





Ee, SIOA 


94989 '949425 
80081 °854421 
46692°152621 
J08003°14641 
08004 °320429 
638905'1401400 
493996' 146533 
IBUBT*AADATT4S 


3d910°8590413 
984411°336414 
GIb1I2?*439411 
8GO13° 151220 


9DJO14° 151224 
04015°151224 
39016°Y 39766 


KRKEK KR KK EK EK KK KKK RK KK KK RRR KK KEK KKK KKK KKK EME 
SUBROUTINE BI9A 


DATA GENERAL BIND.SR 
MOD Per EO Pos NPS Usk 


493-YWIID3C-G1 


BINARY TO) IJCTAL ASCII CONVERT 
CONVERTS A 16-B8IT BINARY WORD TO AN 
CHARACTER STRING 
LVNPUT USER RIUTINE IN ACG 
BINARY NUMBER IN AC] 
QUTPUT:ASCII CHARACTER STRING, TERMINATED By 
NULL CHARACTER 
CHARACTERS PASSED RIGHT ADJUSTED 
_7T9 THE USER ROUTINE WHOSE ADDRESS 
MUST BE STIRED IN aca 
STRING OF FORM: 
JOO009 (NULL) 
WHERE "O'S"? REPRESENT OCTAL DIGITS 
CALLING SEQUENCE: 


we we we we we we we ws We we 


OCTAL 


‘wes we we We we we we we Ve We we we wo Wwe Wwe 


~EXTN  BIOA 
JSR @LBIDA 
RETURN 
3LBIOA: BIOA 
> KKK KEK KK EK KKK KKK EK EK EK KK KKK KK KX 
~TITL BIOA 
oENT BIQA 
oNREL 
BIOA: STA BseEF4@ $LIVX USER ROUTINE 
STA 35+EFQ3 3SAVE RETURN 
SUBZR 252,SKP 3 188088 TO AC2 
-EF99: SUB 251+SKP 3 DECREASE CURRENT DIGIT 
-EF983:UDA @,-EF29 IAG era 57 
INC G53 3 FORM ASCII JUTPUT DIGIT 
SUBZL¥ 251,SVC3s - IMPLIES DIGIT COMPLETE 
JMP .EF99 + NOT DONE, SUBTRACT 1 FR)4 


3 CURRENT DIGIT 


STA 25-EF133 
JSR @-EF4@ 3 
LDA Sse EF1IO3 
MOVZR 232 


we we 


MOVZR 2522 


MOVZR 2925SZR 


JYP .EFOX 


oi 


SAVE SUBTRACT CINSTANT 

PUT JUT A DIGIT 

RESTIRE SUBTRACT CONSTANT 
ool aN FOR NEXT JCTAL 
DIGIT 


oe ke 


3 NIT DINE 





ot 7? | 43) 4) 
AAVWE A JIN AIDS 
JODI2 1° 342 4A1 
BIDS? PAVIA 
YOGG23°G8O0IIG0 


BIB2A4°* AO905T7 
I0025'IIUIN)A 


wee OLY PE 


000906 '954421 
00061'83548d 
G9882'G2140G 
SO0883'°101015 
QBOd4'"ISB412 
92095'@63511 
BBOG6'OB8T7TT 
00067°O61111 
948190°101380 
08011°863511 
GOd1l2°SUBTTT 
06013'°861111 
00614°175480 
08015'J30765 


48016°834493 
96017°175450 
30020 °'GV1406 
83921 °8HOG0G 


yy ei A 
JSR 2.eFagg3 PUT UT VULL CHARACTER 
JAP @ecRF9GF RETURN 
Peete 0) 3 SAVE RETURN 
eEF IID: WV )  oOVEoOe Coli) Funke Ue pA Ae T 
eo Sra 
eEF2O: 57 peASCI IT CAQINST ANT 
“EF 40: V9 sUSER RIUTINE LINKAGE 
~ END SINSERTED 17 SEPT 76 


Ae HR OK 5K OE KK OK KK KK EK KKK OK KOK KK KE KK K: 


SUBRIUTINE TYPE 


we we wo we 


sGLOBAL SUBROUTINE FOR TTY OUTPUT OF A PACKED 
s;BUFFERs TERMINATED BY A ZERO WIRD.BUFFER 
SSTART ADDRESS PASSED AS ARGUMENT. 


3 EXAMPLE? WIRD CHARACTER 

5 BUFFERS 1 ae 

3 2 4,3 

3 TERM: 3 059 

sCALL SEQUENCE 

; e EXTN i Yele e 

5 ece 

3 JSR @LTYPE 

3 BUFFER 

3 eoe 

stir ee: TYPE 

3 

> KR KK KK EK KK KK KKK KKK KK KE KK KKK KEK KK KKK KK X 
eTITL TYPE 
e ENT TYPE 
eNREL 

LYRE: STA SesLINK sSAVE RETURN 
LDA 399s3 sTABLE POINTER 

LOOP: LDA $2053 sPASS PARAMETER TO Ad 
MOV# Os@sSNR sCHECK FOR TERMINATION 
JMP TYPEX 3 TERMINATE 
SKPBZ TT sWAIT UNTIL AVAILABLE 
JIMP o~] 
DOAS Q,»sTTO sOUTPUT RIGHT-MOST CHAR 
MOVS O50 3SWAP CHARACTERS 
SKPBZ TTO sWAIT UNTIL AVAILABLE 
JMP el 
DOAS 8»TTO 32ND CHARACTER 
INC 323 sNEXT BUFFER ADDRESS 
JMP EQOu sSNEXT WORD 

3 

TYPEX: LDA Sa LINK 
INC 323 
JMP O53 

LINK: 6 
e END 





me CADO 


J60080-8060907-CADO: 
08001-8000 19- 
08642-0202 61-CADOl1: 


80003-06312 1 
84804-86362 1 


69865-000004- 
3906806-600002- 
S6O6OGT-1 77777 LTYPES 


30010-005015 
36811-027501 
3@012-828104 
J0813-848503 
30814-84451 4 
39015-85112 
39816-4852 141 
30817-OA7511 
1@G920-8G4516 
1@021-006411 
OB22-8580012 
19823-847522 


1962 4-042503 © 


19025-852504 
1@B26-042522 
16G27-B06472 
168380-804412 


JERR KEK KK EK KKK KR RK KK KOR KEKE KREME EK KK KEK KK 


we we we we we wee wo we 


wo we Wwe we 


3 
5 
3 
3 
5 


ROUTINE CADO 


FOR CALIBRATION OF THE A/D CONVERTER 
BY ANALOG INPUT TO CHANNEL ZERO AND 
MONITORING SPECIFIC BIT OUTPUTS ON 
OSCILLOSCOPE 


AN 


LOGIC LEVELS: les 


Ji= 


2eTV €>2-2V) 
O0-.8V (€<@-2V) 


A TELETYPE MESSAGE REMINDS THE OPERATOR 
OF THE CORRECT PROCEDURE. 


11 OCTOBER 1976sGDR 


eK eK KE KK KE KEK KK KEK EEE EK KK KK EK KEKE KK KK 


eTITL CADO 

e ENT CADO 

e EXTN yee 

eZREL 

JSR @LTYPE 

PROMT 

LDA O»ZERO,0@ 3CH @ IN AC @ 
DOCS 6221 3START A/D CONVERSION 
SKPDN | 3WAIT FOR COMPLETION 

JMP © - } 

JMP CADO 123 sRELOOP 

TY PS 


*<815><@12>A/D<@44> CALIBRATION 


h 


<1 5><@12>PROCEDURE: <d15><012> 


CONNECT <@ 40> ANALO G<@4@6> VOLTAGE 


174 





WSL al att 
Ws2-947117 
§9933-042516 
8603 4-U5210d3 
00935-4d46440 
—$0036-849516 
90037-847514 
60848-3291 37 
80841-047526 
40042-052114 
-90043-843501 
(98044-3804505 
99045-02001 1 
0846-8 47524 
99047-90941 440 
00958-840510 
@9051-847116 
$0052-0646105 
$0053-0300 49 
48054-00441 1 
40855-0454915 
@0056-042523 
00057-820124 
§0860-947526 
-$90061-852114 
40862-84350 1 
90863-823185 
(00864-85218 1 
80065-80441 1 
$0066-026449 
08867-8270 66 
30078-83096 
$0071-832462 
(00072-G66526 
80673-046412 
(00074-G47117 
40875-352111 
408076-051117 
40077-804440 
99180-84641 1 
($6181-341123 
89102-841046 
98183+-8@52111 
09184-95004G 
80185-0471 11 
(83186-83104 
00187-84687 
90110-804442 
(90111-847411 
00112-929116 
$0113-851517 
30114-044543 
00115-046114 








<940> T0<G40> CHANNEL <@40>93 


<915><@12>SET <G@40> VILTAGE<G40>AT 


<8@40> -0-0025V<d01 5><012>MINITOR<@4G> 


4MSB<@40>BIT<@40>PIN<@40>238L<G4G> 


IN<@44>9SCILLISCIPE<815><G@12>ADJUST 


e715 





Pee! S6-351517 
SILLT<“Y47993 
80120-34252 0) 
BI1L2I-BOUSH15 
mA22-9421 31 
OV1I23-d52512 
YJO124-852123 
08125-30441! 
9O126-B47T449 
09127-043106 
901360-d425e3 
08131-020124 
90132-047506 
480133-0e01lee 
GG0134-830965 
00135-004440 


00136-95301 1 
448137-3511945 


@0149-042503 
0@8141-0@52116 
00142-0 42048 
00143-0521e25 
00144-82913! 
60145-8054503 
90146-846163 
98147-904585 
466156-606411 
90151-851012 
90152-851545 
00153-0521905 
60154-80534 40 
60155-@46117 
99156-040524 
00157-942507 
08160-004440 
06161-05201 1 
909162-820117 
08163-930455 
68164-9276 6G 
@8165-0@31462 
06166-69632 467 
80167-086526 
98170-G46412 
08171-047117 
00172-952111 
46173-051117 
60174-00441! 
08175-6460 40 
@8176-841123 
09177-041840 
64209-85211 1 
90201-8500 46 
64202-047111 
486293-03144¢ 


<340> JF RFSET<O 44> FIR<840>53<0 40> 


PERCENT<@ 40> DUTY <@4@>CYCLE 


<815><@12>RESET <G 44> VOLTAGE<GAd> 


T9 <0 40> -14-2375V<G1 5><G12>MONITIR 


<G40> LSB<@4G>BIT<84@G>PIN<@4@4> 34L 


176 





J020 4-046U 64 

39235-904411 <415> <U12> ADJUST <9 49> RAN GE<Q@4Q> 
9206-005015 

JM207T-B42191 

§92180-05251e2 

—690211-952123 

agjel2-051904¢ 

09213-d47191 

99214-842507 

00215-004443 FOR<@40>50<@4¢g> PERCENT<@4@> DUTY 
—6860216-8438011 . 

09217-051117 

80220-G632440 

09221-82080 66 

8222-84252 

$9223-3841522 

80224-H947105 

99225-3239124 

§4226-052504 

J0227-054524 

80239-00441 1 <G@40> CYCLE<@15> <912><Q12=LOGIC 


98231-0841 44¢8 
§0232-441531 


80233-84251 4 
§9234-8805815 
09235-84646 12 
00236-643517 
00237-041511 
00246-00441 1 <040> LEVELS: <940>1=2.7V<g@4u> 
38241-8460 40 
09242-853105 
08243-246145 
00244-935123 
082 245-930440 
08246-831075 
08247-033456 
80250-820126 
00251-8€04411 AND<@ 48> 9=0.8V<@1 5><912>° 
00252-847101 
00253-029104 
$0254-836460 
80255-92706@ 
90256-85339 6a 
00257-885G15 
00260-8000G2 
09261-820009 ZERO: 9 
600000- e END CADO 


dey 








PAC 


18000 '9206424 
§9001*YOUY2T 
10082°AB6422 
30003° 900237 ' 
10804°O36422 
J9085'3O04414 
19066°S63077 
30007 'OB6415 
49910°S0G27S° 
§0011°830414 
§0012°99 4483 
308613 °O63077 
10014'809766 
§0015'°9290411 
40016°1054300 
49017 'S62023 
30028'@71023 
40021 °866823 
$8022 °971023 
$9923'°981400 
§0024°177777 
60025 'G@03777 
19926'88G00G 


88927'°3GSG15 
00839 '9275G4 
J9831'923121 
30632 °9405903 
10833'B44514 


SR ERR RRR RE RK EK RR RK KEKE KKK KE KEK KE KEK KEKE KK EK KK 
? 
3 ROUTINE DAC 


5 

3 FOR'CALIBRATION OF THE D/A CINVERTER 

s BY MONITORING THE APPROPRIATE CHANNELCX OR Y) 
3 WITH A VOLTMETER AND ADJUSTING THE 

3 ZERO POTENTIOMETER FOR THE MINIMUM VALUE AND 
3 THE GAIN POTENTIOMETER FOR THE DESIRED 

3 RANGE AT MAXIMUM VALUE.C10-000 VOLTS) 
5 

3 

3 

3 

3 


A TELETYPE MESSAGE REMINDS THE OPERATOR OF 
THE CORRECT PROCEDURE. 


21 OCTOBER 19765GDR 


RK KK KK KK KOK KK KKK KK RK OK KKK KK KOK KKK KE 
eTITL DAC 


0 ENT DAC 
e EXTN Pee 
eNREL 
DAC: JSr @LTYPE sINTRIDUCTIIN 
INTRO 
MIN: Sis @LTYPE 
ZERO V 
LDA 2sZEROs0 sSDATA 9 IN AC 2 
JSR DAC 1 
HALT sCONTINUE FOR FULL 
MAX: JSR @LTYPE sSCALE CALIBRATION 
TENV 
“LDA 2@sTENs@G@ sDATA 10-@@GV IN AC 2 
JSR DAC} 
HALT sCONTINUE FOR ZERO 
JMP MIN | 5 CALI BRATION 
DAC1: LDA @»ZERO 593 3CH XC=G) IN AC 
INC Os 1 penny G=1) [sb ACs!) 
DOB O223 sSELECT X CHANNEL 
DOA 2223 sOUTPUT X 
DOB 1223 sSELECT Y CHANNEL 
DOA 2223 ,0URPUr, ¥ 
JMP 8x3 3 RETURN 
BarPeE: Tyre 
TEN: QG3777 
ZERO? 8 
INTRO: © TXT "<415><8912>D/7A<G4@> CALI BRATION 


ies 





yIatVOL 1.2 
y35td52101 
136'847511 
437 °BI4916 
n40°OD6411 
q41'850812 
142°9ATS22 
143 °9 42503 
144'952504 
§45°842522 
J46'VO6472 
947°994412 
958°941411 
a51°@47117 
952'342516 
953'°85210493 
954°842040 
955°946526 
456'852049 
857°029117 
168°@44133 
961°804534 
462°820011 
163'9508508 
164°9847111 
165'@3 4123 
166'825525 
poms Ace 7 | 
L See 
171'@49412 
472'9451G4 
373 °@51525 
I74'994524 
J75'8@20011 
176'844103 
77 *@20136 
80°842532 
81°@47522 
82°'95084d 
$3°8@52117 
04°8471905 
83'044524 
06°946517 
87°3S52145 
18°@51145 
11°90441)1 
12°885015 
13°842522 
14*@4252¢8 
15°852181 
16°'@50G49 
17'9@47522 
20°942593 
21°852504 


<JW15><4812>PRICEDURE: <915><Y]2> 


CONNECT <@40>DVM<944>T0<@4@>CHX 


<940> (PINS8U+9L) <O15><G12>ADJUST 


<@40> CHX<940>ZERO <3 4Q>POTENTLILIMETER 


<815><@12>REPEAT <@40>PROCEDURE<3 40> 


Ines 





II 
_—— 


39122 °9425?2 
39123 'O9V4A44 
99124°943911 
BJI2]9'9St1i17 
A9126°341444 
g9127°85S4514 
99130°92404G 
93131°8445290 
93132°951516 
98133 '@52466 
99134'8@33953 
99135'824514 
83136'984411 


@9137'°8O5015 
90140°9525906 


99141°946114 
99142°@51 440 
09143 '°BABSG3 
A0144'V42514 
88145 '844440 
99146'@41411 
98147 '946101 
@0159°D4ii1ii 
03151°94952e2 
@9152°944524 
09153 °O@47117 
02154°8@51444 
89155 *84B524 
@3156'O@S52122 
gaps? °920123 
83168'°O@S4502 
80161 '°8B4440 
98162°6842611 
84163°O@50105 
98164'@4252e 
Q@0165°851523 
06166'847111 
00167 '@20187 
80170 *GATSB3 
08171'G@52116 
68172 °S47111 
90173 °O42525 
99174°G47440 
00175 '°G@290116 
06176°304411 
46177'°S44124 
$9296 '°'9201485 
00201°847583 
88202 *SS1516 
90203 'O46117 
09294'°896505 
802385 °S9ADAle 
$0296'°S@45104 
99207'°951525 


FR <Y449>CHY <i 49> CPINS 6U+ 6L) 


<615><912>FULL<d40> SCALE<34d> 


CALIBRATIIN<d349> STARTS<@4@> BY <0 40> 


DEPRESSING<@ 44> CONT INUE<949>9N<@49> 


THE <@ 40> CINSOLE<@15><@12> ADJUST <@43> 


180 





Boel * Hedi 4 
29211°O@94411 
IIe2l2'I4IN507 
YIJ213°947111 
J9214°950943 
Q0e1S5')52117 
OG216'BATIDS 
00217 °844524 
88226 °846517 
09221'°'852195 
00222°O51105 
40223 '°G20123 
33224°951581 
JO225 '8I 4448 
48226 'G940411 
89227 '958129 
89238 '°847522 
89231'°951120 
04232 °A48511 
09233 °'0V42524 
80234°'966456 
Q9235'G69G1le 
08236 '88G0900 


90237 *885015 
88246 °942101 
98241 °O@5251e2 
60242 '°O852123 
98243 '9556 40 
Q@G244°951105 
46245 '°'8@84517 
08246 '620611 
98247 °G47191 
99258 °9201064 
08251 °847583 
08252 '852116 
469253 '8@47111 
08254°942525 
60255 '3430408 
B0256'B9S1117 
98257 °404411 
86260 'B430490 
28261°S946125 
80262 *O929114 
40263 '°841523 
69264'9461G1 
@9265'8201B5 
838266'842181 
00267'952512 
p@279°O52123 
08271°2384411 
OV272°995915 
08273 '°S08999 
98274°8080RK 


ZEROVS: 


GAIN<949>POTENTLOIMETERS<9040>AS<94Q0> 


APPROPRIATE. <015><3912><900><909>° 


yh °<915><G12> ADJUST <8 46>ZERI 


<848> AND<@40>CONTINUE<@40>F9R 


<G4G> FULL <0 40> SCALE<946>ADJUST 


<915><@12><34dd><Gdd> ' 


Ke 





WYV2TS'AISU1IS 
IVZ7T6°DAL524 
WI2TT*A2A116 
JW3U9°D47526 
90391°9s2114 
00302 "004440 
J8303°I40411 
993464°845144 
99385'°O51525 
84346 'B2G124 
99307 "847191 
9O031B8"°O20104 
99311°647503 
GO31e'B52116 
00313 °0847111 
YO314'°O@42525 
08315'°864411 
949316°8430 40 
QO317°AO51117 
603290 °955049d 
Q@4321°951105 
OBGS22'°'HV20117 
80323 °@42141 
09324'°O@S2512 
9G325°O@52123 
09326'804411 
08327 *8O5015 
90330 '8UBB00 
60331 '°G60080 


9600993 ° 


TEN Vs 


eA "<y1S><d12>TEV<¥ 44> VILT <0 40> 


' ADJUST <0 4U> AND<34Q0>CONTINUE 


<940> FOR<040> ZERO <840>ADJUST 


<015><012><GGG> <G@GG> ° 


0 END DAC 


eye 





moe SAERCISE 4 SOLUTION 


3;GLOBAL SUBROUTINE FOR TTY OUTPUT OF A PACKED 
SBUFFERsTERMINATED BY A ZERO WORD.-BUFFER 
SSTART ADDRESS PASSED AS ARGUMENT. 


860090 '°9@54421 
88091 °O3540G 
9BGO2 * 821409 
99003°1801015 
BGGBA*OOd4AIL2 
96065°963511 
00086 °8007T77 
OOB87'O6i111 
0G610°101300 
68011°@63511 
G0012°OOO777 
00013"°d6111t1 
06014°175400 
80615'O06765 


046016'834463 
00617'°175400 
$8829 'G01400 
8802 1° 488000 


0OG22 °896463 
00023°88@6625S° 
99024'°DE38T7 


@8025'O8S5015 
86926'8511987 
68827 °S471G1 
90636 °820124 
99831°G@47504 
G90032°GA3525 


3 
5 
5 


sCALL SEQUENCE 


3 


we we we we Wwe we 


Tver. 


LOOP: 


3 


TYPEX: 


LINKs: 
3 


3 TEST 


LTYPE: 


EXAMPLES 


e EX TN 
JSR 
BUFER 


Tee 


« ENT 
eNREL 
STA 
LDA 
LDA 
MOV# 
JMP 
SKPBZ 
JmMpP 
DOAS 
MOVS 
SKPBZ 
JMP 
BOAS 
INC 
JMP 


LDA 
INC 
JMP 
0 


ROUTINE 


3 
TESTRs JSR 


BUFER 
HALT 


TYPE 


@LTYPE 


TEE 
TYPE 


3eLINK 
328353 
82893 
BsBaSNR 
TYPEX 
TTO 
e711 
Q@sTTO 
Osx@B 
TTO 
e-1 
8sTTO 
3293 
LOOP 


3eLINK 


323 
G23 


@LTYPE 


et 
43 
Od 


SSAVE RETURN 

3TABLE POINTER 

3PASS PARAMETER TO AG 
S3CHECK FOR TERMINATION 
s TERMINATE 

3WAIT UNTIL AVAILABLE 


sOUTPUT RIGHT-MOST CHAR 
$SWAP CHARACTERS 
SWAIT UNTIL AVAILABLE 


32ND CHARACTER 
INEXT BUFFER ADDRESS 
s3NEXT WORD 


BUFER%. TXT’ <@1 5><912> GRANT<@4@> DOUGLAS<g4a> RALPH 


ne 





38033'349514 
08I934°923123 
90035'°g4g522 
90936°958114 
90037 °OG4519 
80840°986411 | 
06041°931012 sBlS> <0 2>2 4-9 49> <g ap> < = 
08042 629064 049>RAL STON <@a@> 
89043 °G@2904g 
89844*G4g5202 
98645°951514 
90946°G47524 
06047°G28116 
904050°83441] 
88851 °842g4g : 
986S2 °944520 “94> DRIVE<@1 S> <8 12>MONTEREY <gag> 
09953 °942526 
06054°AG5G15 
@0055°847515 
68056°852116 
980857 °G51145 
688639°954505 
90061°964449 
99062°94141]1 
99863'°G46191 CALI PORNIA<915> <@12>U.S.a. <0 4G> <94Q> 
99864°84311} 
00065°GS51117 
00666°644516 
00067 '8365G1 
99870°S524102 
80071°G51456 
80072 °840456 
99073 °920056 
99074°99444g 
96075°9290011 
99876°92g04¢g <0 48> <8.40> <8.44> <9.44><940> <9.49>939.49 « 
$0877°920040 
601809°934449 
80101 °834463 
86102 °830G64 
©6~©98183"Saoaag 
68104°8gggGa TERM: g 
99165°688900'LTYPE: TYPE 
G08G22° eEND TESTR 


184 





Gee SXERCESE &9 SOLUTION 


SKK KKK KEK KK KE RR RE K RK KEKE KKK KK RK KKK EK KK EEK KKK KK KK 


3 INTERRUPT TVITLALIZATIIN 


SRK KEK KR KR RK KEK ERE K KK EK KR RR KK KK KEE KKK EK EK EEK 


pip le seamen iect 
»ENT et 
©EXTN = L[NTRUP 
440091 »LIC 
VIII 177777 INTRUP 
oVREL 
YA908'G20419 INIT: LDA B»MASK +sSET PRLIIRITY “ASK 
39901'962377 MSKI Q 
88902 "329495 LDA Dez SET CLICK FREQUEVCY 
89393'961114 DNAS a»RTC 
VIDA4*I6Q177 INTEN 
93935'IBI409 SMP : 
39OG6'IIO777 Jup 27) 
J9GBIT’OVIINIL AZ: sBASIC CLICK IF 18H2 
93313°177773 MASK: 177773 SENABLE RTC=BIT 13 
ADIDIA* »END INTT 


SERRE ER ER RRR ERROR KORE ERK RE KEKE 
Se4OD BOR RIG VONEYT * 
> ROUTINE TD) SERVICE I179 INTERRUPTS BY PILLING 
SHREK RRO OK REE EEK KER KEK KEKE KEE KEK KK 


eTITL INTRUP 
e ENT INTRUP 
oe EX TN Sul 
eNREL 
98006°960277 INTRUP: INTDS 
009001 °9404e1 STA @»SAV@ s;SAVE THE STATE 
08802 '844421 SA 1sSAV1 
989003 '°O@50421 STA 22SAV2 
30004'°65442)1 STA 3s SAV3 
09005'141106 MOVL O20 SSAVE THE CARRY 
86806 °940 420 STA As SAVK 
AGB3BT'G@63714 SKE DZ RTC 
49310'906411 JSR @LSUPR 3CLYICK REQUEST 
J8011'O@23415 LDA OsSAVK 3REFRESH CARRY 
90012°1812809 MOVR O»d 
80013'°829407 LDA OsSAVO s3REFRESH STATE 
FBAb14*O2 4497 LDA 1,SAV1 
4O815°O38437 LDA 2xsSAV2 
90316°8@34497 LDA 32SAV3 
39917°O680177 INTEN 
84826 ‘842000 JMP a0 
OO921°177777 LSUPR: SUPR 
89922 'YVG8G8B SAVO: Q 
A6B23°SBIBVOAD SAVI: 0 
349824'A9O9089G SAV2: J 
89825°bYUBIHS SAV3: 0 
86926'848BVB SAVK: Q 
e END 


3 5 





99000'°954452 SUPRs: 


YO901'152 44g 


54002 '83 4446 NUJOB: 


489033'1579a¢ 
908804°Y21 499g 
83005'13854G4 
33886°8YQ424 


93887°948444 TASK: 


08019'°0944444 
08911 °959444 
89912'°954444 
99813'1251a¢ 
068014'°944443 
488915 '934434 
00916'15700¢g 
00817'G2549e 
80020 '944434 
96621'834426 
$98022°157¢a@¢ 
$9923'Oa74a4 
99824'924433 
98925'12524g 
JA026°329425 
98027'824425 
90830'830425 
086031°934425 


90832'9454ag NUTSK:; 


90033'151 499 
390634'°8344)] 
99035'°156414 
99@036'9990744 
083837 '839493 
B46940°O71114 
90041'39924)] 
00342°399g901 
089043°177777 
33344°177766 


ees re ERNE eh ee he ke 4 


3 


$3 MOD FOR RTC ONLY 


3 


3 SUPERVISOR By oo 


3 


FRE REE K KK KS 


C INTERRUPT 


eC Reet eine eavakex shaves secu, 


eTITL SUPR 
e ENT SUPR 
eEXTN EXEC] 
eNREL 
STA 3eRSUPR 
SUB) 222 
LDA 35PJOBK 
ADD 223 
LDA 62853 
INC Bs15SZR 
IMP NUTSK 
S84 Vs SAVEQ 
STA lsSAVE] 
STA 2»SAVEOQ 
STA 3sSAVE3 
MOVL 15] 
STA ls SAVEK 
LDA 3sPNUK 
ADD 223 
LDA 19053 
STA lsSAVE] 
LDA 35ePJNB 
ADD 223 
JSR 88,3 
LDA ls SAVEK 
MOVR 15] 
LDA OsSAVEGQ 
LDA lsSAVE] 
LDA 22 SAVES 
LDA 3e2SAVE3 
STA ls8s3 
ING 222 
LDA 3»NJOB 
SUB#¢ 2s3sSZR 
JMP NUJOB 
LDA 2sHZZ 
DOAS 23RTC 
JMP 3RSUPR 

maz 1 

JOB: EXEC! 

JOBK: =): 


neo 


SSAVE RETURY 
3CLEAR ace FOR J9B COUNT 
3GET THE JonBp CIUNT 


3 TASK ASSIGNED? 
3NO 
3 SAVE STATE 


SSAVE THE CARRY 


3GET REFRESH COUNT 


SREFRESH SAVED JB COUNT 
3SERVICE Jog REQUEST 


SREFRESH CARRY 


3 REFRESH STATE 


SUPDATE JIB COUNT 
SON TO NEXT JB 
NUMBER OF J9BS 
SLAST JOB CHECKED? 
5NOD 

SET CLICK FREQUENCY 


$TERMINATE 
S3BASIC CLICK JF 10 HZ 
$JIB 1 

NEGATIVE C3UNT 





SII4A5UIDIIV! 
4WAW4A'17I7766 


SIDAT  UAWAA & 
DIDS VAD 4SG § 
J394351°OO9846" 


9O0US2°AVIAVIIVD 
JIGS3°IIDINA 
JIIASAIAIIIBIV 
33955°9VIG3V9 
999S6'G89VIBD 
J0957'BIIDIDY 


Sel ess 


NUK $3 


EJS: 

iB Ss 
PNUK: 

RoOUPR: 
SAVIEAs 
SAVEIL: 
SAV E23 
SAVE3: 
SAVEK: 
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SEK K KKK HER ERK KKK RK KKK KKK KR KKK KKK KR RK KEKE KKK KKK KK 


EXEC] 


= EXEC? 


$GLIBAL ROUTINE 


T) TEST RTC SYSTEM BY COUNT 6-9 


KER KKK KKK KR KKK K RK KK RK KK KEK KKK KEK KK KEKE KE KK KEK EK 


Q9O0000'W54420 EXEC]: 
JG031°O86414 
BIIV2*IVIV12" 
000903 '°G@20410 
94004°101490 
J3I3GG5'd24411 
839386'1964T2 
08007 °V20419 
QOV148'B40403 
40611 °Bd2407 
¥8012°VO05S215 CRLF: 
COUNT ¢ 
J9013°S93d060 
GO6G14‘°6@00R00 
JOO1S*1IT77T77 
08016'd9GOT1 
63017'@GG060 
28020 'dddGBO 


ElYeE: 
NINES 
ZEROS 
REXECI1: 


ore ly ils 
o ENT 
0 EXTN 
eVREL 
STA 
JSR 
CRLF 
LDA 
INC 
LDA 
SUBC# 
LDA 
STA 
JP 
905215 
o TXT 


TOPE 
71 
62 
9 
e END 


EXEC2 
EXEC! 
es 


sEXEC! IS THE CALL 


S3SAVE RETURN 
sPRINT NUMBER C)UNT 


32REXEC 
@LTYPE 


BsCOUNT 
026 
L»sNINE 
Os1sS5Z2C 
0s» ZERO 
O20) UNT 
@REXECI 


SINCREASE THE COUVT AVD 
3CHECK FOR LARGEST DIG 


3<012><Q15> 
@<G60><G0U>a 


Ss 





Pee SE RCISE 6 SOLUTION 


CK KCK KR KK KR ERK KKK RK KE KKK KR KKK KE KK RR KEK KK RK KR RR RK KE 


e 
3 


eS) EL. 
5 


SRIUTING T) DEAIVSTRATE CASSETTE 17) VIS SIS TT) 4 
sSCRATCH TAP* JN UNIT 1 


> 


iy 


e 
» 


ICT IBWeHR 


LAT Ae tah 


SRK KK KR KK RK RR KK RK KKK RK KKK KKK KEK KK KK KE KK KEK KEK KKK KKK 


AId2Ae BUFF: 
eee 999990 FILE: 
YWIAZV3"'AYDEb4T4S CASET? 
§AB294°YI4A3B2)' 
ANAAEAD*'DA6473 
3ID2306')VY352' 
A0297°30643917 
Maen O° 9213422 
JDA2A11'3AA)N436 
BJde212°ISNTIV 
94213°Ad64H17 
AAPG 14°A1 4031 
AG215'AAA432 
AG°P16'B2A456 
mae? “924497 
032294363917 
m72e1°I316431 
JA222'44G49429 
mae 9°93 6917 
WAA2Z4'*4A1 4431 
BYV225'AAD 422 
Meco "V2JT54 
842027 ‘3306917 
AA2A39°A14A31 
9¥AL31°')I4416 
WA23C A290 443 
e353 °420 4443 
me 4° O3969017 
e359 °4153531 
ANC3Z6'44A4411 
JA!]3T7' 34644) 


~T{Tt 
ee NT 
ee XTN 
eNREL 
osL 

4 

ox 
Pot fr 
JSR 
BUFFER 
oy 4 
eo 
Ae 
LDA 
~SYST™ 
o JPEN 
JMP 
LDA 
LDA 
~SYST™M 
e VRS 
Mie 
SYST 
»=CLISE 
JMP 
LDA 
SYST 
PEN 
Ar 
LDA 
LDA 
«SYST 
eRDS 
IMP 
vom 


ue 
4-4 


AS 
AS 
e S) 


im (1) 9 


2142 


@LTYPr 


Slet viel 


ERRIR 
Dor oe 


3 | 
ERROR 


A»,BYPTS 
feats y Ga 


3 1 
ERROR 


ae! 
ERROR 
Al ae 


3 I 
ERR IR 


eye) t 
1sBYTCT 


Si 
ERRIR 
aLIYPe 


Ihshs 


»eCTULsTYPEs TYPI4,B1)4 


;PRJAPT THe US&R 
s;INPUT ENASLED 


SBEGIN SIS CALLS 
SUNT) BALL ZE S35 


3FILE=4 


3;CT1=31 


ORD et 4 es Uh ro 


sDUMP THE RECIRDING 


Sie ie US 





ee ee) es atcs * 
IMAL * VIAAGA 
$292 42 dM" 
§4243°AI6434 
mee aa’ SAIS Ie ' 
JV245'4A626T717 
VW 46 819d 2433 
N92 47145944 FERRIS 
AAZSY'ABI4!| J 
pocol'dJ7T1Lt1il 
Wve Se’ AAS41 1 
39253 'YIATTT 
WIZ254"IAZI4LS 
92 55°AT1111 
ie 56'°Y636!1 | 
Moe ST‘ AYNBATTT 
Pod’ 424443 
JN3261'°HI64)11 
W926e'I639TT 
AA263'3454419 STUFF: 
99264'961111 
ma265°96361 1 
YI2Z6GA'°YDIATTT 
4I267'°39I2 454 
BD2TOA'YVIABIAIS CRs 
ABV2TI 'AYDBYILe LF: 
mete’ iT TTT? tsi das 
BY¥273'°9IU4OI RSTUF: 
AI2T4*YAYVITe a BYPTA: 
AVEOTS'AABAAIA’BYPT1: 
Ome 716°OA24202 BYICT: 
Meet ’lT7TT?T7 \IYPes 
ero A° LT 7777 LIYPL: 
modi °O@l17T777 SYS: 
NOTE: 
JIABV!S'DVASYIS 
AIS303'°Y47916 
AAZBA4*AAE6S22? 
AJ3I5'° 546151 
IA3BID6SAD444N 
Y38387'38523911 
mgoi4*'351145 
Y4A311'S@44515 
99312'°O944516 
4$6313'944524 
33J314'347117 
Mmoa15°'945015 
3I316'AADIDOA 
mool? '349909 


PRI4APT: 


win fw ef 


js~ eee ore Pt CNET S YE Sie ype 

Rie ke 

phe ad mae ica 

Te 

[dns 

Jur at S 

AV eel Peo hace JOE wb) AC 

LDA 29CR 

yas 2, i) 

SKPIN Th 

Jur o~] 

uA Colk 

DIAS cost) 

SKPDN TT) 

JMpP --] 

LDA SeSTUFF s8104Q USER LINKAGE 

yi 9LOITIA 

HALT 

STA 3eRSTUF sSAVE RETURN 

DIAS Walt 2 s)UTPUT DATA 

S4APDN TT) 

Jue o =] 

a @RSTUF 

ALS 

Ale 

BIDA 

4 

2* BUFFER 

O*eBUFF 

YO STOT4OL BUFFER = 130 CAHARACTEXS 

hes 

veo 

bata 

TXT "<J15><JDI2>NIRYAL<34%4> 
TERMINATION<d15><2312> <><A>! 

ok F °<915><YJ1IS> INPUT, TERMINATE RY 


1230 





ree) 0) > ) 1 
meget Aa st | 
Rata? NAS 57) 3 
VBS 'ACAIL24 
PIG e 4A D042 524 
AA325°446522 
IAZB26°Y47111 
MgS327°AS2 1H 1 
JOBII V2Y1IS 
44331°YS4502 
$49332'494411 CHERE<¥44>15)])<315><912><Y><4o<4r>' 
419333°344133 
BASS4° AS11145 
BW9335°S324105 
Po SG "AD1 S11 
mo331*AA6S35 
JI344'3B99I912 
S3I3841°ADNIV9 
49342 °9IVI9Y 


VERT RY: «TXT '<915><312>BUFFER<3915><3912><4> <> ° 


ee 


AAZB43°BASYVIS 

mo 44° 352502 

933245'343156 

AAZB46°ASI1AS 

AZZIAT*4ISVIS 

803543'3dIdddAB 

$4351 '°ABYIBIY 
G@98292 SUFFER: «BLK 2492 Sent Peay C44R AC TERS 

0649554'8304309 ZERD: 3 3BUFFER PRITECTIIN FOR CASSETTES 
3399243" oEVNAD CASET 


eS 





ABODID* 171444 
JYVAW1°'9S50431 
830392 °43Y431 
30933 °3Y354d4 
BIDIA4*OBSEY114 
409005'°126443 
09936°363619 
ADABT*ABITTT 
O09410'WY6O0514 
964811°3863511 
DIB1I2°YAATTT 
G9B13°B61111 
84A01.4°197365 


00015'°939413 
YV9916°125302 
44017 °*I9dDOTE6T 
03029 °9454)90 
49921°151499 
99022°151498 
AYVB?3 *A244H6 
994324°132415 
ABA25°3AIADZ 
J3d3926°1754900 
moe? * 233756 


3DA30'ADA?AN?Y 
004931 '3AA232) 
940032 '499d990 
09933 °9AIADIY 


te Ler cee kc kek kk PK eR KK KK KEK ERK KK KEKE KEKE KR HK EK 
epOin MOL iW tre i 

sib iste SUB UT L Ie row TY tvrul TFT) A PAaLKEY 
PSURR EX, TERMI VAL) YY Sey [5 *.eUPRRER 

START ADDRESS PASSED AS ARGU4ENT. 

Horne CoN YT <TR DO TN AC 2. 


;AUTIMATICALLY TERMIVATES AFPTEX 134 CDECIMAL) 


; GX AMPLE $ WIRD CHARACTER 
; BUFFER: l a» i 

> 2 43 

; TER™M: 3 a) 

sCALL SEQUENCE 

; JSr @LTYPI 

; BUFFER 

sree leeee ley riLiA 


PRRKK KK EE KKK KEK KKK KK KK KEK KR KK KE KK KKK KER KKK KK 


leltipeel 


wed -1YP1TD 
oes le 
[Yr (A: LYC 322 3;STEP PAST ARGUMENT 
STA ZaRIlYPI s:;SAVE RETURN 
LDA 2,ZERY 3$ZER) CHARACTER C)UNT 
IDA 329453 ;TABLE PIJINTER 
NtoS Oo fit sENABLE INPUT 
NUWRD 3 SUB') 1» sCLEAR HILDING BUFFER 
CHARe2: SAPD Ti > WAIT FIR INPUT 
JAP oa] . 
DIAS AstiTl SSAVE IN 4G 
SKPBZ TT) sWAIT FIR ECH) 
aM. e-} 
DIAS ¥4,TT)I 3ECH) PRINT 
ADDCS O@,15SNR 31ST WIRD=C1I»VW,CRY SFT 
FeANDeWORD=CesyCls> Cry “GEeaArR 
JMP Toe lx SeXy IRIS) YR 2450 NUE 
MOV l»l,SZC sCrRY SETS FIRST CHARACTER 
ee CHARS 
S04 153,3 ,oOTORE.2 CHAR VIRD 
INC 2x2 SMOINTALN CHARACTER C)UNT 
ke Cx22 
LDA Pek 
SUB #4 1,2,SNR 3LIMIT JF 1349 CHARACTERS 
IMP TYPIX sTERMINATE JN FULL BUFFER 
INC 3a 3 SNEXT BUFFER JPENING 
JMP NUWRD sCINTINUE 
3 
TYPIX S$ Mr @RTYPI 
LIMIT: 292 
aerate ales Q 
Pau 2 0 
e END 


oy 





APPENDIZ T 


MAINTENANCE 


This Appendix Summarizes a few random notes on 


Maintaining the equipment. 


CPU and CASSETTE TRANSPORT 


=a ee? eee eee a= > a awe a 


The nearest source of manufacturer assistance is: 


Data General Corporation, 
Field Service Office, 
1054 Elwell Court, 

Palo Alto, CA 94306 


General office: phone 965-9100 
Local sales: Tom Larson phone 965-1010 
Software support: Jim Isaak phone 965-1010 


Hardware Support: Denis Hutchinson / Steve Parell 


Naval Postgraduate School: 

software support: Dave Norman X2641 
mupely and Repair: Al Gilkes X2422 
Comptroller: Donna McNicol X2770 


The CPU and cassette units need no maintenance by the normal 
user. Periodically the cooling fans should be Jlubricated. 
It 1S recommended that during frequent use periods the 
cassette heads be cleaned once a week. A solvent such as 


ETHYL alcohcl is suggested. 


123 





ASR 33 TELETYPE 

For normal Maintenance routine advice see the 
Micro-computer laboratory technicians Walt and Don on the 
fifth floor cf Spanagel Hali. 

/ 

The striker arm for the TTY type-drum has a rubber cap 
to protect the raised character outlines. Loss of this cap 
rapidly destroys the TTY print capability. The fault may be 
detected by the louder metallic sounding striking of the 


type~arm. Continuous user inspection is recommended. 


DAa 


ae GS 


X CONVERTERS 
The nearest source of manufacturer assistance is: 


Repair Services, 

Data Translation Corporation, 
23 Strathmore Road, 

Natck, MA 01760 


General assistance: Mr. risaman phone 617-655-5300 
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Library, Code 0212 
Naval Postgraduate School 
Monterey, California 93940 
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Department of Electrical Engineering 
Naval Postgraduate School 

Monterey, California 93940 


Data General Corporation 
Route 9 
Southboro, Massachusetts 01772 


Major Grant D. Ralph, CF 

DMCS 2 

National Defense Headquarters 
Ottawa, Ontario, K1A OK2 
CANADA 
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APPENDIX U 


LIST OF MANUALS 


014-000001-02 
4025 IBM System 360/370 Interface 


014-000003-01 


Summary of Terminal and Data Set Interfaces 


014-000005-01 


Type 4015 Synchronous communications Controller 


014-000008-00 


How to Order Cables for the Wl Pedputers 


014~-000011 
Mew tO Wire the TTY 4009 Modification Kit 


014-000013-04 


@ 
How to Instail and Use the NOVA Cassette System 


014-000014-00 


Communications Cabling 


014-000015-02 


Programmable Synchronous Line Adapters 





015~000009-00 


®) : 
How to Use the NOVA Computers 


015-000015 


NOVA Cassette Preliminary Technical Manual 


015-000021-02. 


Peripherals Programmers Reference Manual 


ea =00GG 23-0 3 


Programers Reference Manual 


015-000031-02 


Interface Designers Reference Manual 


015-000043-00 


ys” 800/820 and Jumbo 800 Computers Technical Manual 


017-000001~-01 


Synchronous Communications Package 


017-000004-01 


Remote Synchronous Terminal Control Progran 


wi 3— U00'G02—-0 1 


Bootstrap Leader User's Manual 


093-000003~-06 
Binary Loader User's Manual 


O33-0000 17-02 


Assenbler 
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093-000018-05 


rere Text Editor 


093-000018-06 


NOVA Text Editor 


093-000020~02 


Debug II User's Manual 


t33-—000033—0 1 
Debug I User's Manual 


093-000039-00 


Relocatable Loader 


093-000040-00 
Extended Assembier 


093-000041-03 
Memocatable Math Library File 


093~000042-01 


Single User Basic 


093-000044-02 
Debug III User's Manual 


H23=000052-0 2 
Extended Algol User's Manual 


093-000053-05 
Fortran IV User's Manual 


093-000 053-07 
Fortran IV User's Manual 
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093-000054-00 


cove Assembler for the IBM 360 


035-U0000D 0-04 
Selfloading Bootstrap and Binary Loader 


093-000062-03 eas 
The Stand-Alone Operating System User's Manual 


093-000062-04 


The Stand-Alone Operating System User's Manual 


O33 2000 065-072 


Extended Basic User's Manual 


yI3=000067—01 


Introduction to Programming the NOVA Computers 


093-000074-01 
mrcrary File Editor 


093-000081-02 


Macra~Assembier User's Manual 


093-000083-04 


Introduction to Real Time Disk Operating System 


093-000084-00 
Metal Editor 


093-000090-01 


Fundamentals of Small Computer Programming 


198 





MISCELLANEOUS 
Authorized ADP Schedule Price List for 1976 
Supplemental Price List for 1976 
DG/DAC Sensor I/O Subsystem 012-244 


NOVA Cassette System Information Package 

Datax User Instruction Guide number 1600-674-01 
Point Plotter Dual D/A Converter Model DI212 
Datax High Speed Data Acquisition System Modules 


oS 





APPENDIX V 


RELOCATABLE BINARY UTILITY PROGRAMS 


089-000031-03 
Relocatable Debug Il 


089-000046-05 
Relocatable FPI 


089-000073-02 
Extended Debug iit 


089-000080-02 


Relocatable Binary Punch 


089-000081-04 
Stand-Alone Library Fiie Editor 


089-700 104-02 


Stand-Alone Operating System Poca tc OL 


089-000106-02 


Stand-Alone Operating System Extended Assembler 


089-000120-02 
sOS CassettesMagnetic Tape Relocatable Loader 


089-000121-02 


Stand-Alone Operating System Command Line Interpreter 
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089-~000122-02 
Stand-Alone Operating System Generation Program 


089-000137-02 
SOS Extended Basic MP 


089~000138-02 
SOS Extended Basic RP 


089-000139-02 
SOS Extended Basic PUR 


089-000156-02 
Extended Basic Software Multiply/Divide 


H39—000 159-01 


SOS Extended Basic Dummy Print 


08 9-000160-01 


SOS Extended Basic Dummy Matrix 


201 





U0 0000 10=0 2 
System Subroutine 


090-0000 12-01 


System Subroutine 


o30=0000 13-01 
System Subroutine 


090-0000 14-01 


System Subroutine 


090-000015-01 


System Subroutine 


090-0000 16-01 


System Subroutine 


oS 00-0000 17-02 


System Subroutine 


090-0000 18-0 1 


System Subroutine 


090-000019-01 


System Subroutine 


APPENDIX 


W 


ASSEMBLER SOURCE SUBROUTINES 


Core Compare 


Single 


Single 


Single 


Double 


Double 


Double 


Double 


Double 


Precision 


Precision 


Precision 


Precision 


Precision 


Precision 


Precision 


Precision 


202 


Absolute Value 


Signed Multiply 


Signed Divide 


Absolute Value 


Siciegeiuitliply7 Divide 


Addition 


Subtraction 


Negate 





090-000020-01 
System Subroutine 


090-000021-01 
System Subroutine 


090-000025-01 
System Subroutine 


US 0-000 026-0 2 
System Subroutine 


090-000027-01 
System Subroutine 


Binary 


090-000028-01 


System Subroutine 


Decimal 


090-000029-01 
System Subroutine 


woU=0900020=0 1 


System Subroutine 


090-000031-01 


System Subroutine 


we 0-000042=01 


System Subroutine 


090~000033-01 
System Subroutine 


Binary 


Unsigned Multiply 


Unsigned Divide 


Logical Exclusive OR 


Logical Inclusive OR 


Single Precision Binary Coded Decimal To 


Single 


Single 


Single 


Single 


Single 


Doubles 


Precision 


Precision 


Precision 


Precision 


Precision 


203 


Precision Binary To Binary Coded 


Decimal To Binary 


Binary To Decimal 


f 


Octal To Binary 


biovaiye co. OCtaL 


Binary Coded Decimal To 





090-000034-01 
system 
Decimal 


090-000035-01 
System Subroutine 


090-000036-02 


System Subroutine 


090-000037-01 


System Subroutine 


090-900038-01 


System Subroutine 


0$0-009039-01 
System Subroutine 


090-060040-01 


System Subroutine 


090-000043-01 


System Subroutine 


090-000257-05 


System Subroutine 


090-000498-04 
Systen Subroutine 


090-000520 


System Subroutine 


090-000883-02 
System Subroutine 


Subroutine 


Doubie Precision Binary To Binary Coded 


Double Precision Decimal To Binary 


Double Precision Binary To Decimal 


Parity Generator 


Binary To Gray Code 


Gray Code To Binary 


Random Number Generator 


Debug I 


Fortran Runtime Parameters 


Stand-Alone Parameters 


Real Time Operating System Parameters 


Real Time Disk Operating System Parameters 
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090-000889-01 


System Subroutine Stand-Alone Operating Syste Parameters 


090-001482-00 


System Subroutine Instruction Definitions NOVA Basic 


090-001483-00 
System Subroutine Instruction Definitions Floating Point 


Interpreter 


090-001484-00 


Systen SuprEoucsne Definitions For The Operating System 
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APPENDIX X 


ABSOLUTE BINARY UTILITY PROGRAMS 


9091-000001-07 
Paper Tape Editor 


09 1-000002-08 


Paper Tape Assembler 


9091-000003-03 
pebug II For WK, 06200-07577 


9091-000004-04 
Binary Leader For The Manually Loaded Bootstrap 


9091-000005-02 
Binary Punch (High Core) 


091-000006-01 


Binary Punch (Low Core) 


091-000007-02 


Core Compare 


091-000008-04 


Tape Duplicator 


091-000010-03 
Debug Ii For WK, 90400-01777 
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091-000012-08 
Basic Floating Point For 4K, 05600-07577 


091-000013-08 
Extended Floating Point For 4K, 04100-07577 


091-000014-01 
Floating Point To Octal Converter 


091-000016-04 


Relocatable Loader 


091-000017-07 
Extended Assembler 


w= 000'0 18=0'7 


Single User Basic 


091-000036 
Selfloading Bootstrap And Binary Loader 


09 1-000033-07 
Extended Relocatable Loader 


OS VOO0S2 =U3 


Fortran Compiler For 8k 


091-000057-04 
stand-Alone Library file Zditoc 


091-000067-02 
Stand-Alone Operating System Cassette Loader/Writer 


091-000 069-03 


Stand-Alone Operating System Extended Assembler Without Mass 
storage 
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091-000070-03 
Stand-Alone Operating System Generation Program Without Mass 


Storage 


091-000071-03 
Stand-Alone Operating System Generation Program With 


Cassette 


091-000072-03 
Stand-Alone Operating System Command Line Interpreter With 


Cassette 


091-000073-03 
Stand-Alone Operating System Relocatable Loader With 


Cassette 


091-000C77-02 


Stand-Alone Operating System Suproutine Extended Basic 


091-000081-01 


Real Time Operating System Generation Program 
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APPENDIX Y 


HARDWARS TEST PROGRAMS 


095-0000U2 


Memory Address Test 


095-000007 
Checkerboard II 


095-000011 
Real Time Clock Test 


095-000012 


Exerciser 


095-000916-65 


Binary 4015 Communications Controller 


095-000028-02 
Binary 4026 DCM Multiplexor Diagnostic 


095-000031 
Checkerboard III 


Nos 0000 25-03 


Binary 4029 Communications Controller 


095-000044-04 
800/1200 Power Shut Down Test 
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095-000045-04 


®) 
NoVA 800 Logic Test 


095-000048-04 


® 
NOVA 800 Teletype Test 


095-000073-02 
Binary 4060 Quad TTY Multiplexor 


095-000699-02 


® 
Supernova, NOVA 8800/1200 Multiply/Divide Test 
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APPENDIX @ 


LIBRARY PROGRAMS 


099-000001-02 
Relocatable Math Library File 


099-000005-07 
Fortran Runtime Library I 


099-000006-04 


Fortran Runtime Lirary II 


099-000007-05 
Fortran Runtime Lirary III 


099~000008-02 
Runtime Library Software Muitiply/Divide 


US I=)O0G 009-0 2 
®) | , 
supernova, NOVA 800/1200 Runtime GlDprary 
Multiply/Divide 


099-0000 10-08 
Stand-Alone Operating System Library 


e39-00G01 1-02 


@) 
Runtime Library NOVA Hardware Multiply/Divide 


Zn 


Hardware 





099-000012-05 
Algol Runtime Library I 


099-000013-05 
Algol Runtime Library II 


099-0000 14-04 
Algol Runtime Library IIi 


099-000018-03 
Fortran Runtime Library 0 


099-0000 20-02 
Dummy Stand-Alone Operating System Library 


099-000021-03 
Fortran Data Plot Library 


099-000041-02 


Stand-Alone Operating System Cassette Driver 


099-000060-00 


Real Time Operating System Task Monitor Library 


099-000061-00 


Real Time Operating System Handler Library 


099-000062-00 


Real Time Operating System Cassette Handler Library 


099-9000077-02 


Stand-Alone Qperating System Single User Extended Basic 
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PiSteOr Seabee RENGCES 


Pounds, J. W., The Data General NOVA 800 Minicomputer 
as a Digital Cantroller Master of Science Thesis, Naval 


Postgraduate School, Monterey, 1975. 
Data General Corporation, Reference Manual 


093-000067-01, Introduction to Programming the OV 


Computers, 1972. 


7D Se Se SS —_— 


Data General COLrvorat ion, Reference Manual 
® | 

015-000009-00, How to Use the NOVA Computers, April 

1971. 

Data General COEDVOLaAtLON, Reference Manual 


015-000023-03, Programmer's Reference Manual NOVA_ LINE 
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